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Release 17 Submission form
	Feature / Item:
	

	Affects:
	UICC apps:

	ME:

	AN:

	CN:

	Others (specify):


	Expected Completion Date:
	0906/2022

	Service(s) impacted:
	

	Specification(s) affected:
	38.101-2, 38.101-3, 38.104, 38.133

	Task(s) within work which are not complete:
	RF core requirements in 38.101-2
· Core requirements including channel raster, sync raster, MPR, A-MPR, SEM, Spurious, Blocking, CA, ACS, Max input power, FRCs, Mandatory/optional UE channel bandwidths	Comment by Intel: complete	Comment by Intel: Complete	Comment by Intel: Complete
Requirements in 38.101-3
· Inter-band CA configurations: down-scope intra-band non-contiguous CA within FR2-2 from Rel-17. 
Note: The down-scoping of intra-band non-contiguous CA within FR2-2 in Rel-17 pertains to completion of the RF core requirements and is not intended to change how channelization for FR2-2 is developed.
Requirements in 38.104	Comment by Intel: Complete
38.104 clause 9.6.2 (EVM window length within pending on conformance feasibility issues).
38.104 clause 10.3 (FRC parameters for FR2 OTA reference sensitivity level)
38.104 clause 10.8 (modulated interfering signal type for receiver intermodulation requirement)
Requirements in 38.133
38.133 clause 7.1.2 (Te requirements for 120 kHz UL signal SCS)	Comment by Intel: Complete
38.133 clause 7.1.2.1 (Gradual timing adjustment) 
38.133 clause 7.5 (Maximum Transmission Timing Difference) 	Comment by Intel: agreed on the MTTD/MRTD definition and values for both CA and DC (please see WF R4-2210590). Due to limited time in the meeting the group will implement the spec in the next meeting.
38.133 clause 7.6 (Maximum Receive Timing Difference)
38.133 clause 7.3.2.2 (Timing Advance adjustment accuracy)	Comment by Intel: complete
38.133 clause 9.2.5 (Intra-frequency measurements without measurement gaps)	Comment by Intel: M is the number of needed samples for UE to guarantee fair measurement accuracy. It is dependent to beam scaling factor N. now that RAN4 has N agreed, RAN4 will easily derive the M values in the next meeting as part of maintenance.
38.133 clause 9.2.6 (Intra-frequency measurements with measurement gaps)
38.133 clause 9.3.4 (Inter-frequency measurements with measurement gaps)
38.133 clause 9.3.9 (Inter-frequency measurements without measurement gaps)
Receive beam sweeping scaling factor for RRM requirements	Comment by Intel: FR2-2 RRM beam scaling factor is agreed as 12. There will be CR to correct all the TBD N value in the next meeting.
Impact of LBT on RRM requirements

	Consequences if not included in Release ZZ:
	UE and BS RF requirements , RRM requirements are incomplete
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