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	Reason for change:
	Big CR to merge the multiple endorsed draft CRs in RAN4#103-e. List of draft CRs merged are 
· R4-2209188 CR on CSSF outside MG R17
· The applicability condition in clause 9.1.5.1 is defined that if there are only SCCs in FR2, the SMTC offset among the SCCs can be differnet. This was based on the consideration that SCC measurement are always time shared, so there is no Rx beam scheduling issue. However, this condition is conflicting with that for L1 measurement. The P factor for L1 measurement is defined based on shortest SMTC period provided the SMTC offset of all CCs in FR2 have the same offset.
TSMTCperiod is the shortest SMTC period among all CCs in the same FR2 band, provided the SMTC offset of all CCs in FR2 have the same offset.

To resolve the conflict, it is proposed to update the applicability condition in clause 9.1.5.1 such that the SMTC offsets are same even there are only SCCs in FR2. Considering the scheduling restriction due to RRM measurement in FR2, same SMTC offset is also the typical configuiration in real deployment.
· In clause 9.1.5.1.2, the CSSF for SA mode are defined for FR1-FR2 CA, but only for the case where PCC is in FR1. However, in FR1-FR2 CA, PCC can be also in FR2, so the CSSF for this case should be added.
· R4-2209192 CR on beam level EMR requirements 38133 R17
· For beam level EMR, the overall time for UE to evaluate a newly detectable cell is the sum of the evaluation time defined in clause 4.2.2.4 and TSSB_index defined in clause 4.4.2.2. The evaluation time is scaled with the number of carriers Kcarrier, but TSSB_index is not, which means UE is required to do parallel SSB index reading on all carriers.
· R4-2209195 CR on PRS meausurement period R17
· For deferred MT-LR as defined in 23.237, the PRS measurement period should not start immediately after UE receving AD and location request. Instead, it should start after the associated events occur.
· R4-2209200 CR to multiple SCell activation requirements R17
· When at least one of the following conditions is met, the FR1 multiple SCell activation requirements do not involve TCI indication and L1-RSRP, otherwise they do.
-	 ‘ssb-PositionInBurst’ indicates only one SSB is being actually transmitted, or
-	 ‘ssb-PositionInBurst’ indicates multiple SSBs and TCI indication is provided in same MAC PDU with SCell activation,
However, the current wording are in the opposite way
· R4-2209202 CR on CGI reading requirements R17
· In the interruption requirements for CGI reading, it is clear that the interruption length X1 during MIB decoding is for each interruption. The interruption length Y1 and Y2 during SIB1 decoding are also for each interruption, but it is not clearly specified.
· The CGI reading delay requirements for SSB/RMSI MUX pattern 1 are defined based on the actual scheduling period of SIB1, but UE is not assumed to read SIB1 with smaller period than the default period of 20ms.
· R4-2208930 Draft CR on requirements maintenance for NR-U R17
· According to the agreement  in R4-2017080 about the number of candidate SSBs that UE is required to monitor, for cell detection, UE monitors at least one candidate SSB position. For other RRM requirements, UE monitors at least two candidate SSB positions.  In current requirements, the above agreements have been reflected in the requirements in clause 9, but in IDLE mode requirements,  UE is still required to monitor two candidate SSB positions in cell detection.
· R4-2210085  CR: Corrections on NR V2X Resource Selection Test.
· Change 1: TxPercentage = 20% is missing from configuration table.
· Change 2: The available resource ratio after excluding above threshold RSRP and self transmission resources is 18% in T2 in 38.133 A.9.1.4.1 Test for V2X UE Autonomous Resource Selection/Reselection. The minimum available resource percentage is 20%. A spec compliant UE may increase RSRP threshold to include more resources, and when the newly included resources are selected, the UE fails the test while executing spec compliant procedure with accurate measurement.

	
	

	Summary of change:
	The summary of change in each endorsed draft CRs are copied below.
· R4-2209188 CR on CSSF outside MG R17
· Update the applicability condition in clause 9.1.5.1 such that the SMTC offsets are same even there are only SCCs in FR2.
· Add CSSF definition to clause 9.1.5.1.2 for FR1-FR2 CA with PCC in FR2.
· R4-2209192 CR on beam level EMR requirements 38133 R17
· Add the scaling factor to TSSB_index to account for more than one carriers configured with beam level EMR.
· R4-2209195 CR on PRS meausurement period R17
· Clarify the start point of PRS measurement period for deferred MT-LR.
· R4-2209200 CR to multiple SCell activation requirements R17
· Clarify that when none of the conditions are met, requirements with TCI indication and L1-RSRP apply.
· R4-2209202 CR on CGI reading requirements R17
· Clarify that the interruption length Y1 and Y2 during SIB1 decoding are also for each interruption.
· Clarify that the lower bound for SIB decoding interval is 20ms for SSB/RMSI MUX pattern 1.
· R4-2208930 Draft CR on requirements maintenance for NR-U 38133 R17
· Change the definition of not available SMTC in 4.2A for cell detection.
· R4-2210085  CR: Corrections on NR V2X Resource Selection Test.
· Set subchannel #1 RSRP aligned to subchannel #2. The available resource becomes 36% and UE doesn’t have to raise RSRP threshold.

	
	

	Consequences if not approved:
	· R4-2209188 CR on CSSF outside MG R17
· The CSSF outside MG is conflicting with assumption in L1 measurement, and  one case is missing.
· R4-2209192 CR on beam level EMR requirements 38133 R17
· UE is required to do parallel SSB index reading on all carriers, which is not the intention.
· R4-2209195 CR on PRS meausurement period R17
· The requirements on the start point of PRS measurement period for deferred MT-LR are wrong.
· R4-2209200 CR to multiple SCell activation requirements R17
· The requirements and the applicability condition do not match.
· R4-2209202 CR on CGI reading requirements R17
· The CGI reading requirements are unclear.
· R4-2208930 Draft CR on requirements maintenance for NR-U 38133 R17
· The requirements are incorrect.
· R4-2210085  CR: Corrections on NR V2X Resource Selection Test.
· A spec compliant UE may increase RSRP threshold to include more resources, and when the newly included resources are selected, the UE fails the test while executing spec compliant procedure with accurate measurement.
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<Start of Change 1>
4.2A	Cell Re-selection when subject to CCA
4.2A.1	Introduction
The cell reselection procedure allows the UE to select a more suitable cell and camp on it. The requirements in clauses 4.2A.2.3, 4.2A.2.4, and 4.2A.2.6, apply when at least the target cell is on a carrier frequency subject to CCA, and the requirements in clauses 4.2A.2.2, and 4.2A.2.5 apply when at least the camping cell is on a carrier frequency subject to CCA.
When the UE is in either Camped Normally state or Camped on Any Cell state on a cell, the UE shall attempt to detect, synchronise, and monitor intra-frequency, inter-frequency and inter-RAT cells indicated by the serving cell. For intra-frequency and inter-frequency cells the serving cell may not provide explicit neighbour list but carrier frequency information and bandwidth information only. UE measurement activity is also controlled by measurement rules defined in TS 38.304, allowing the UE to limit its measurement activity.
In the requirements of clause 4.2A, the exceptions for side conditions apply as follows:
-	for the UE capable of CA, the applicable exceptions for side conditions are specified in Annex B, clause B.x.y for UE supporting CA in FR1.
In the requirements of clause 4.2A.2, the term SMTC occasion not available at the UE refers to when the SMTC contains SSBs configured by gNB in a cell on a carrier frequency subject to CCA, but the first two successiveN  candidate SSB positions for the same SS/PBCH block index within the discovery burst transmission window are not available at the UE due to DL CCA failures at gNB during the corresponding detection, measurement, or evaluation period, where:; 
-	For the cell detection procedure: N is at least one candidate SSB position (NOTE: the one candidate SSB position for the cell detection shall not be impacted by the set of candidate SSB positions which are already being measured by the UE within the current measurement period of the on-going measurements), and
-	For other procedures in clause 4.2A.2: N are the first two successive candidate SSB positions when two or more candidate SSB positions are configured for this SSB index in one discovery burst transmission window, otherwise N is one candidate SSB position;
otherwise the SMTC occasion is considered as available at the UE.
<End of Change 1>

<Start of Change 2>
4.4.2.2	Measurements of inter-frequency CA/DC candidate cells
While T331 is running, the UE shall perform measurement on the configured inter-frequency carriers for idle mode CA/DC measurement reporting according to the UE measurement capability. 
A UE which supports idleInactiveNR-MeasReport-r16 shall support idle mode CA/DC measurements of: 
-	at least 7 inter-frequency carriers which are also configured for inter-frequency mobility measurements, and 
-	at least 7 inter-frequency carriers which are not configured for inter-frequency mobility measurements. 
The UE shall be capable of monitoring a total of at least 7 inter-frequency carriers for idle mode CA/DC measurements comprising of carriers configured for inter-frequency mobility measurements and carriers not configured for inter-frequency mobility measurements. 
For inter-frequency carriers configured for idle mode CA/DC measurements, if Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ the inter-frequency measurement requirements in clause 4.2.2.4 shall apply, where UE shall search for and measure inter-frequency layers configured for idle mode CA/DC measurements in preparation for possible reporting. If Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ the UE shall search for inter-frequency layers configured for idle mode CA/DC measurements at least every Thigher_priority_search where Thigher_priority_search is described in clause 4.2.2.7, where UE shall search for and measure inter-frequency layers configured for idle mode CA/DC measurements in preparation for possible reporting.
For UE supporting idleInactiveNR-MeasBeamReport-r16, if the UE is configured with beamMeasConfigIdle-r16 for idle mode CA/DC measurement, the UE shall be capable of performing SS-RSRP, SS-RSRQ for at least 
-	7 SSBs with different SSB index and/or PCI on an inter-frequency layer in FR1, 
-	10 SSBs with different SSB index and/or PCI on an inter-frequency layer in FR2.
For UE supporting idleInactiveNR-MeasBeamReport-r16, if the UE is configured with beamMeasConfigIdle-r16 on one or more carrier for idle mode CA/DC measurement, the UE, on each carrier, shall be able to: 
-	detect a newly detectable inter-frequency NR cell and perform RSRP/RSRQ measurement in preparation for reporting, and
-	acquire the SSB index for a newly detectable inter-frequency NR cell if beamMeasConfigIdle-r16 if configured on this carrier and perform RSRP/RSRQ measurement in preparation for reporting,
within the requirements defined in clause 4.2.2.4 plus k*TSSB_index,NR, where k is the number of carriers configured for idle mode CA measurement with beamMeasConfigIdle-r16,  and TSSB_index,NR is the additional time period used to acquire the index of the SSB being measured as defined in table 4.4.2.2-1. 
Table 4.4.2.2-1: TSSB_index,NR_Inter 
	DRX cycle length [s]
	Scaling Factor (N1)
	TSSB_index,NR_Inter [s] (number of DRX cycles)

	
	FR1
	FR2Note1
	

	0.32
	1
	8
	N2 x 1.28 x N1 x 1.5 (N2 x 4 x N1 x 1.5)

	0.64
	
	5
	N2 x 1.28 x N1 (N2 x 2 x N1)

	1.28
	
	4
	N2 x 1.28 x N1 (N2 x 1 x N1)

	2.56
	
	3
	N2 x 2.56 x N1 (N2 x 1 x N1)

	Note 1:	Applies for UE supporting power class 2&3&4. For UE supporting power class 1, N1 = 8 for all DRX cycle length.
NOTE 2:	N2 = 3 if the NR inter-frequency carrier for idle mode CA/DC measurement reporting is in FR1, and N2 = 3, 5 if the NR inter-frequency carrier for idle mode CA/DC measurement reporting is in FR2.



In the absence or expiration of T331, it is up to UE implementation to perform the idle mode CA/DC measurement.
For inter-frequency carriers configured for idle mode CA/DC measurements, the UE shall be capable of performing SS-RSRP and SS-RSRQ measurements of the carriers, and the UE physical layer shall be capable of reporting SS-RSRP and SS-RSRQ measurements of the carriers configured for idle mode CA/DC measurements to higher layers, with measurement accuracy as specified in clauses 10.1.4B and 10.1.5B and 10.1.9B and 10.1.10B, respectively. 
The UE shall be able to report idle mode CA/DC measurements when idle mode CA/DC measurement reporting is requested by the network.
[bookmark: _Toc216859951][bookmark: _Toc290330802][bookmark: _Toc290330930][bookmark: _Toc535476138]<End of Change 2>
<Start of Change 3>
8.2.1.2.16	 Interruptions when identifying CGI of an NR cell with autonomous gaps
When a UE is identifying CGI of an NR cell with autonomous gaps, the UE is allowed interruptions on PSCell or any activated SCell:
-	with up to K1 interruptions with interrupted slots up to interruption length X1 specified in Table 8.2.1.2.16-1 for each interruption during MIB decoding time period TMIB (ms) specified in clause 9.11.
-	with up to L1 interruptions with interrupted slots up to interruption length Y1 specified in Table 8.2.1.2.16-1 for each interruption during SIB1 decoding time period TSIB1 (ms) specified in clause 9.11 for SSB and CORESET for RMSI scheduling multiplexing patterns 1. 
-	with up to L2 interruptions with interrupted slots up to interruption length Y2 specified in Table 8.2.1.2.16-1 for each interruption during SIB1 decoding time period TSIB1 (ms) specified in clause 9.11 for SSB and CORESET for RMSI scheduling multiplexing patterns 2 and 3.
Where:
-	K1 = 6 for the target cell carrier frequency on FR1 and K1 = 25 for the target cell carrier frequency on FR2, and
-	L1 =  TSIB1/20, and
-	L2 = TSIB1/TSMTC, where TSMTC is the periodicity of the SMTC occasion configured for the target cell carrier.
Table 8.2.1.2.16-1: Interruption length X1, Y1 and Y2 during measurements with autonomous gaps
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)
	Interruption length Y1 (slots)
	Interruption length Y2 (slots)

	0
	1
	6
	7
	6

	1
	0.5
	12 
	13
	10

	2
	0.25
	24
	25
	19

	3
	0.125
	48 
	49
	37



<End of Change 3>


<Start of Change 4>
8.2.2.2.14	 Interruptions when identifying CGI of an NR cell with autonomous gaps
When a UE is identifying CGI of an NR cell with autonomous gaps, the UE is allowed interruptions on PCell or any activated SCell:
-	with up to K1 interruptions with interrupted slots up to interruption length X1 specified in Table 8.2.2.2.14-1 for each interruption during MIB decoding time period TMIB (ms) specified in clause 9.11.
-	with up to L1 interruptions with interrupted slots up to interruption length Y1 specified in Table 8.2.2.2.14-1 for each interruption during SIB1 decoding time period TSIB1 (ms) specified in clause 9.11 for SSB and CORESET for RMSI scheduling multiplexing patterns 1.
-	with up to L2 interruptions with interrupted slots up to interruption length Y2 specified in Table 8.2.2.2.14-1 for each interruption during SIB1 decoding time period TSIB1 (ms) specified in clause 9.11 for SSB and CORESET for RMSI scheduling multiplexing patterns 2 and 3.
Where:
-	K1 = 6 for the target cell carrier frequency on FR1 and K1 = 25 for the target cell carrier frequency on FR2, and
-	L1 = TSIB1/20, and
-	L2 = TSIB1/TSMTC, where TSMTC is the periodicity of the SMTC occasion configured for the target cell carrier .
Table 8.2.2.2.14-1: Interruption length X1, Y1 and Y2 during measurements with autonomous gaps
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)
	Interruption length Y1 (slots)
	Interruption length Y2 (slots)

	0
	1
	6
	7
	6

	1
	0.5
	12 
	13
	10

	2
	0.25
	24
	25
	19

	3
	0.125
	48 
	49
	37



<End of Change 4>


<Start of Change 5>
8.2.3.2.14	Interruptions when identifying CGI of an NR cell with autonomous gaps
When a UE is identifying CGI of an NR cell with autonomous gaps, the UE is allowed interruptions on PCell or any activated SCell:
-	with up to K1 interruptions with interrupted slots up to interruption length X1 specified in Table 8.2.3.2.14-1 for each interruption during MIB decoding time period TMIB (ms) specified in clause 9.11.
-	with up to L1 interruptions with interrupted slots up to interruption length Y1 specified in Table 8.2.3.2.14-1 for each interruption during SIB1 decoding time period TSIB1 (ms) specified in clause 9.11 for SSB and CORESET for RMSI scheduling multiplexing patterns 1.
-	with up to L2 interruptions with interrupted slots up to interruption length Y2 specified in Table 8.2.3.2.14-1 for each interruption during SIB1 decoding time period TSIB1 (ms) specified in clause 9.11 for SSB and CORESET for RMSI scheduling multiplexing patterns 2 and 3.
Where:
-	K1 = 6 for the target cell carrier frequency on FR1 and K1 = 25 for the target cell carrier frequency on FR2, and
-	L1 = TSIB1/20, and
-	L2 = TSIB1/TSMTC, where TSMTC is the periodicity of the SMTC occasion configured for the target cell carrier .
Table 8.2.3.2.14-1: Interruption length X1, Y1 and Y2 during measurements with autonomous gaps
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)
	Interruption length Y1 (slots)
	Interruption length Y2 (slots)

	0
	1
	6
	7
	6

	1
	0.5
	12 
	13
	10

	2
	0.25
	24
	25
	19

	3
	0.125
	48 
	49
	37



<End of Change 5>


<Start of Change 6>
8.2.4.2.11	 Interruptions when identifying CGI of an NR cell with autonomous gaps
When a UE is identifying CGI of an NR cell with autonomous gaps, the UE is allowed interruptions on PCell, PSCell or any activated SCell:
-	with up to K1 interruptions with interrupted slots up to interruption length X1 specified in Table 8.2.4.2.11-1 for each interruption during MIB decoding time period TMIB (ms) specified in clause 9.11.
-	with up to L1 interruptions with interrupted slots up to interruption length Y1 specified in Table 8.2.4.2.11-1 for each interruption during SIB1 decoding time period TSIB1 (ms) specified in clause 9.11 for SSB and CORESET for RMSI scheduling multiplexing patterns 1.
-	with up to L2 interruptions with interrupted slots up to interruption length Y2 specified in Table 8.2.4.2.11-1 for each interruption during SIB1 decoding time period TSIB1 (ms) specified in clause 9.11 for SSB and CORESET for RMSI scheduling multiplexing patterns 2 and 3.
Where:
-	K1 = 6 for the target cell carrier frequency on FR1 and K1 = 25 for the target cell carrier frequency on FR2, and
-	L1 = TSIB1/20, and
-	L2 = TSIB1/TSMTC, where TSMTC is the periodicity of the SMTC occasion configured for the target cell carrier .
Table 8.2.4.2.11-1: Interruption length X1, Y1 and Y2 during measurements with autonomous gaps
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)
	Interruption length Y1 (slots)
	Interruption length Y2 (slots)

	0
	1
	6
	7
	6

	1
	0.5
	12 
	13
	10

	2
	0.25
	24
	25
	19

	3
	0.125
	48 
	49
	37



<End of Change 6>
<Start of Change 7>
8.3.7	SCell Activation Delay Requirement for Deactivated SCell with Multiple Downlink SCells
The requirements in this clause shall apply for the UE configured with more than one SCells.
In EN-DC, NE-DC, standalone NR, or in one CG of NR-DC, the requirements in this clause shall apply when the following conditions are met:
-	UE only receives one single MAC command for multiple SCell activation within the activation period defined in this clause
-	in each single CG, there are no other SCell activation, deactivation, addition or release before activation is completed for all the SCells activated by the single MAC CE in this clause, and
-	in EN-DC and NE-DC, there are no E-UTRAN SCell activation, deactivation, addition or release before multiple SCell activation is completed in this clause, and
-	any to-be-activated unknown SCell has active serving cell(s) or known to-be-activated SCell(s) on the same band
In two CGs of NR-DC, the requirements in this clause shall apply when the following conditions are met:
-	UE receives one MAC command per CG for multiple SCell activation within the activation period defined in this clause, and
-	UE supports per-FR measurement gap capability, and
-	any to-be-activated unknown SCell has active serving cell(s) or known to-be-activated SCell(s) on the same band
The delay within which the UE shall be able to activate the deactivated SCell with other downlink to-be-activated SCell(s) depends upon the specified conditions.
Upon receiving SCell activation command in slot n for more than one SCell, for each of the to-be-activated SCell, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command for the SCell being activated no later than in slot  , where:
	THARQ (in ms) is the timing between DL data transmission and acknowledgement as specified in TS 38.213 [3]
	Tactivation_time_multiple_scells is the target SCell activation delay in millisecond in multiple SCell activation scenario. 
	If the SCell is known and belongs to FR1 and the measurement period of the SCell being activated is equal to or smaller than [2400ms], Tactivation_time_multiple_scells is:
-	TFirstSSB_MAX_multiple_scells + Trs + 5ms, if on the same band UE also has at least one parallel to-be-activated SCell which is FR1 known Scell with the measurement period larger than [2400ms] but does not have any parallel to-be-activated SCell which is FR1 unknown SCell.
-	TFirstSSB_MAX_multiple_scells + TSMTC_MAX_multiple_scells + Trs + 5ms, if on the same band UE also has at least one parallel to-be-activated SCell which is FR1 unknown Scell
-	otherwise, TFirstSSB_MAX_multiple_scells + 5ms.
	If the SCell is known and belongs to FR1 and the measurement period of the SCell being activated is larger than [2400ms], Tactivation_time_multiple_scells is:
-	TFirstSSB_MAX_multiple_scells + TSMTC_MAX_multiple_scells + Trs + 5ms, if on the same band UE also has at least one parallel to-be-activated SCell which is FR1 unknown Scell
-	otherwise, TFirstSSB_MAX_multiple_scells + Trs + 5ms
	If the SCell is unknown and belongs to FR1, provided that the side condition Ês/Iot ≥ -2dB is fulfilled, Tactivation_time_multiple_scells is:
-	TFirstSSB_MAX_multiple_scells + TSMTC_MAX_multiple_scells+Trs +5ms, if the SCell is not counted in N1
-	The activation delay may be longer if SSB is not in the same half-frame on the SCell and the contiguous FR1 known cell or contiguous FR1 active serving cell
	otherwise
-	if the following conditions are met 
-	‘ssb-PositionInBurst’ indicates only one SSB is being actually transmitted, or
-	‘ssb-PositionInBurst’ indicates multiple SSBs and TCI indication is provided in same MAC PDU with SCell activation,
Tactivation_time_multiple_scells is:
-	TFirstSSB_MAX_multiple_scells + TSMTC_MAX_multiple_scells+Trs*N1 +Trs +5ms,
Otherwise:
Tactivation_time_multiple_scells is:
-	6ms + TFirstSSB_MAX_multiple_scells + TSMTC_MAX_multiple_scells + Trs*N1 + TL1-RSRP,measure + TL1-RSRP,report + THARQ + max(Tuncertainty_MAC_multiple_scells + TFineTiming + 2ms, Tuncertainty_SP_multiple_scells), if semi-persistent CSI-RS is used for CSI reporting,
-	3ms + TFirstSSB_MAX_multiple_scells + TSMTC_MAX_multiple_scells + Trs*N1 + TL1-RSRP,measure + TL1-RSRP,report + max(THARQ + Tuncertainty_MAC_multiple_scells + 5ms + TFineTiming, Tuncertainty_RRC_multiple_scells + TRRC_delay), if periodic CSI-RS is used for CSI reporting.
-	otherwise, TFirstSSB_MAX_multiple_scells + TSMTC_MAX_multiple_scells+Trs*N1 +Trs +5ms 
	If the SCell being activated belongs to FR1 and if there is at least one active serving cell contiguous to the SCell on that FR1 band, if the UE is not provided with SSB configuration (absoluteFrequencySSB) nor SMTC configuration for the target SCell, Tactivation_time_multiple_scells is same as single SCell activation delay requirement as defined in clause 8.3.2.
	If the SCell being activated belongs to FR2 and if there is at least one active serving cell on that FR2 band, then Tactivation_time_multiple_scells is same as single SCell activation delay requirement as defined in clause 8.3.2.
	If the SCell being activated belongs to FR2 and if there is at least one active serving cell on that FR2 band, if the UE is not provided with any SMTC for the target SCell, Tactivation_time_multiple_scells is same as single SCell activation delay requirement as defined in clause 8.3.2
	If the SCell being activated belongs to FR2 and if there is no active serving cell on that FR2 band provided that PCell or PSCell is FR1:
	If the target SCell is known to UE and semi-persistent CSI-RS is used for CSI reporting, then Tactivation_time_multiple_scells is same as single SCell activation delay requirement as defined in clause 8.3.2.
	If the target SCell is known to UE and periodic CSI-RS is used for CSI reporting, then Tactivation_time_multiple_scells is same as single SCell activation delay requirement as defined in clause 8.3.2.
	If the target SCell is unknown to UE and semi-persistent CSI-RS is used for CSI reporting, provided that the side condition Ês/Iot ≥ -2dB is fulfilled, then Tactivation_time_multiple_scells is:
-	3 ms + max(Tuncertainty_MAC_multiple_scells +TFineTiming + 2ms, Tuncertainty_SP_multiple_scells), if on the same band UE also has at least one parallel to-be-activated SCell which is FR2 known Scell. Tuncertainty_MAC_multiple_scells =0 and Tuncertainty_SP_multiple_scells =0 if UE receives the SCell activation command, semi-persistent CSI-RS activation command and TCI state activation commands at the same time. 
	If the target SCell is unknown to UE and periodic CSI-RS is used for CSI reporting, provided that the side condition Ês/Iot ≥ -2dB is fulfilled, then Tactivation_time_multiple_scells is:
-	max(Tuncertainty_MAC_multiple_scells + 5ms + TFineTiming, Tuncertainty_RRC_multiple_scells + TRRC_delay-THARQ), if on the same band UE also has at least one parallel to-be-activated SCell which is FR2 known Scell . Tuncertainty_MAC_multiple_scells =0 if UE receives the SCell activation command and TCI state activation commands at the same time.
	The requirements for FR2 unknown SCells apply provided that the parameter ssb-PositionsInBurst is same for the SCell and the known serving cell on the same FR2 band. The activation delay FR2 unknown SCell may be longer if SSB is not in the same half-frame on the SCell and the contiguous FR2 known cell.
	Where,
	N1 is the number counting for parallel FR1 unknown to-be-activated SCell(s) only except the ones which fulfilled the following conditions:
-	contiguous to an active serving cell in the same band, or to a known SCell in the same band being activated by the same MAC PDU, and
-	A single SSB is used in the unknown SCell; or multiple SSBs are used in the unknown SCell and TCI state indication for PDCCH is provided by the same MAC PDU used for SCell activation; and
-	its ssb-PositionInBurst is same as the one of contiguous FR1 known cell or contiguous FR1 active serving cell, and
-	its RTD with contiguous FR1 known cell or contiguous FR1 active serving cell is smaller than or equal to 260ns with respect to the to-be-activated SCell’s SSB numerology and its reception power difference with contiguous FR1 known cell or contiguous FR1 active serving cell is smaller than or equal to 6dB, and
-	its SMTC offset is same as the one of contiguous FR1 known cell or contiguous FR1 active serving cell
	However, when the following conditions are fulfilled, no activation requirement will be applied for this unknown SCell and other SCells being activated and counted in N1:
-	contiguous to an active serving cell in the same band, or to a known SCell in the same band being activated by the same MAC PDU, and
-	A single SSB is used in the unknown SCell; or multiple SSBs are used in the unknown SCell and TCI state indication for PDCCH is provided by the same MAC PDU used for SCell activation; and
-	its ssb-PositionInBurst is same as the one of FR1 known cell or FR1 active serving cell, and
-	its RTD with contiguous FR1 known cell or contiguous FR1 active serving cell is larger than 260ns with respect to the to-be-activated SCell’s SSB numerology or its reception power difference with contiguous FR1 known cell or contiguous FR1 active serving cell is larger than 6dB, and
-	its SMTC offset is same as the one of FR1 known cell or FR1 active serving cell
	TSMTC_MAX_multiple_scells:
-	In FR1, in case of intra-band SCell activation, TSMTC_MAX_multiple_scells is the longest SMTC periodicity between active serving cells and SCells being activated on the same band provided the cell specific reference signals from the active serving cells and the SCells being activated or released are available in the same slot; in case of inter-band SCell activation, TSMTC_MAX_multiple_scells is the longest SMTC periodicity of SCells being activated on the same band.
-	In FR2, TSMTC_MAX_multiple_scells is the longest SMTC periodicity between active serving cells and SCell(s) being activated in FR2 intra-band CA.
-	TSMTC_MAX_multiple_scells is bounded to a minimum value of 10ms.
	TFirstSSB_MAX_multiple_scells: is the time to the end of the first complete SSB burst indicated by the SMTC after slot n + , further fulfilling:
-	In FR1, in case of intra-band SCell activation, the occasion when all active serving cells and SCells being activated or released are transmitting SSB bursts in the same slot; in case of inter-band SCell activation, the first occasion when the SCells being activated are transmitting SSB burst.
-	In FR2, the occasion when all active serving cells and SCells being activated or released are transmitting SSB bursts in the same slot. 
	Tuncertainty_MAC_multiple_scells is the time period between reception of the activation command for PDCCH TCI, PDSCH TCI (when applicable) and SCell activation command of this unknown SCell.
	Tuncertainty_SP_multiple_scells is the time period between reception of the activation command for semi-persistent CSI-RS resource set for CQI reporting and SCell activation command of this unknown SCell.
	Tuncertainty_RRC_multiple_scells is the time period between reception of the RRC configuration message for TCI of periodic CSI-RS for CQI reporting (when applicable) and SCell activation command of this unknown SCell.
	Trs, TFineTiming, and TRRC_delay is defined in clause 8.3.2.
	Longer delays for RRM measurement requirements, and in case of FR2 also SSB based RLM/BFD/CBD/L1-RSRP measurement requirements, can be expected during the cell detection time for unknown SCell activation.
The condition of known SCell in FR1 or FR2 is defined in clause 8.3.2.
If the UE has been provided with higher layer in TS 38.331 [2] signaling of smtc2 prior to the activation command, TSMTC_Scell follows smtc1 or smtc2 according to the physical cell ID of the target cell being activated. TSMTC_MAX_multiple_scell follows smtc1 or smtc2 according to the physical cell IDs of the target cells being activated and the active serving cells.
The starting point and the end-point of an interruption window on PCell or any activated SCell in MCG for NR standalone mode, or on PSCell or any activated SCell in SCG for EN-DC mode is same as single SCell activation requirement in clause 8.3.2.
Starting from the slot specified in clause 4.3 of TS 38.213 [3] (timing for secondary Cell activation/deactivation) and until the UE has completed the SCell activation, the UE shall report out of range if the UE has available uplink resources to report CQI for the SCell.
[bookmark: _Hlk72850674]Upon receiving SCell activation command in slot n, if the start of the first complete SSB used in the TX in the different bands which have SCells being activated after n+ are not aligned on time domain among 
- SCells in different bands being activated by the same MAC CE if UE does not support per FR gap, or
- SCells in different FR1 bands being activated by the same MAC CE if UE supports per FR gap,
additional interruptions may be expected for the activated serving cells, where
- The number of additional interruptions is no more than the number of FR1 bands which have both SCell being activated for which the activation requirements involve TFirstSSB_MAX multiple_scells with Trs and the active serving cell, and 
- In each interruption occasion, the interruption length is defined in clause 8.2.2.2.2, and
- Longer activation delay may be expected for multiple SCell activation under one MAC CE with multiple interruptions, and 
- TX is:
[bookmark: _Hlk72851212]-	TFirstSSB, for any scenario where Tactivation_time multiple_scells includes TFirstSSB;
[bookmark: _Hlk72851223]-	TFirstSSB_MAX multiple_scells, for any scenario where Tactivation_time multiple_scells includes TFirstSSB_MAX multiple_scells;
-	Tuncertainty_MAC+TFineTiming or Tuncertainty_MAC multiple_scells+TFineTiming, for any scenario where Tactivation_time multiple_scells includes TFineTiming.
Otherwise, no additional interruption is expected due to activation of multiple SCells.
Starting from the slot specified in clause 4.3 of TS 38.213 [3] (timing for secondary Cell activation/deactivation) and until the UE has completed a first L1-RSRP measurement, the UE shall report lowest valid L1 SS-RSRP range if the UE has available uplink resources to report L1-RSRP for the SCell.

<End of Change 7>

<Start of Change 8>
9.1.5.1	Monitoring of multiple layers outside gaps
The carrier-specific scaling factor CSSFoutside_gap,i for measurement object i derived in this chapter is applied to following measurement types for single measurement gap or each measurement gap within concurrent measurement gaps:
-	SSB-based intra-frequency measurement with no measurement gap in clause 9.2.5 and 9.2A.5, when none of the SMTC occasions of this intra-frequency measurement object are overlapped by the measurement gap or concurrent measurement gaps.
-	SSB-based intra-frequency measurement with no measurement gap in clause 9.2.5 and 9.2A.5, when part of the SMTC occasions of this intra-frequency measurement object are overlapped by the measurement gap or concurrent measurement gaps.
-	For a UE in E-UTRA-NR dual connectivity operation, NR SSB-based inter-RAT measurement object configured by the E-UTRAN PCell on an NR serving carrier 
-	the SSB is completely contained in the active BWP of the UE, and 
-	none or part of the SMTC occasions of this inter-RAT measurement object are overlapped by the measurement gap or concurrent measurement gaps.
--	CSI-RS based intra-frequency measurement in clause 9.10.2, when none of CSI-RS resources for L3 measurement of this intra-frequency measurement object are overlapped by the measurement gap or concurrent measurement gaps.
-	CSI-RS based intra-frequency measurement in clause 9.10.2, when all CSI-RS resources for L3 measurement of this intra-frequency measurement object are partially overlapped by the measurement gap or concurrent measurement gaps.
-	SSB-based inter-frequency measurement with no measurement gap in clause 9.3.9, when none of the SMTC occasions of this inter-frequency measurement object are overlapped by the measurement gap or concurrent measurement gaps, if UE supports interFrequencyMeas-NoGap-r16 and the flag interFrequencyConfig-NoGap-r16 is configured by the Network.
-	SSB-based inter-frequency measurement with no measurement gap in clause 9.3.9, when part of the SMTC occasions of this inter-frequency measurement object are overlapped by the measurement gap or concurrent measurement gaps, if UE supports interFrequencyMeas-NoGap-r16 and the flag interFrequencyConfig-NoGap-r16 is configured by the Network.
The carrier-specific scaling factor CSSFoutside_gap,i for measurement object i derived in this chapter is applied to following measurement types for single measurement gap:
-	For a UE in E-UTRA-NR dual connectivity operation, NR SSB-based inter-RAT measurement object configured by the E-UTRAN PCell on an NR serving carrier 
-	the SSB is completely contained in the active BWP of the UE, and 
-	none or part of the SMTC occasions of this inter-RAT measurement object are overlapped by the measurement gap;
-	Intra-frequency RSSI and channel occupancy measurement with no measurement gap on a carrier subject to CCA when SMTC and RMTC are overlapping and RMTCs are not fully overlapped with measurement gap.
UE is expected to conduct the measurement of this measurement object i only outside the measurement gaps.
For a UE in E-UTRA-NR dual connectivity operation, if a measurement object configured by PSCell and an NR inter-RAT measurment object configured by E-UTRAN PCell are on the same serving carrier, they shall be counted as one intra-frequency measurement object, provided that they meet the measurement object merging conditions [in clause 9.1.3.2].
The number of frequency layers for SSB measurements shall include the total number of MOs with
-	ssb-ConfigMobility configured, or 
-	ssb-ConfigMobility not configured but csi-rs-ResourceConfigMobility configured with associatedSSB.
If ssbfrequency, smtc1, smtc2 and ssbSubcarrierSpacing are same in multiple MOs, the multiple MOs are counted as one SSB frequency layer.
If the higher layer signaling in TS 38.331 [2] of smtc2 is present and smtc1 is fully overlapping with measurement gaps and smtc2 is partially overlapping with measurement gaps, CSSFoutside_gap,i and requirements derived from CSSFoutside_gap,i are not specified.
The UE cell identification and measurement periods derived based on CSSFoutside_gap,i in clauses 9.2.5.1, 9.2.5.2 and  9.10.2 may be extended for measurement objects of which the cell identification and measurement periods are overlapped with Tmeasure_SFTD1 specified in clause 9.3.8 when no measurement gaps are provided.
The requirements in this clause apply provided that 
-	There are no PCell nor PSCell in FR2, or 
-	The SMTC on all CCs and inter-frequency layers without measurement gap in FR2 have the same offset, and one of following conditions is met
-	If smtc2 is configured on any FR2 CC, 
-	All CCs have the same configuration for smtc1, and
-	All CCs configured with smtc2 have the same configuration for smtc2
-	If smtc2 is not configured on any FR2 CC, 
-	The total number of different SMTC periodicities on all serving CCs and inter-frequency layers without measurement gap does not exceed 4
-	The starting point of the first 5ms window for CSI-RS measurement as defined in clause 9.10.1 on all CCs in FR2 is same and one of following conditions is met
-	If any CSI-RS resource is configured in the second 5ms window for CSI-RS measurement as defined in clause 9.10.1 on any FR2 CC, 
-	All CCs with CSI-RS resources only in the first 5ms window have the same CSI-RS resource periodcity, and
-	All CCs with CSI-RS resources both in the first and the second 5ms window have the same CSI-RS resource periodcity
-	If no CSI-RS resource is configured in the second 5ms window for CSI-RS measurement as defined in clause 9.10.1 on any FR2 CC, 
-	The total number of different CSI-RS resources periodicities on all serving CCs does not exceed 3Note:	Longer delays for cell identification and measurement periods derived based on CSSFoutside_gap,i in clauses 9.2.5.1, 9.2.5.2, can be expected, if the UE is configured with more than 4 different SMTC periodicities on FR2 serving carriers. The longer delay applies for the FR2 intra-frequency measurement objects with the longest SMTC periodicity/periodicities.
<End of Change 8>
<Start of Change 9>
[bookmark: _Toc5952688]9.1.5.1.2	SA mode: carrier-specific scaling factor for SSB-based, CSI-RS based L3 measurements and RSSI and channel occupancy measurements performed outside gaps
For UE in SA operation mode, the carrier-specific scaling factor CSSFoutside_gap,i for intra-frequency SSB-based measurements, inter-frequency SSB-based measurements performed outside measurements gaps, intra-frequency CSI-RS L3 measurement and RSSI/channel occupancy measurement with no measurement gap on a carrier subject to CCA when SMTC and RMTC are overlapping will be as specified in Table 9.1.5.1.2-1, which shall also be applied for a UE configured with NE-DC operation.
Table 9.1.5.1.2-1: CSSFoutside_gap,i scaling factor for SA mode
	Scenario
	CSSFoutside_gap,i for FR1 PCC
	CSSFoutside_gap,i for FR1 SCC
	CSSFoutside_gap,i for FR2 PCC
	CSSFoutside_gap,i for FR2 SCC where neighbour cell measurement is required
	CSSF outside_gap,i for FR2 SCC where neighbour cell measurement is not required
	CSSFoutside_gap,i for inter-frequency MO with no measurement gap

	FR1 only CA 
	1+NPCC_CSIRS + NPCC_CCA_RSSI/CO
	NSCC_SSB +Y+2x NSCC_CSIRS+ NSCC_CCA_RSSI/CO
	N/A
	N/A
	N/A
	NSCC_SSB +Y+2x NSCC_CSIRS

	FR2 only intra band CA 
	N/A
	N/A
	1+NPCC_CSIRS 
	N/A
	NSCC_SSB +Y+2x NSCC_CSIRS
	NSCC_SSB +Y+2x NSCC_CSIRS

	FR2 only inter band CA
	N/A
	N/A
	1
	2*(1+ NSCC_CSIRS_FR2_NCM) Note 3,5
	2×( NSCC_SSB +Y+2x NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)
	2×( NSCC_SSB +Y+2x NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)

	FR1 +FR2 CA (FR1 PCell) Note 1
	1+NPCC_CSIRS 
	2×( NSCC_SSB +Y+2* NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)
	N/A
	2x(1+ NSCC_CSIRS_FR2_NCM) Note 3,5
	2×( NSCC_SSB +Y+2x NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)
	2×( NSCC_SSB +Y+2x NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)

	FR1 +FR2 CA (FR2 PCell) Note 1
	N/A 
	NSCC_SSB +Y+2x NSCC_CSIRS
	1+NPCC_CSIRS
	N/A
	NSCC_SSB +Y+2x NSCC_CSIRS
	NSCC_SSB +Y+2x NSCC_CSIRS

	Note 1:	Only one FR1 operating band and one FR2 operating band are included for FR1+FR2 inter-band CA.
Note 2:	Selection of FR2 SCC where neighbour cell measurement is required follows clause 9.2.3.2.
Note 3:	CSSFoutside_gap,i =1 if  only one SCell is configured and no inter-frequency MO without gap and only SSB based L3 measurement is configured on SCC; CSSFoutside_gap,i =2 if only one SCell is configured and no inter-frequency MO without gap and either both SSB and CSI-RS based L3 configured or only CSI-RS based L3 measurement is configured on SCC.
Note 4:	Y is the number of configured inter-frequency MOs without MG that are being measured outside of MG; otherwise, it is 0.
Note 5:	Only two NR FR2 operating bands are included for FR2 inter-band CA.
Note 6:	NPCC_CSIRS=1 if PCC is with either both SSB and CSI-RS based L3 configured or only CSI-RS based L3 measurement configured; otherwise, NPCC_CSIRS =0.
Note 7:	NSCC_CSIRS=Number of configured SCell(s) with either both SSB and CSI-RS based L3 measurement configured or only CSI-RS based L3 measurement configured
Note 8:	NSCC_CSIRS_FR2_NCM=1 if FR2 SCC, where neighbour cell measurement is required, is with either both SSB and CSI-RS configured or only CSI-RS measurement configured; otherwise, NSCC_CSIRS_FR2_NCM=0.
Note 9:	NSCC_SSB=Number of configured SCell(s) with only SSB based L3 measurement configured, which is measured without MG.
Note 10:	NPCC_CCA_RSSI/CO= 1 if PSCC is configured with RSSI/CO measurements without MG when RMTC and SMTC are overlapping; NSCC_CCA_RSSI/CO = Number of MOs for SCell(s) configured with RSSI/CO measurements without MG when RMTC and SMTC are overlapping.



<End of Change 9>
<Start of Change 10>
9.9.2.5	Measurements Period Requirements
When physical layer receives last of NR-TDOA-ProvideAssistanceData message and NR-TDOA-RequestLocationInformation message from LMF via LPP [34], the UE shall be able to measure multiple (up to the UE capability specified in Clause 9.9.2.3) DL RSTD measurements, defined in TS 38.215 [4], during the measurement period  defined as:
	
Where ,
	 is the index of positioning frequency layer,
	 is total number of positioning frequency layers, and
	 is the periodicity of the PRS RSTD measurement in positioning frequency layer i 
 is the measurement period for PRS RSTD measurement in positioning frequency layer i as specified below:
	 ,
where: 
	 is the UE Rx beam sweeping factor. In FR1,  = 1; and in FR2, if UE supports [Support of lower Rx beam sweeping factor] and [the LMF indicates the UE to perform positioning measurements with a reduced Rx beam sweeping factor],  is equal to the value of IE [Support of lower Rx beam sweeping factor]. Otherwise,  = 8.
	 is the carrier-specific scaling factor for NR PRS-based positioning measurements in positioning frequency layer i as defined in clause 9.1.5.2.
	 is a scaling factor for a positioning frequency layer to be measured within the associated measurement gap pattern, which is defined as  = Ntotal / Navailable for UE configured with concurrent measurement gap, and  = 1 for UE not configured with concurrent measurement gap.
-	For a window W of duration max(,  MGRP_max), where MGRP max is the maximum MGRP across all configured per-UE MG and per-FR MG within the same FR as the positioining frequency layer, and starting at the beginning of any associated gap occasions covering the PRS occasion: 
-	Ntotal is the total number of associated gap occasions covering PRS occasions within the window, including those overlapped with other MG occasions within the window, and
-	Navailable is the number of non-dropped associated gap occasions covering PRS occasions within the window W, after further accounting for MG collisions by applying the selected gap collision rule 
-	Requirements do not apply if Navailable =0.
	 is the maximum number of DL PRS resources in positioning frequency layer i configured in a slot. 
	 is the time duration of available PRS in the positioning frequency layer i to be measured during , and is calculated in the same way as PRS duration K defined in clause 5.1.6.5 of TS 38.214 [26]. For calculation of , only the PRS resources unmuted and fully or partially overlapped with MG are considered.
	 is the number of PRS RSTD samples and
If UE supports [M-sample measurements], and the LMF indicates the UE to perform positioning measurements with reduced number of samples, and PRS bandwidth is within the active BWP and difference between the serving cell SS-RSRP and neighboring cell/TRP PRS-RSRP is within 6 dB, = 1.
If UE supports [M-sample measurements], and the LMF indicates the UE to perform positioning measurements with reduced number of samples, and PRS bandwidth is not within the active BWP or difference between the serving cell SS-RSRP and neighboring cell/TRP PRS-RSRP is more than 6 dB, = 2. Otherwise,
 = 4. 
	 is the measurement duration for the last PRS RSTD sample in positioning frequency layer i, including the 
sampling time and processing time. If all of the PRS resources to be measured are available in the same MG occasion during Tavailabe,  =  +MGL. Otherwise,  =  +  ,
	 is the periodicity of the PRS RSTD measurement in positioning frequency layer i defined as: 
 =  
Where, 
		corresponds to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [34],
	, the least common multiple between  and .
 is the repetition periodicity of the measurement gap applicable for measurement in the PRS frequency layer i.	 is the periodicity of DL PRS resource with muting on positioning frequency layer i. 
If more than one PRS periodicities are configured in positioning frequency layer i, the least common multiple of PRS periodicities  among all DL PRS resource sets in the positioning frequency layer is used to derive , where, 
, is the PRS periodicity with muting per PRS resource, 
 is the periodicity of PRS resource sets given by the higher-layer parameter DL-PRS-Periodicity.
 is the scaling factor considering PRS resource muting. , where 
 is the muting repetition factor given by the higher-layer parameter DL-PRS-MutingBitRepetitionFactor, and  is the size of the bitmap .
-	Note: For the purpose of calculating TPRS,i, only the PRS resources fully or partially covered by the MG are considered. 
	 is UE capability combination per band where N is a duration of DL PRS symbols in ms corresponding to durationOfPRS-ProcessingSysmbols in TS 37.355 [34] processed every T ms corresponding to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [34] for a given maximum bandwidth supported by UE corresponding to supportedBandwidthPRS in TS 37.355 [34].
	 is UE capability for number of DL PRS resources that it can process in a slot as indicated by maxNumOfDL-PRS-ResProcessedPerSlot specified in TS 37.355 [34].
Except for deferred MT-LR as defined in clause 4.1a.5 [TS 23.273], the The time starts from the first MG instance aligned with a DL PRS resource(s) in the assistance data after both the NR-TDOA-ProvideAssistanceData message and NR-TDOA-RequestLocationInformation message are delivered from LMF to the physical layer of UE via LPP [34]. 
For deferred MT-LR with other event than “Periodic Location” as defined in clause 4.1a.5.1 [TS 23.273], the time starts from the first MG instance aligned with a DL PRS resource(s) in the assistance data after the associated event(s) occurs. 
Editor’s Note: FFS the start of measurement period for deferred MT-LR with “Periodic Location”.
Note:	No per-positioning frequency layer requirement is applied in scenarios when multiple positioning frequency layers are configured.
If during the measurement period of one or more positioning frequency layers, the MG pattern is reconfigured, the measurement period can be longer. When PRS-RSRP is configured for DL-TDOA, RSTD and RSRP are performed over the same measurement period.
When PRS-RSRP is configured for DL-TDOA, RSTD and RSRP are performed over the same measurement period.
The measurement requirements in this clause apply, provided no PRS symbols are dropped during the measurement period TRSTD,Total within measurement gaps due to collisions with other signals; otherwise, the measurement period can be longer.
If CSSF changes during the measurement period, the measurement period could be longer.
The measurement requirements do not apply for a PRS resource, if the PRS resource is across two sampling duration of N within duration .
The measurement requirements do not apply for a PRS resource, if time span of the PRS resource instance (including at least the minimum number of repetitions specified in the accuracy requirements) is greater than UE reported capability N.
The requirements in clause 9.9.2 do not apply if the PRS configuration given by higher layer paramters NR-DL-PRS-AssistanceData exceeds any of the UE measurement capabilities given by NR-DL-PRS-ResourcesCapability in NR-DL-TDOA-ProvideCapabilities, and it is up to UE implementation which PRS resources are measured, subject to UE measurement capabilities.
If handover occurs while RSTD measurements are being performed, then the UE shall continue and complete the on-going RSTD measurements. The RSTD measurement period can be longer. The UE shall meet the RSTD measurement accuracy requirements in clause 10.1.23. 
Editor’s note: FFS: Applicable requirements at serving cell change which is not HO.
<End of Change 10>

<Start of Change 11>
9.9.3.5	Measurement Period Requirements
When the physical layer receives NR-DL-AoD-ProvideAssistanceData message and NR-DL-AoD-RequestLocationInformation message from LMF via LPP [34], the UE shall be able to measure multiple (up to the UE capability specified in Clause 9.9.3.3) PRS-RSRP measurements, defined in TS 38.215 [4], from configured PRS resources for configured TRPs on configured positioning frequency layers, within  ms.
	
where  
i is the index of positioning frequency layer, 
L is total number of positioning frequency layers, 
 is the periodicity of the PRS-RSRP measurement in positioning frequency layer i.

	
where 
	 is the carrier specific scaling factor for PRS-RSRP measurements specified in clause 9.1.5.2,
	[ is a scaling factor for a positioning frequency layer to be measured within the associated measurement gap pattern, which is defined as  = Ntotal / Navailable for UE configured with concurrent measurement gap, and  = 1 for UE not configured with concurrent measurement gap.
	For a window W of duration max(,  MGRP_max), where MGRP max is the maximum MGRP across all configured per-UE MG and per-FR MG within the same FR as the positioining frequency layer, and starting at the beginning of any associated gap occasions covering the PRS occasion: 
	Ntotal is the total number of associated gap occasions covering PRS occasions within the window, including those overlapped with other MG occasions within the window, and
	Navailable is the number of non-dropped associated gap occasions covering PRS occasions within the window W, after further accounting for MG collisions by applying the selected gap collision rule 
	[Requirements do not apply if Navailable =0.]
	is the scaling factor for Rx beam sweeping, and =1 if positioning frequency layer i is in FR1 and =8 if positioning frequency layer i is in FR2, if UE does not support [TBD, IE for capability on reduced beam sweeping factor], otherwise equals to the indicated value in [TBD, IE for capability on reduced beam sweeping factor] ,
	 is the time duration of available PRS to be measured in the positioning frequency layer i to be measured during , and is calculated in the same way as PRS duration K defined in clause 5.1.6.5 of TS 38.214 [26]. For calculation of , only the PRS resources unmuted and fully or partially overlapped with MG are considered.
	 is the maximum number of DL PRS resources of positioning frequency layer i configured in a slot,
	 is UE capability combination per band where N is a duration of DL PRS symbols in ms corresponding to durationOfPRS-ProcessingSysmbols in TS 37.355 [34] processed every T ms corresponding to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [34] for a given maximum bandwidth supported by UE corresponding to supportedBandwidthPRS in TS 37.355 [34],
	 is UE capability for number of DL PRS resources that it can process in a slot as indicated by maxNumOfDL-PRS-ResProcessedPerSlot  in clause 6.4.3 of TS 37.355 [34],
	 is the number of PRS-RSRP measurement samples and 
	= 4, if UE does not support “M-sample measurements “ capability specified in [TBD]
	= 2, if UE support “M-sample measurements “ capability specified in [TBD] but the conditions [TBD, for M2=0] is not met.
	= 1, if UE support “M-sample measurements “ capability specified in [TBD] and the conditions [TBD, for M2=0] is met
 =  + is the measurement duration for the last PRS-RSRP sample, including the sampling time and processing time, if not all PRS resources to be measured are available in the same measurement gap occasion during , otherwise  =  + ,
 is the periodicity of PRS-RSRP measurement in positioning frequency layer i, 
		corresponds to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [34],
	 the least common multiple between  and  ,
	 is the maximum PRS resource periodicity among all PRS resources in positioning frequency layer i, 
	 is the measurement gap repetition period in positioning frequency layer i.
If positioning frequency layer i has more than one DL PRS resource set with different PRS periodicities with muting,  , the least common multiple of   among the DL PRS resource sets is used to derive , where:
 is the periodicity of PRS resource sets given by the higher-layer parameter DL-PRS-Periodicity.
 is the scaling factor considering PRS resource muting. If bitmap   for higher-layer parameter DL- is the scaling factor considering PRS resource muting. , where  is the muting repetition factor given by the higher-layer parameter DL-PRS-MutingBitRepetitionFactor, and  is the size of the bitmap .
Note:	For the purpose of calculating TPRS,i, only the PRS resources fully or partially covered by the MG are considered. 
When PRS-RSRP measurements are configured for DL-AoD, except for deferred MT-LR as defined in clause 4.1a.5 [TS 23.273], the time  starts from the first MG instance aligned with DL PRS resources in the assistance data after both the NR-DL-AoD-RequestLocationInformation message and NR-DL-AoD-ProvideAssistanceData message from LMF via LPP [34] are delivered to the physical layer of UE.
For deferred MT-LR with other event than “Periodic Location” as defined in clause 4.1a.5.1 [TS 23.273], the time starts from the first MG instance aligned with a DL PRS resource(s) in the assistance data after the associated event(s) occurs. 
Editor’s Note: FFS the start of measurement period for deferred MT-LR with “Periodic Location”.
Note:	No per-positioning frequency layer requirement is applied in scenarios when multiple positioning frequency layers are configured.
When the PRS-RSRP measurement is configured together with RSTD measurement then the PRS-RSRP measurement shall meet the RSTD measurement requirements defined in clause 9.9.2. 
When the PRS-RSRP measurement is configured together with UE Rx-Tx time difference measurement then the PRS-RSRP measurement shall meet the UE Rx-Tx time difference measurement requirements defined in clause 9.9.4. 
If CSSF changes during the measurement period, the measurement period could be longer.
The measurement requirements do not apply for a PRS resource:
· if the PRS resource is across two sampling duration of N within duration  or 
· if time span of the PRS resource instance (including at least the minimum number of repetitions specified in the accuracy requirements) is greater than UE reported capability N.
If during the measurement period of one or more positioning frequency layers, the MG pattern is reconfigured either per UE request or not per UE request, the measurement period can be longer.
The requirements in this section apply, provided no PRS symbols are dropped during the measurement period  within measurement gaps due to collisions with other signals; otherwise, a longer measurement period may be used.
The requirements in clause 9.9.3 do not apply if the PRS configuration given by higher layer paramters NR-DL-PRS-AssistanceData exceeds any of the UE measurement capabilities given by NR-DL-PRS-ResourcesCapability in NR-DL-AoD-ProvideCapabilities, and it is up to UE implementation which PRS resources are measured, subject to UE measurement capabilities.
If handover occurs while PRS-RSRP measurements are being performed then the UE shall complete the ongoing PRS-RSRP measurements session. The PRS-RSRP measurement period can be longer. The UE shall meet the PRS-RSRP measurement accuracy requirements in clause 10.1.24.
<End of Change 11>
<Start of Change 12>
9.9.4.5	Measurement Period Requirements
When physical layer receives last of NR-Multi-RTT-ProvideAssistanceData message and NR-Multi-RTT-RequestLocationInformation message from LMF via LPP [34], UE shall be able to measure multiple (up to the UE capability specified in clause 9.9.4.3) UE Rx-Tx time difference measurements as defined in TS 38.215 [4] in configured positioning frequency layers within the measurement period  ms.
	.
where  is the index of positioning frequency layer,
	 is the measurement period for UE Rx-Tx time difference measurements in positioning frequency layer i as further defined in this clause, 
	L is total number of positioning frequency layers, and 
	 is the periodicity of the UE Rx-Tx time difference measurement in positioning frequency layer i as defined further in this clause.


Where
	 is the carrier-specific scaling factor for NR PRS-based measurement in the positioning frequency layer i as defined in clause 9.1.5.2,
	[ is a scaling factor for a positioning frequency layer to be measured within the associated measurement gap pattern, which is defined as  = Ntotal / Navailable for UE configured with concurrent measurement gap, and  = 1 for UE not configured with concurrent measurement gap.
	For a window W of duration max(,  MGRP_max), where MGRP max is the maximum MGRP across all configured per-UE MG and per-FR MG within the same FR as the positioining frequency layer, and starting at the beginning of any associated gap occasions covering the PRS occasion: 
	Ntotal is the total number of associated gap occasions covering PRS occasions within the window, including those overlapped with other MG occasions within the window, and
	Navailable is the number of non-dropped associated gap occasions covering PRS occasions within the window W, after further accounting for MG collisions by applying the selected gap collision rule 
	[Requirements do not apply if Navailable =0.]
is the scaling factor for Rx beam sweeping, and =1 if positioning frequency layer i is in FR1 and =8 if positioning frequency layer i is in FR2, if UE does not report [TBD, IE for capability on reduced beam sweeping factor], otherwise equals to the indicated value in [TBD, IE for capability on reduced beam sweeping factor],
 is the time duration of available PRS resources in the positioning frequency layer i, to be measured during , and is calculated in the same way as PRS duration K defined in clause 5.1.6.5 of TS 38.214 [26]. For calculation of , only the PRS resources unmuted and fully or partially overlapped with MG are considered.
	 is the maximum number of DL PRS resources of positioning frequency layer i configured in a slot,
	 is UE capability combination per band where N is a duration of DL PRS symbols in ms corresponding to durationOfPRS-ProcessingSysmbols in TS 37.355 [34] processed every T ms corresponding to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [34] for a given maximum bandwidth supported by UE corresponding to supportedBandwidthPRS in clause 4.2.7.2 of TS 37.355 [34],
	 is UE capability for number of DL PRS resources that it can process in a slot corresponding to maxNumOfDL-PRS-ResProcessedPerSlot as specified in clause 6.4.3  of TS 37.355 [34],
	 is the number of UE Rx-Tx time difference measurement samples and 
	if UE does not support [TBD, IE for capability on reduced sample number], or UE is not indicated by LMF to perform measurement with reduced sample number, = 4;
	if UE supports [TBD, IE for capability on reduced sample number] and is indicated by LMF to perform measurement with reduced sample number, = 1 if the following conditions are met; = 2 otherwise.
	PRS bandwidth is within the active BWP, and 
	Difference between the serving cell SS-RSRP and neighbor cell/TRP PRS-RSRP is within [6] dB.	 is the measurement duration for the last UE Rx-Tx time difference measurement sample in the positioning layer i, including the sampling time and processing time,  =  +  ,
	 is periodicity of UE Rx-Tx time difference measurement in positioning frequency layer i: 
	
where
	corresponds to durationOfPRS-ProcessingSymbolsInEveryTms in TS 37.355 [34],
 , the least common multiple between  and  	 
	 is the measurement gap repetition periodicity in positioning frequency layer i.
 is the PRS resource periodicity in positioning frequency layer i. If the positioning frequency layer i has more than one DL PRS resource sets with different PRS periodicities with muting,  , the least common multiple of  among DL PRS resource sets is used to derive , where
 is the periodicity of PRS resource sets given by the higher-layer parameter DL-PRS-Periodicity.
 is the scaling factor considering PRS resource muting. , where  is the muting repetition factor given by the higher-layer parameter DL-PRS-MutingBitRepetitionFactor, and  is the size of the bitmap 
Note:	For the purpose of calculating TPRS,i, only the PRS resources fully or partially covered by the MG are considered. 
Except for deferred MT-LR as defined in clause 4.1a.5 [TS 23.273], the The time  starts from the first MG instance aligned with DL PRS resources in the assistance data after both the NR-Multi-RTT-RequestLocationInformation message and NR-Multi-RTT-ProvideAssistanceData message from LMF via LPP [34] are delivered to the physical layer of UE.
For deferred MT-LR with other event than “Periodic Location” as defined in clause 4.1a.5.1 [TS 23.273], the time starts from the first MG instance aligned with a DL PRS resource(s) in the assistance data after the associated event(s) occurs. 
Editor’s Note: FFS the start of measurement period for deferred MT-LR with “Periodic Location”.
Note: No per-positioning frequency layer requirement is applied in scenarios when multiple positioning frequency layers are configured.
The UE Rx-Tx time difference measurement period is restarted if HO occurs during the measurement period and after SRS reconfiguration on the target cell is complete. 
The measurement requirements do not apply for a PRS resource:
-	if the PRS resource is across two sampling duration of N within duration  or 
-	if time span of the PRS resource instance (including at least the minimum number of repetitions specified in the accuracy requirements) is greater than UE reported capability N.
If during the measurement period of one or more positioning frequency layers, the MG pattern is reconfigured either per UE request or not per UE request, the measurement period can be longer.
The requirements in this section apply, provided no PRS symbols are dropped during the measurement period TUERxTx,Total within measurement gaps due to collisions with other signals; otherwise, a longer measurement period may be used.
When PRS-RSRP is configured for multi-RTT, the UE Rx-Tx time difference measurements and PRS-RSRP measurements are performed over the same measurement period. 
The requirements in clause 9.9.4 do not apply if the PRS configuration given by higher layer paramters NR-DL-PRS-AssistanceData exceeds any of the UE measurement capabilities given by NR-DL-PRS-ResourcesCapability in NR-Multi-RTT-ProvideCapabilities, and it is up to UE implementation which PRS resources are measured, subject to UE measurement capabilities.
When PSCell or SCell addition or release does not cause SRS reconfiguration during the measurement period, UE continues the UE Rx-Tx time difference measurement, and the measurement period requirements apply.
When PSCell or SCell addition or release causes SRS reconfiguration during the measurement period, UE shall restart the UE Rx-Tx time difference measurement after the SRS reconfiguration on the target cell is complete.
When SRS is reconfigured without serving cell change during the measurement period, UE shall restart the UE Rx-Tx time difference measurement after the SRS reconfiguration is complete.If UE uplink transmission timing changes due to the network-configured Timing Advance command during the UE Rx-Tx measurement period, then the UE Rx-Tx time difference measurement period is restarted after uplink transmission timing changes, and the UE Rx-Tx time difference measurement period requirements in this clause shall not apply.
If UE uplink transmission timing changes due to the change in the NTA_offset defined in Table 7.1.2-2 during the UE Rx-Tx measurement period, then the UE Rx-Tx time difference measurement period is restarted after uplink transmission timing changes, and the UE Rx-Tx time difference measurement period requirements in this clause shall not apply.
<End of Change 12>
<Start of Change 13>
9.11.2	CGI identification of an NR cell with autonomous gaps 
The UE shall identify and report the CGI of a known NR target cell when requested by the network for the purpose of reportCGI. Only one cell is provided to the UE with cellForWhichToReportCGI for identifying the CGI.The UE may make autonomous gaps in both downlink reception and uplink transmission for receiving MIB and SIB1 message according to clause 5.5.3 of TS 38.331 [2]. Note that a UE is not required to use autonomous gap if useAutonomousGaps is set to false. If autonomous gaps are used for measurement with the purpose of reportCGI, regardless of whether DRX is used or not, or whether SCell(s) are configured or not, the UE shall be able to identify a new CGI of NR cell within:
	Tidentify_CGI = (TMIB + T SIB1) ms
Where:
	TMIB is the time period used to acquire MIB message. TMIB = 6 * TSMTC ms for target cell carrier frequency on FR1 and TMIB = 25 * TSMTC ms for target cell carrier frequency on FR2.
	TSIB1 is the time period used to acquire SIB1 message. TSIB1 = 6 * TRMSI-scheduling ms.
	Where TSMTC is the SMTC periodicity configured for the target cell measurement, and TRMSI-scheduling is 
[bookmark: _Hlk89694358]-	the maximum between the periodicity with which the SIB1 is actually transmitted by the NR target cell and 20ms when SSB and RMSI CORESET multiplexing pattern is 1 
-	the maximum between the periodicity with which the SIB1 is actually transmitted by the NR target cell and TSMTC when SSB and RMSI CORESET multiplexing pattern is 2 or 3.
The requirement for identifying the CGI of an NR cell within Tidentify_CGI is applicable when no DRX is used as well as when any of the DRX cycles specified in TS 38.331 [2] is used.
Within the time Tidentify_CGI, over which the UE identifies the CGI of an NR cell, the UE shall fulfil interruption requirements specified in,
-	Clause 8.2.1.2.16 for NR serving cells and Clause 7.32.2.15 in TS36.133 [15] for E-UTRA serving cells if the UE is configured with EN-DC operation mode,
-	Clause 8.2.2.2.14 if the UE is configured with SA operation mode,
-	Clause 8.2.3.2.14 for NR serving cells and Clause 7.36.2.14 in TS36.133 [15] for E-UTRA serving cells if the UE is configured with NE-DC operation mode,
-	Clause 8.2.4.2.11 if the UE is configured with NR-DC operation mode.
In the requirement a cell is known if,
-	During the last 5 seconds for FR1 or 3 seconds for FR2 before the reception of the report CGI command:
-	The UE has sent a valid L3-RSRP measurement report with SSB index for the target cell and
-	During MIB decoding at least reported SSBs remains detectable according to the cell identification conditions specified in clauses 9.2 or 9.3 of TS 38.133, and
-	During SIB1 decoding the SSB used for MIB decoding remains detectable according to the cell identification conditions specified in clauses 9.2 or 9.3 of TS 38.133, and
-	During MIB decoding, the SSB for MIB decoding remains detectable with SNR ≥-3dB
-	During SIB1 decoding, the PDSCH for SIB1 decoding remains detectable with SNR ≥-3dB
<End of Change 13>
<Start of Change 14>
A.3.21.2	Reference resource pool configurations for V2X Sidelink Communication
(Omitted Unchanged part)

Table A.3.21.2-2: V2X sidelink resource pool configuration for NR
	Field
	Value
	Comment

	SL-ResourcePool-r16
	
	

	sl-PSCCH-Config-r16
	Set according to Table A.3.21.3-1
	

	sl-PSSCH-Config-r16
	Set according to Table A.3.21.3-2
	

	sl-PSFCH-Config-r16
	Not present
	

	sl-SyncAllowed-r16
	
	Indicates the allowed synchronization reference(s) which is (are) allowed to use the configured resource pool.

	gnss-Sync-r16
	true
	

	gnbEnb-Sync-r16
	true
	

	ue-Sync-r16
	true
	

	sl-SubchannelSize-r16
	n10
	Subchannel bandwidth is 10 RB

	sl-StartRB-Subchannel-r16
	0
	The offset of lowest RB index of the subchannel with the lowest index in the resource pool with respect to the lowest RB index of a SL BWP

	sl-NumSubchannel-r16
	1
	Number of subchannels in resource pool

	sl-UE-SelectedConfigRP-r16
	
	

	sl-Thres-RSRP-List-r16
	Set according to the specific test configuration
	Indicates a list of 64 thresholds, and the threshold should be selected based on the priority in the decoded SCI and the priority in the SCI to be transmitted. A resource is excluded if it is indicated or reserved by a decoded SCI and PSSCH RSRP in the associated data resource is above a threshold.

	sl-MultiReserveResource-r16
	Not present
	

	sl-MaxNumPerReserve-r16
	n2
	At most 2 PSCCH/PSSCH resources can be reserved by a single SCI.

	sl-SensingWindow-r16
	ms100
	Length of resource sensing window specified in TS 38.214 [26] subclause 8.1.4. which is 100ms. 

	sl-SelectionWindowList-r16
	
	Parameter that determines the end of the selection window for each priority level
8 entries

	SL-SelectionWindowConfig-r16[k,k=1..8]
	
	entry k

	sl-Priority-r16
	k
	for priority level = k

	sl-SelectionWindow-r16
	n20
	Length of resource selection window specified in TS 38.214 [26] subclause 8.1.4. which is 20∙2μslots, where µ=0,1,2,3 refers to SCS 15,30,60,120 kHz respectively

	sl-ResourceReservePeriodList-r16
	Not present
	

	sl-RS-ForSensing-r16
	pssch
	PSSCH-RSRP measurement is used in the sensing operation.

	sl-RxParametersNcell
	Not present
	

	sl-ZoneConfigMCR-List-r16
	Not present
	

	sl-PreemptionEnable-r16
	enabled
	

	sl-MinMaxMCS-List-r16
	
	1 entry

	SL-MinMaxMCS-Config-r16[1]
	
	Entry 1

	sl-MCS-Table-r16
	qam64
	TS 38.214 [26] Table 5.1.3.1-1 is the MCS table used in the resource pool.

	sl-TimeResource-r16
	1111111111
1111111111
	Every slot in a period of 20 slots during a SFN or DFN cycle can be used for sidelink

	SL-TxPercentageList-r16
	
	

	     SL-TxPercentageConfig-r16
	
	

	         sl-TxPercentage-r16
	p20
	Indicates the portion of candidate single-slot PSSCH resources over the toal resources. Value p20 corresponds to 20%, and so on.



<End of Change 14>
<Start of Change 15>
A.9.1.4	Test for L1 SL-RSRP Measurement
A.9.1.4.1	Test for V2X UE Autonomous Resource Selection/Reselection
A.9.1.4.1.1	Test Purpose and Environment
The purpose of this test is to verify the requirements related to autonomous resource selection / reselection for V2X UE in mode 2 defined in clause 12.5. For this test, the UE is triggered by the test loop function or the upper layers to transmit for V2X Sidelink Communication.
The test parameters are given in Table A.9.1.4.1.1-1and A. 9.1.4.1.1-2 below. There are 50 active V2X sidelink UEs (UE0~UE49) in this test. Both the UE under test and active V2X sidelink UEs select GNSS as synchronization reference source. The test system can emulate and send the GNSS signal to the test UE and active V2X sidelink UEs. The test parameters for GNSS signals are defined in B.4.1. The test system shall emulate the active V2X sidelink UEs to transmit PSCCH/PSSCH every 5ms. At the beginning of whole test, the test equipment shall send one AT command to trigger the UE under test continuously transmits PSCCH/PSSCH.
The test consists of two duration T1 and T2. During T1, the signal from Test Equipement are configured such that 
-    the measured PSSCH-RSRP for 210 active V2X sidelink UEs(UE120~UE29) is above the measurement threshold, and the resource occupied by the 210 active V2X sidelink UEs is expected to be excluded in the resource selection procedure and,
-    the measured PSSCH-RSRP for other 340 active V2X sidelink UEs(UE0~UE19, UE30~UE49) is low the measurement threshold, and the resource occupied by the 340 active V2X sidelink UEs is expected to be included in the resource selection procedure. 
During T2, the signal from Test Equipement are configured such that 
-    the measured PSSCH-RSRP for the 210 active V2X sidelink UEs(UE120~UE29) is below the measurement threshold, and the resource occupied by the 120 active V2X sidelink UEs is expected to be included in the resource selection procedure and,
-    the measured PSSCH-RSRP for other 340 active V2X sidelink UEs(UE0~UE19, UE30~UE49) is above the measurement threshold, and the resource occupied by the 340 active V2X sidelink UEs is expected to be excluded in the resource selection procedure.
Table A. 9.1.4.1.1-1: Test Parameters for V2X UE Autonomous Resource Selection/Reselection Tests for PSSCH-RSRP measurements
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	HD carrier in Band n47 or n38

	Channel Bandwidth (BWchannel) Note 2
	MHz
	20 (NRB,c = 50) or
40 (NRB,c = 100)
	

	SCS
	kHz
	30
	

	V2X sidelink communication pre-configuration
	
	As specified in Table A.3.21.2-1 and A.3.21.2-3
	IE values unless specified otherwise in this test.

	sl-TimeResource-r16 included in SL-ResourcePool
	
	1111111111
	Indicates the bitmap of the TX and Rx resource pool, which is defined by repeating the bitmap within a SFN cycle (see TS 38.213[3])

	sl-NumSubchannel-r16 included in SL-ResourcePool
	
	5
	Indicates the number of sub-channels for TX resource pool

	sl-SubchannelSize-r16 included in SL-ResourcePool
	
	10
	Indicates the minimum granularity in frequency domain for the sensing for PSSCH resource selection in the unit of PRB

	Number of Active Sidelink UEs
	
	50
	Active Sidelink UE i = 0, .., 49

	SL-Thres-RSRP
	
	12
	Corresponding -106 dBm as defined in Section 6.3.5 in TS38.331[2]
Same for all priority level pairs.

	Active Sidelink UEs (UE i = 0, .., 49)
	V2X sidelink Communication preconfiguration
	
	As specified in Table A.3.21.2-1
And A.3.21.2-3
	IE values unless specified otherwise in this test.

	
	sl-TimeResource-r16 included in SL-ResourcePool
	
	{1i} Note1
	Indicates the bitmap of the TX and Rx resource pool, which is defined by repeating the bitmap within a SFN cycle (see TS 38.213[3])

	
	sl-NumSubchannel-r16 included in SL-ResourcePool
	
	1
	Indicates the number of sub-channels for TX resource pool

	
	sl-StartRB-Subchannel-r16 included in SL-ResourcePool
	
	floor(i/10)x10
	Indicates the lowest RB index of the subchannel with the lowest index.
UE 0~9 start RB=0;
UE 10~19 start RB=10;
UE 20~29 start RB=20;
UE 30~39 start RB=30;
UE 40~49 start RB=40;


	
	sl-SubchannelSize-r16 included in SL-ResourcePool
	
	10
	Indicates the minimum granularity in frequency domain for the sensing for PSSCH resource selection in the unit of PRB

	Timing offset among Active Sidelink UEs
	s
	CP/2
	Synchronous

	Note 1:      {1i} is a sequence of nine 0’s with one 1 in (mod(i,10 )+1’th position.
Note 2:    The UE is only required to be tested in one of the supported test configurations.



Table A. 9.1.4.1.1-2: Active Sidelink UE Specific Test Parameters for V2X UE Autonomous Resource Selection/Reselection Tests for PSSCH-RSRP measurements
	[bookmark: _Hlk498607363]Parameter
	Unit
	Active Sidelink UE i
(i = 0, .., 49)

	
	
	T1
	T2

	NR RF Channel Number
	-
	1

	Channel Bandwidth (BWchannel)Note 5
	MHz
	20 (NRB,c = 50) or 40 (NRB,c = 100)

	PSCCH RMC (defined in A.3.21.3)
	-
	CC.1A HD 

	PSSCH RMC (defined in A.3.21.3)
	-
	CD.1A HD

	
 Note1
	[bookmark: OLE_LINK28][bookmark: OLE_LINK25]dBm/30 kHz
	-111
	-121

	
 Note3
	dB
	10

	
 Note2,3
	dB
	10

	
 Note4 
	dB
	0
	20

	
 Note2,4
	dB
	0
	20

	PSSCH-RSRP1 Note 2,3
	dBm/SCS
	-101
	-111

	PSSCH -RSRP2 Note 2,4
	dBm/SCS
	-111
	-101

	SL-RSSI1 Note 2,3
	dBm/3.6 MHz
	-79.79
	-89.79

	SL-RSSI2 Note 2,4
	dBm/3.6 MHz
	-87.20
	-80.17

	Antenna Configuration
	-
	1x2

	Propagation Condition
	-
	AWGN

	
Note 1:	Interference from other UEs and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	Es/Iot, PSSCH-RSRP and SL-RSSI levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:      For UE 120 to 29, occupying subchannel #1/2
Note 4:      For UE 0 to 19 and 30 to 49, occupying subchannel #0/1/3/4
Note 5:      The UE is only required to be tested in one of the supported test configurations.



A.9.1.4.1.2	Test Requirements
The test time  T1 and T2 should be long enough. The rate of PSSCH transmissions on the resources on subchannel #1 or #2 shall be less than 10% during T1. The rate of PSSCH transmissions on the resources on subchannel #1 or #2 shall be more than 90% during T2.

<End of Change 15>
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