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< start of change 1>
[bookmark: _Toc97741354]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
Abbreviation format (EW)
DUT	Device Under Test
EIRP 	Effective Isotropic Radiated Power
EUT	Equipment Under Test
FR1	Frequency Range 1
FS	Free Space
LEE	Laptop Embedded Equipment
LME	Laptop Mounted Equipment
NSA	Non-Standalone, a mode of operation where operation of an other radio is assisted with an other radio 
OTA	Over The Air
QZ	Quiet Zone
SA	Standalone
SS	System Simulator
TAS  	Tx Antenna Switching 
TRP	Total Radiated Power
TRS	Total Radiated Sensitivity
UE	User Equipment

< end of change 1>

< start of change 2>
[bookmark: _Toc95144968]4.3.3	Test parameters for each band  
The detailed testing parameters for each band is defined in Table 4.3.3-1 and Table 4.3.3-2.
Table 4.3.3-1: NR FR1 TRP measurement parameters
	NR Band
	CBW
[MHz]
	SCS (kHz)
	UL modulation
	Range
	UL Carrier centre
[ARFCN]
	UL Carrier Center (MHz)
	DL Carrier centre
[ARFCN]
	DL Carrier Center (MHz)
	UL RB Allocation
(LCRB @ RBstart)
	DL configuration

	n1
	15
	15
	DFT-s-OFDM
QPSK
	Low
	385500
	1927.5
	423500
	2117.5
	36@18
	N/A

	
	
	
	
	Mid
	390000
	1950
	428000
	2140
	
	

	
	
	
	
	High
	394500
	1972.5
	432500
	2162.5
	
	

	n2
	15
	15
	DFT-s-OFDM
QPSK
	Low
	371500
	1857.5
	387500
	1937.5
	36@18
	N/A

	
	
	
	
	Mid
	376000
	1880
	392000
	1960
	
	

	
	
	
	
	High
	380500
	1902.5
	396500
	1982.5
	
	

	n3
	20
	15
	DFT-s-OFDM
QPSK
	Low
	344000
	1720
	363000
	1815
	50@25
	N/A

	
	
	
	
	Mid
	349500
	1747.5
	368500
	1842.5
	
	

	
	
	
	
	High
	355000
	1775
	374000
	1870
	
	

	n5
	15
	15
	DFT-s-OFDM
QPSK
	Low
	166300
	831.5
	175300
	876.5
	36@18
	N/A

	
	
	
	
	Mid
	167300
	836.5
	176300
	881.5
	
	

	
	
	
	
	High
	168300
	841.5
	177300
	886.5
	
	

	n7
	15
	15
	DFT-s-OFDM
QPSK
	Low
	501500
	2507.5
	525500
	2627.5
	36@18
	N/A

	
	
	
	
	Mid
	507000
	2535
	531000
	2655
	
	

	
	
	
	
	High
	512500
	2562.5
	536500
	2682.5
	
	

	n8
	15
	15
	DFT-s-OFDM
QPSK
	Low
	177500
	887.5
	186500
	932.5
	36@18
	N/A

	
	
	
	
	Mid
	179500
	897.5
	188500
	942.5
	
	

	
	
	
	
	High
	181500
	907.5
	190500
	952.5
	
	

	n12
	10
	15
	DFT-s-OFDM
QPSK
	Low
	140800
	704
	146800
	734
	25@12
	N/A

	
	
	
	
	Mid
	141500
	707.5
	147500
	737.5
	
	

	
	
	
	
	High
	142200
	711
	148200
	741
	
	

	n14
	10
	15
	DFT-s-OFDM
QPSK
	Low
	158600
	793
	152600
	763
	25@12
	N/A

	
	
	
	
	Mid
	
	
	
	
	
	

	
	
	
	
	High
	
	
	
	
	
	

	n20
	15
	15
	DFT-s-OFDM
QPSK
	Low
	167900
	839.5
	159700
	798.5
	36@18
	N/A

	
	
	
	
	Mid
	169400
	847
	161200
	806
	
	

	
	
	
	
	High
	170900
	854.5
	162700
	813.5
	
	

	n25
	15
	15
	DFT-s-OFDM
QPSK
	Low
	371500
	1857.5
	387500
	1937.5
	36@18
	N/A

	
	
	
	
	Mid
	376500
	1882.5
	392500
	1962.5
	
	

	
	
	
	
	High
	381500
	1907.5
	397500
	1987.5
	
	

	n26
	10
	15
	DFT-s-OFDM
QPSK
	Low
	163800
	819
	172800
	864
	25@12
	N/A

	
	
	
	
	Mid
	166300
	831.5
	175300
	876.5
	
	

	
	
	
	
	High
	168800
	844
	177800
	889
	
	

	n28
	20
	15
	DFT-s-OFDM
QPSK
	Low
	142600
	713
	153600
	768
	50@25
	N/A

	
	
	
	
	Mid
	145600
	728
	156600
	783
	
	

	
	
	
	
	High
	147600
	738
	158600
	793
	
	

	n30
	10
	15
	DFT-s-OFDM
QPSK
	Low
	462000
	2310
	471000
	2355
	25@12
	N/A

	
	
	
	
	Mid
	
	
	
	
	
	

	
	
	
	
	High
	
	
	
	
	
	

	n34
	10
	15
	DFT-s-OFDM
QPSK
	Low
	403000
	2015
	403000
	2015
	25@12
	N/A

	
	
	
	
	Mid
	403500
	2017.5
	403500
	2017.5
	
	

	
	
	
	
	High
	404000
	2020
	404000
	2020
	
	

	n38
	15
	15
	DFT-s-OFDM
QPSK
	Low
	515500
	2577.5
	515500
	2577.5
	36@18
	N/A

	
	
	
	
	Mid
	519000
	2595
	519000
	2595
	
	

	
	
	
	
	High
	522500
	2612.5
	522500
	2612.5
	
	

	n39
	20
	15
	DFT-s-OFDM
QPSK
	Low
	378000
	1890
	378000
	1890
	50@25
	N/A

	
	
	
	
	Mid
	380000
	1900
	380000
	1900
	
	

	
	
	
	
	High
	382000
	1910
	382000
	1910
	
	

	n40
	30
	15
	DFT-s-OFDM
QPSK
	Low
	463000
	2315
	463000
	2315
	TBD
	N/A

	
	
	
	
	Mid
	470000
	2350
	470000
	2350
	
	

	
	
	
	
	High
	477000
	2385
	477000
	2385
	
	

	n41
	100
	30
	DFT-s-OFDM
QPSK
	Low
	509202
	2546.01
	509202
	2546.01
	135@67
	N/A

	
	
	
	
	Mid
	518598
	2592.99
	518598
	2592.99
	
	

	
	
	
	
	High
	528000
	2640
	528000
	2640
	
	

	n48
	20
	15
	DFT-s-OFDM
QPSK
	Low
	637334
	3560.01
	637334
	3560.01
	50@25
	N/A

	
	
	
	
	Mid
	641666
	3624.99
	641666
	3624.99
	
	

	
	
	
	
	High
	646000
	3690
	646000
	3690
	
	

	n50
	20
	15
	DFT-s-OFDM
QPSK
	Low
	288400
	1442
	288400
	1442
	50@25
	N/A

	
	
	
	
	Mid
	294900
	1474.5
	294900
	1474.5
	
	

	
	
	
	
	High
	301400
	1507
	301400
	1507
	
	

	n51
	5
	15
	DFT-s-OFDM
QPSK
	Low
	285900
	1429.5
	285900
	1429.5
	12@6
	N/A

	
	
	
	
	Mid
	
	
	
	
	
	

	
	
	
	
	High
	
	
	
	
	
	

	n53
	10
	15
	DFT-s-OFDM
QPSK
	Low
	497700
	2488.5
	497700
	2488.5
	25@12
	N/A

	
	
	
	
	Mid
	497860
	2489.3
	497860
	2489.3
	
	

	
	
	
	
	High
	498000
	2490
	498000
	2490
	
	

	n65
	15
	15
	DFT-s-OFDM
QPSK
	Low
	423500
	2117.5
	423500
	2117.5
	36@18
	N/A

	
	
	
	
	Mid
	431000
	2155
	431000
	2155
	
	

	
	
	
	
	High
	438500
	2192.5
	438500
	2192.5
	
	

	n66
	20 (20+20)
	15
	DFT-s-OFDM
QPSK
	Low
	344000
	1720
	424000
	2120
	50@25
	N/A

	
	
	
	
	Mid
	349000
	1745
	429000
	2145
	
	

	
	
	
	
	High
	354000
	1770
	434000
	2170
	
	

	n70
	15 (15+15)
	15
	DFT-s-OFDM
QPSK
	Low
	340500
	1702.5
	400500
	2002.5
	36@18
	N/A

	
	
	
	
	Mid
	
	
	
	
	
	

	
	
	
	
	High
	
	
	
	
	
	

	n71
	10
	15
	DFT-s-OFDM
QPSK
	Low
	133600
	668
	124400
	622
	25@12
	N/A

	
	
	
	
	Mid
	136100
	680.5
	126900
	634.5
	
	

	
	
	
	
	High
	138600
	693
	129400
	647
	
	

	n74
	15
	15
	DFT-s-OFDM
QPSK
	Low
	286900
	1434.5
	296500
	1482.5
	36@18
	N/A

	
	
	
	
	Mid
	289700
	1448.5
	299300
	1496.5
	
	

	
	
	
	
	High
	292500
	1462.5
	302100
	1510.5
	
	

	n77
	100
	30
	DFT-s-OFDM
QPSK
	Low
	623334
	3350.01
	623334
	3350.01
	135@67
	N/A

	
	
	
	
	Mid
	650000
	3750
	650000
	3750
	
	

	
	
	
	
	High
	676666
	4149.99
	676666
	4149.99
	
	

	n78
	100
	30
	DFT-s-OFDM
QPSK
	Low
	623334
	3350.01
	623334
	3350.01
	135@67
	N/A

	
	
	
	
	Mid
	636666
	3549.99
	636666
	3549.99
	
	

	
	
	
	
	High
	650000
	3750
	650000
	3750
	
	

	n79
	100
	30
	DFT-s-OFDM
QPSK
	Low
	696668
	4450.02
	696668
	4450.02
	135@67
	N/A

	
	
	
	
	Mid
	713334
	4700.01
	713334
	4700.01
	
	

	
	
	
	
	High
	730000
	4950
	730000
	4950
	
	

	n80
	20
	15
	DFT-s-OFDM
QPSK
	Low
	344000
	1720
	N/A
	N/A
	50@25
	N/A

	
	
	
	
	Mid
	349500
	1747.5
	N/A
	N/A
	
	

	
	
	
	
	High
	355000
	1775
	N/A
	N/A
	
	

	n81
	15
	15
	DFT-s-OFDM
QPSK
	Low
	177500
	887.5
	N/A
	N/A
	36@18
	N/A

	
	
	
	
	Mid
	179500
	897.5
	N/A
	N/A
	
	

	
	
	
	
	High
	181500
	907.5
	N/A
	N/A
	
	

	n82
	15
	15
	DFT-s-OFDM
QPSK
	Low
	167900
	839.5
	N/A
	N/A
	36@18
	N/A

	
	
	
	
	Mid
	169400
	847
	N/A
	N/A
	
	

	
	
	
	
	High
	170900
	854.5
	N/A
	N/A
	
	

	n83
	15
	15
	DFT-s-OFDM
QPSK
	Low
	142100
	710.5
	N/A
	N/A
	36@18
	N/A

	
	
	
	
	Mid
	145100
	725.5
	N/A
	N/A
	
	

	
	
	
	
	High
	148100
	740.5
	N/A
	N/A
	
	

	n84
	15
	15
	DFT-s-OFDM
QPSK
	Low
	385500
	1927.5
	N/A
	N/A
	36@18
	N/A

	
	
	
	
	Mid
	390000
	1950
	N/A
	N/A
	
	

	
	
	
	
	High
	394500
	1972.5
	N/A
	N/A
	
	

	n86
	20
	15
	DFT-s-OFDM
QPSK
	Low
	344000
	1720
	N/A
	N/A
	50@25
	N/A

	
	
	
	
	Mid
	349000
	1745
	N/A
	N/A
	
	

	
	
	
	
	High
	354000
	1770
	N/A
	N/A
	
	

	N95
	10
	15
	DFT-s-OFDM
QPSK
	Low
	403000
	2015
	N/A
	N/A
	50@25
	N/A

	
	
	
	
	Mid
	403500
	2017.5
	N/A
	N/A
	
	

	
	
	
	
	High
	404000
	2020
	N/A
	N/A
	
	



Table 4.3.3-2: NR FR1 TRS measurement parameters
	NR Band
	CBW
(MHz)
	SCS (kHz)
	DL modulation
	UL modulation
	Range
	UL Carrier centre
[ARFCN]
	UL Carrier Center (MHz)
	DL Carrier centre
[ARFCN]
	DL Carrier Center (MHz)
	UL RB Allocation
(LCRB @ RBstart)
	DL Configuration (FULL RB, LCRB @ RBstart)

	n1
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	385500
	1927.5
	423500
	2117.5
	75@4
	79@0

	
	
	
	
	
	Mid
	390000
	1950
	428000
	2140
	
	

	
	
	
	
	
	High
	394500
	1972.5
	432500
	2162.5
	
	

	n2
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	371500
	1857.5
	387500
	1937.5
	50@29
	79@0

	
	
	
	
	
	Mid
	376000
	1880
	392000
	1960
	
	

	
	
	
	
	
	High
	380500
	1902.5
	396500
	1982.5
	
	

	n3
	20
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	344000
	1720
	363000
	1815
	50@56
	106@0

	
	
	
	
	
	Mid
	349500
	1747.5
	368500
	1842.5
	
	

	
	
	
	
	
	High
	355000
	1775
	374000
	1870
	
	

	n5
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	166300
	831.5
	175300
	876.5
	25@54
	79@0

	
	
	
	
	
	Mid
	167300
	836.5
	176300
	881.5
	
	

	
	
	
	
	
	High
	168300
	841.5
	177300
	886.5
	
	

	n7
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	501500
	2507.5
	525500
	2627.5
	75@4
	79@0

	
	
	
	
	
	Mid
	507000
	2535
	531000
	2655
	
	

	
	
	
	
	
	High
	512500
	2562.5
	536500
	2682.5
	
	

	n8
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	177500
	887.5
	186500
	932.5
	25@54
	79@0

	
	
	
	
	
	Mid
	179500
	897.5
	188500
	942.5
	
	

	
	
	
	
	
	High
	181500
	907.5
	190500
	952.5
	
	

	n12
	10
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	140800
	704
	146800
	734
	20@32
	52@0

	
	
	
	
	
	Mid
	141500
	707.5
	147500
	737.5
	
	

	
	
	
	
	
	High
	142200
	711
	148200
	741
	
	

	n14
	10
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	158600
	793
	152600
	763
	20@32
	52@0

	
	
	
	
	
	Mid
	
	
	
	
	
	

	
	
	
	
	
	High
	
	
	
	
	
	

	n20
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	167900
	839.5
	159700
	798.5
	20@11
	79@0

	
	
	
	
	
	Mid
	169400
	847
	161200
	806
	
	

	
	
	
	
	
	High
	170900
	854.5
	162700
	813.5
	
	

	n25
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	371500
	1857.5
	387500
	1937.5
	50@29
	79@0

	
	
	
	
	
	Mid
	376500
	1882.5
	392500
	1962.5
	
	

	
	
	
	
	
	High
	381500
	1907.5
	397500
	1987.5
	
	

	n26
	10
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	163800
	819
	172800
	864
	25@27
	52@0

	
	
	
	
	
	Mid
	166300
	831.5
	175300
	876.5
	
	

	
	
	
	
	
	High
	168800
	844
	177800
	889
	
	

	n28
	20
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	142600
	713
	153600
	768
	25@81
	106@0

	
	
	
	
	
	Mid
	145600
	728
	156600
	783
	
	

	
	
	
	
	
	High
	147600
	738
	158600
	793
	
	

	n30
	10
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	462000
	2310
	471000
	2355
	20@32
	52@0

	
	
	
	
	
	Mid
	
	
	
	
	
	

	
	
	
	
	
	High
	
	
	
	
	
	

	n34
	10
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	403000
	2015
	403000
	2015
	50@0
	52@0

	
	
	
	
	
	Mid
	403500
	2017.5
	403500
	2017.5
	
	

	
	
	
	
	
	High
	404000
	2020
	404000
	2020
	
	

	n38
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	515500
	2577.5
	515500
	2577.5
	75@0
	79@0

	
	
	
	
	
	Mid
	519000
	2595
	519000
	2595
	
	

	
	
	
	
	
	High
	522500
	2612.5
	522500
	2612.5
	
	

	n39
	20
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	378000
	1890
	378000
	1890
	100@0
	106@0

	
	
	
	
	
	Mid
	380000
	1900
	380000
	1900
	
	

	
	
	
	
	
	High
	382000
	1910
	382000
	1910
	
	

	n40
	30
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	463000
	2315
	463000
	2315
	160@0
	160@0

	
	
	
	
	
	Mid
	470000
	2350
	470000
	2350
	
	

	
	
	
	
	
	High
	477000
	2385
	477000
	2385
	
	

	n41
	100
	30
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	509202
	2546.01
	509202
	2546.01
	270@0
	273@0

	
	
	
	
	
	Mid
	518598
	2592.99
	518598
	2592.99
	
	

	
	
	
	
	
	High
	528000
	2640
	528000
	2640
	
	

	n48
	20
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	637334
	3560.01
	637334
	3560.01
	100@0
	106@0

	
	
	
	
	
	Mid
	641666
	3624.99
	641666
	3624.99
	
	

	
	
	
	
	
	High
	646000
	3690
	646000
	3690
	
	

	n50
	20
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	288400
	1442
	288400
	1442
	100@0
	106@0

	
	
	
	
	
	Mid
	294900
	1474.5
	294900
	1474.5
	
	

	
	
	
	
	
	High
	301400
	1507
	301400
	1507
	
	

	n51
	5
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	285900
	1429.5
	285900
	1429.5
	25@0
	25@0

	
	
	
	
	
	Mid
	
	
	
	
	
	

	
	
	
	
	
	High
	
	
	
	
	
	

	n53
	10
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	497700
	2488.5
	497700
	2488.5
	50@0
	52@0

	
	
	
	
	
	Mid
	497860
	2489.3
	497860
	2489.3
	
	

	
	
	
	
	
	High
	498000
	2490
	498000
	2490
	
	

	n65
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	423500
	2117.5
	423500
	2117.5
	75@4
	79@0

	
	
	
	
	
	Mid
	431000
	2155
	431000
	2155
	
	

	
	
	
	
	
	High
	438500
	2192.5
	438500
	2192.5
	
	

	n66
	20 (20+20)
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	344000
	1720
	424000
	2120
	100@6
	106@0

	
	
	
	
	
	Mid
	349000
	1745
	429000
	2145
	
	

	
	
	
	
	
	High
	354000
	1770
	434000
	2170
	
	

	n70
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	340500
	1702.5
	400500
	2002.5
	75@4
	79@0

	
	
	
	
	
	Mid
	
	
	
	
	
	

	
	
	
	
	
	High
	
	
	
	
	
	

	n71
	10
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	133600
	668
	124400
	622
	25@0
	52@0

	
	
	
	
	
	Mid
	136100
	680.5
	126900
	634.5
	
	

	
	
	
	
	
	High
	138600
	693
	129400
	647
	
	

	n74
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	286900
	1434.5
	296500
	1482.5
	25@54
	79@0

	
	
	
	
	
	Mid
	289700
	1448.5
	299300
	1496.5
	
	

	
	
	
	
	
	High
	292500
	1462.5
	302100
	1510.5
	
	

	n75 SDL
	15
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	N/A
	N/A
	287900
	1439.5
	NA
	79@0

	
	
	
	
	
	Mid
	N/A
	N/A
	294900
	1474.5
	
	

	
	
	
	
	
	High
	N/A
	N/A
	301900
	1509.5
	
	

	n76 SDL
	5
	15
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	N/A
	N/A
	285900
	1429.5
	NA
	25@0

	
	
	
	
	
	Mid
	
	
	
	
	
	

	
	
	
	
	
	High
	
	
	
	
	
	

	n77
	100
	30
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	623334
	3350.01
	623334
	3350.01
	270@0
	273@0

	
	
	
	
	
	Mid
	650000
	3750
	650000
	3750
	
	

	
	
	
	
	
	High
	676666
	4149.99
	676666
	4149.99
	
	

	n78
	100
	30
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	623334
	3350.01
	623334
	3350.01
	270@0
	273@0

	
	
	
	
	
	Mid
	636666
	3549.99
	636666
	3549.99
	
	

	
	
	
	
	
	High
	650000
	3750
	650000
	3750
	
	

	n79
	100
	30
	CP-OFDM QPSK
	DFT-s-OFDM
QPSK
	Low
	696668
	4450.02
	696668
	4450.02
	270@0
	273@0

	
	
	
	
	
	Mid
	713334
	4700.01
	713334
	4700.01
	
	

	
	
	
	
	
	High
	730000
	4950
	730000
	4950
	
	



Table 4.3.3-3: Measurement parameters for example inter-band EN-DC band combinations (two bands)
	EN-DC
configuration
	E-UTRA configurations
	NR configurations

	DC_3A_n28A
	Note1
	Note2

	DC_2A_n41A

	Note1
	Note2

	DC_1A_n78A
	Note1
	Note2

	DC_1A_n79A
	Note1
	Note2

	Note 1: As per TR 37.902 [16], Section 6.4 (Measurement frequencies).
Note 2: As per Table 4.3.3-1 and Table 4.3.3-2 in this technical report. The measurement parameters for NR Low Mid High ranges correspond to E-UTRA Low Mid High ranges respectively.



Principle of EN-DC combinations selection for TRP TRS OTA testing: 
1)	Focus on the performance of the NR carrier and do not consider multiple permutations between different LTE bands and NR band under test, i.e., for each NR band, only select one EN-DC band combination.  
2)	For UE supporting multiple EN-DC band combinations for the same NR band, consider only those EN-DC configurations which have no MSD impact on either LTE or NR, i.e., the selected EN-DC combination should be no MSD issue identified in TS 38.101-3 Section 7.3B.2.3 (Inter-band EN-DC within FR1).


< end of change 2>


< start of change 3>

[bookmark: _Toc97741366]7	Test setup and calibration
[bookmark: _Toc97741367]7.1	General
7.1.1	Minimum Range Length
This sub-section specifies the minimum range lengths for NR FR1 TRP-TRS OTA systems. The range length is defined as the distance from the centre of the quiet zone to the aperture of the measurement probes/antennas, as illustrated in Figure 7.1.1-1. 
[image: ]
Figure 7.1.1-1: Illustration of range length definition
The minimum range length shall be the maximum of the following three limits

-	The phase uncertainty limit: RQZ+2Drad2/
-	The amplitude uncertainty limit: 3D
-	The reactive Near-Field limit: RQZ+2
where RQZ is defined as the radius of the quiet zone, i.e., RQZ=D/2, and Drad is the diameter of the effective radiating aperture. The minimum range length calculations for D=30cm quiet zone size TRP-TRS OTA test systems shall assume that Drad is 30cm below 1GHz and decrease linearly from 30cm to 5cm from 1GHz to 7.125GHz, respectively. The last column of Table 7.1.1-1 shall be considered the minimum range length for NR FR1 TRP-TRS OTA systems with 30cm quiet zone size.
Table 7.1.1-1: Minimum Range Length for NR FR1 TRP-TRS OTA systems with 30cm quiet zone size.
	F [GHz]
	Drad [m]
	RQZ+2Drad²/λ
	3D = 6RQZ
	RQZ+2λ
	max(RQZ+2λ,3D,RQZ+2D²/λ)

	0.41
	0.30
	0.40
	0.9
	1.61
	1.61

	0.6
	0.30
	0.51
	0.9
	1.15
	1.15

	0.7
	0.30
	0.57
	0.9
	1.01
	1.01

	0.8
	0.30
	0.63
	0.9
	0.90
	0.90

	1
	0.30
	0.75
	0.9
	0.75
	0.90

	1.2
	0.29
	0.83
	0.9
	0.65
	0.90

	1.4
	0.28
	0.90
	0.9
	0.58
	0.90

	1.6
	0.28
	0.96
	0.9
	0.52
	0.96

	1.8
	0.27
	1.01
	0.9
	0.48
	1.01

	2
	0.26
	1.05
	0.9
	0.45
	1.05

	2.2
	0.25
	1.07
	0.9
	0.42
	1.07

	2.4
	0.24
	1.09
	0.9
	0.40
	1.09

	2.6
	0.23
	1.11
	0.9
	0.38
	1.11

	2.8
	0.23
	1.11
	0.9
	0.36
	1.11

	3
	0.22
	1.10
	0.9
	0.35
	1.10

	4
	0.18
	0.99
	0.9
	0.30
	0.99

	5
	0.14
	0.77
	0.9
	0.27
	0.90

	6
	0.10
	0.52
	0.9
	0.25
	0.90

	7
	0.06
	0.29
	0.9
	0.24
	0.90

	7.125
	0.05
	0.27
	0.9
	0.23
	0.90



[bookmark: _Toc97741368]7.2	Test setup 
For FR1 TRP TRS testing, both Single-antenna and multiple-antennas anechoic chambers can both be applied. In Figure 7.2-1, an example TRP TRS test system with combined axes system is presented. 
[image: ]
Figure 7.2-1: Example of a FR1 TRP TRS OTA test system with combined axis
In Figure 7.2-2, an example TRP TRS test system with distributed axes system is presented. 
[image: ]
Figure 7.2-2: Example of a FR1 TRP TRS OTA test system with distributed axis
[bookmark: _Toc97741369]7.3	Calibration procedure 
The relative power values of the measurement points will be transformed to absolute radiated power values (in dBm) by performing a range path loss calibration measurement. The system needs to be calibrated by using a reference calibration antenna with known gain values. In the range path loss calibration measurement, the reference antenna is measured in the same place as the DUT, i.e. the center of the QZ, and the attenuation of the complete transmission path () from the DUT to the measurement receiver/BS simulator is calibrated out.
[image: ]
Figure 7.3-1: Example FR1 TRP TRS calibration setup
The calibration measurement is repeated for each measurement path (two orthogonal polarizations and each signal path). The range path loss calibration measurement is performed in a two-step process including total path loss measurement and cable calibration.
Step 1: Cable calibration: the measurement of path loss LDE , by connecting the cable from D to E to the two ports of VNA, and measure the cable path loss.
Step 2: Total path loss measurement: the measurement of total path loss LBC;
1. Place the reference calibration antenna (e.g. reference dipole) in the center of the test zone aligned with θ polarization of the measurement antenna, connected to a VNA port E, with the other VNA port C connected to the input of the Switch box – in Figure 7.3-1.
2. Configure the proper output power of VNA.
3. Measure the response LCE of each path from each θ polarization of the measurement antenna to the reference antenna in the center of QZ.
4. Repeat the steps 1 to 3 with the reference antenna aligned with the ϕ polarization of the measurement antenna.
Then, the  , Where LDE  is cable loss from D to E.  is the gain or efficiency of the calibration antenna at the frequency of interest. In TRP and TRS measurements point C is connected to the calibrated input/output port of measurement receiver.
This range path loss calibration procedure is common to both SA and EN-DC measurements.
[bookmark: _Toc97741370]7.4	Ripple test for Quiet Zone 
[bookmark: _Toc47717856][bookmark: _Toc97741371]7.4.1	General
The ripple test procedure is defined in this clause. Frequencies to be used for ripple test:
[bookmark: _Hlk96081654]Table 7.4.1-1: Frequencies for FR1 ripple test
	NR FR1 Bands
	Range
	Test frequency (MHz)

	n71
	Low
	617MHz 

	n12, n17, n29, n14, n28
	
	722MHz

	n5, n8, n18, n20
	
	836.5MHz

	n50, n51, n74
	Mid
	1575.42MHz

	n3, n2, n25, n39
	
	1880MHz

	n1, n34, n65
	
	2132.5MHz

	n7, n30, n41, n40, n38, n90
	
	2450MHz

	n77, n78
	High
	3600MHz

	n79
	
	[4700MHz] 



[bookmark: _Toc97741372]7.4.2	Ripple test procedure
Unwanted reflections and support structure blockage cause a volumetric ripple to the field magnitude measured by or created by the measurement antenna as shown in Figure 7.4.2-1, affecting every possible test point within a desired test volume. By rotating an omnidirectional antenna through the test volume as illustrated by the red line, this volumetric ripple may be probed to obtain an estimate of the measurement uncertainty due to this volumetric error. Note, however, that the volumetric ripple caused by multipath reflections is related to the wavelength and the relative path lengths of the direct and reflected paths to the measurement antenna, and is not inherently a function of the test volume. As illustrated in Figure 7.4.2-1(left), when the wavelength is relatively large compared to the test volume, it may not be possible to probe the entire range of errors that may actually exist within the test volume. Doing so would require probing an area larger than the test volume in order to accurately estimate the error within the test volume. Even when the test volume is several wavelengths in size, a given evaluation of the ripple may not completely caliper the worst-case error conditions within the test volume (Figure 7.4.2-1 (right)).  
[image: ]
Figure 7.4.2-1: Volumetric ripple and 20cm Phi axis cut
Conversely, field non-uniformities in the test volume caused by amplitude taper of the measurement antenna and shadowing of portions of the test volume by support structure are geometric in nature and relate directly to the size of the test volume and the related factors of the measurement antenna and support structure. This test procedure attempts to capture the impact of these effects to within the practical limits of the available test volume and test equipment expected in the lab.
The quiet zone ripple test covers two cylindrical test volumes, one for handsets and smaller devices, with or without head and/or hand phantoms, and a larger volume for testing up to notebook PC sized devices.  The smaller cylinder is 30 cm in diameter, concentric to the phi axis, and 30 cm tall along the phi axis, centered on the intersection of the theta and phi axes.  The larger cylinder is 50 cm in diameter, concentric to the phi axis, with the base of the cylinder coincident with that of the smaller cylinder and a height of 36 cm along the phi axis.  The test consists of a set of individual ripple tests about the phi- and theta-axes utilizing both electric dipoles and magnetic loop dipoles to generate uniform omnidirectional dipole-like patterns about the axis of rotation. Data is measured on the co-polarized measurement antenna element for each corresponding test. 
For the phi-axis ripple test, each reference antenna is oriented with its axis parallel to the phi axis at a total of three positions, offset 15 cm perpendicular to the phi axis with 0 cm and ±15 cm offsets parallel to the phi axis. At each position, the phi axis is rotated 360° to record the ripple. Each position is labeled by its radial and axial offset from the center position, (R, Z). See Figure 7.4.2-2 for additional information.

[image: ]
Figure 7.4.2-2: Phi-axis test geometry
For the notebook sized test volume, three additional test positions are added to the phi-axis test in order to cover the larger test cylinder.  These positions are offset 25 cm perpendicular to the phi axis with -15, 0, and +21 cm offsets parallel to the phi axis, as shown in Figure 7.4.2-3.
[image: ]
Figure 7.4.2-3: Phi-axis test geometry for the notebook sized test volume
For the theta-axis ripple test, each reference antenna is oriented with its axis parallel to the theta axis at a total of eight positions on the surface of the cylinder defined above. Defining Cartesian coordinates (X, Y, Z) with the Z-axis along the phi-axis, the Y-axis along the theta-axis, and the measurement antenna moving in the XZ plane relative to the reference antenna used for the ripple test, the test positions are given as (±15 cm, 0, ±15 cm) and (0, ±15 cm, ±15 cm), relative to the center of the test volume as shown in Figure 7.4.2-4.  At each position, the theta axis is rotated over as much of 360° as supported by the system to record the ripple (e.g. ±165°).  For systems that can only move theta in the range of 0-180° or less, the phi axis may be rotated 180° and a second cut measured to meet or exceed the ±165° range.  Each position is labeled by its (X, Y, Z) offset from the center position.

[image: ]
Figure 7.4.2-4: Theta-axis test geometry
For the notebook sized test volume, eight additional test positions are added to the theta-axis test in order to cover the larger test cylinder.  These positions are given as (±25 cm, 0, -15 cm), (±25 cm, 0, +21 cm), (0, ±25 cm, 0, -15 cm), and (0, ±25 cm, +21 cm), as shown in Figure 7.4.2-5.
[image: ]
Figure 7.4.2-5: Theta-axis test geometry for the notebook sized test volume
For each polarization and band, repeat the following steps:
For the phi-axis ripple test:
1. Place the measurement antenna and any associated theta-axis positioner at theta = 90° such that the measurement antenna is boresight with the center of the quiet zone.  The measurement antenna should be at the same separation distance to be used for actual pattern measurements. This distance must be at least the minimum measurement distance away from the center of the quiet zone as defined in clause 7.1.  Select the polarization of the measurement antenna to correspond to the polarization (theta or phi) to be tested.
2. Mount the reference antenna to the phi-axis positioner using a low permittivity dielectric support. Use the sleeve dipole for the theta polarization and the loop for the phi polarization. At each of the specified offset positions, ensure that the axis of the reference antenna is parallel to the phi axis of rotation.
3. Attach a signal source to a coaxial cable feeding the measurement antenna and set the frequency to the appropriate channel. Set the amplitude to a level appropriate for the measurement receiver. Connect a measurement receiver to the reference antenna. The received signal during the ripple test measurement should be at least 40 dB above the noise floor or noise errors greater than 0.1 dB will result. Ensure that all coaxial cables are dressed to minimize effects upon the measurement results.
4. Rotate the reference antenna about the phi axis and record the signal received by the measurement antenna at resolution sufficient to ensure smoothly varying curves for a total of 360°.
5. Record the measurement results in a format suitable for calculating the ripple test metric.
6. Record test parameters including: (a) the distance between the measurement and reference antennas, (b) cable losses and other losses associated with the measurement setup, (c) the power of the signal source at the reference antenna connector, and (d) the noise level of the receiver with no signal applied.
7. Repeat steps 1 through 6 above for each reference antenna (polarization and band) for each of the required test positions.  In order to accommodate reference positioning in the lower portion of the quiet zone, support materials with a dielectric constant less than 1.2 may be removed to a maximum distance of 25 cm outside the quiet zone for the tests that require additional clearance.

For the theta-axis ripple test:
1. Place the measurement antenna such that it is boresight with the center of the quiet zone.  The measurement antenna should be at the same separation distance to be used for actual pattern measurements. This distance must be at least the minimum measurement distance away from the center of the quiet zone as defined in clause 7.1.  Select the polarization of the measurement antenna to correspond to the polarization (theta or phi) to be tested.
2. Mount the reference antenna in the quiet zone using a low permittivity dielectric support and such that rotating the theta positioner will cause the measurement antenna to rotate relative to the reference antenna. Use the sleeve dipole for the phi polarization and the loop for the theta polarization. At each of the specified offset positions, ensure that the axis of the reference antenna is parallel to the theta axis of rotation.
3. Attach a signal source to a coaxial cable feeding the measurement antenna and set the frequency to the appropriate channel. Set the amplitude to a level appropriate for the measurement receiver. Connect a measurement receiver to the reference antenna. The received signal during the ripple test measurement should be at least 40 dB above the noise floor or noise errors greater than 0.1 dB will result. Ensure that all coaxial cables are dressed to minimize effects upon the measurement results.
4. Rotate the reference antenna about the theta axis and record the signal received by the measurement antenna at resolution sufficient to ensure smoothly varying curves for a total of at least ±165° or the equivalent (e.g. 0-360°).  For systems that are unable to rotate a full ±165°, the reference antenna may be mounted to the phi axis and two separate theta cuts from 0 to165° may be taken, after rotating the phi axis 180° between the first and second cut.
5. Record the measurement results in a format suitable for calculating the ripple test metric.
6. Record test parameters including: (a) the distance between the measurement and reference antennas, (b) cable losses and other losses associated with the measurement setup, (c) the power of the signal source at the reference antenna connector, and (d) the noise level of the receiver with no signal applied.
7. Repeat steps 1 through 6 above for each reference antenna (polarization and band) for each of the required test positions.  In order to accommodate reference positioning in the lower portion of the quiet zone, support materials with a dielectric constant less than 1.2 may be removed to a maximum distance of 25 cm outside the quiet zone for the tests that require additional clearance.
7.5	TAS OFF verification procedure 
As described in Clause 8.2.2 and 9.2.2, for SA and EN-DC testing respectively, the TAS OFF should be ensured before performing TRP test. In order to provide guidance on how to check UE antenna locking condition, this Clause define an informative test procedure to verify TAS OFF.
The general verification procedure is as following:
-  Perform OTA TRP measurement baseline test with top of device pointing towards +Z and display oriented at phi (azimuth) 0 degree following the traditional alignment method;
-  Benchmark with similar TRP measurement OTA test with top of device pointing towards -Z and display oriented at phi (azimuth) 0 degree. The point equivalently spaced from the bottom of the device as the original reference point is spaced from the top of the device will be positioned at the center of the quiet zone. 
Expectation: The magnitude of the TRP measurement being equal; similar 2D and/or 3D radiation pattern is expected (with 180 degrees rotation). This provides non-intrusive confirmation that the device indeed is tested with TAS OFF.
An additional alignment option to perform the above verification procedure is to orient the display in vertical alignment (along z-axis) flip the DUT upside down (vary theta) and perform the comparison of radiation pattern as described above.

The applicability of this verification procedure is FFS. The criteria of confirming TAS-OFF based on above verification procedure is FFS.
Note: The above test procedure is informative and not a mandated action for test lab to be done before UE TRP testing.

< end of change 3>
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