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	Reason for change:
	This is the big CR capturing the endorsed Rel-17 CR (R4-2204744) from the last meeting. The changes are considered as release independent for Rel-15/16, thus the clarification in the big CR also applies to Rel-15/16 specifications.

	
	

	Summary of change:
	To indicate same note as in R4-2201343 for simultaneous Rx/Tx capability for the existing FR2 band combinations CA_n257-n259 and CA_n258-n260. 

	
	

	Consequences if not approved:
	It is unclear whether or not simultaneous Rx/Tx capability is supported for the  existing FR2 band combinations
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	Other comments:
	CA_n258-n261 is agreed in big CR R4-2210779. The change here is to add note indication for the band combination. 
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[bookmark: _Toc29805171][bookmark: _Toc36456380][bookmark: _Toc37322744][bookmark: _Toc45889673][bookmark: _Toc37253887][bookmark: _Toc36469478][bookmark: _Toc37324150][bookmark: _Toc21340724][bookmark: _Toc61119417][bookmark: _Toc53173030][bookmark: _Toc61118654][bookmark: _Toc76510183][bookmark: _Toc53173399][bookmark: _Toc52196327][bookmark: _Toc52197307][bookmark: _Toc75294420][bookmark: _Toc61119036][bookmark: _Toc67923608]5.2A.2	Inter-band CA
NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR2. 
Beam management type is according to UE capability declaration IE beamManagementType-r16. The requirements in the following clauses are only applicable to inter-band CA with IBM type.
Table 5.2A.2-1: Inter-band CA operating bands in FR2
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n257-n2591
	n257, n259

	CA_n258-n2601
	n258, n260

	[bookmark: OLE_LINK1]CA_n258-n2611
	n258, n261

	CA_n260-n2611
	n260, n261

	NOTE 1:	The minimum requirements apply only when there is non-simultaneous Rx/Tx operation between inter-band NR carriers in the current version of this specification.
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