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[bookmark: _Toc21353573][bookmark: _Toc27749180][bookmark: _Toc36227984][bookmark: _Toc36228280][bookmark: _Toc36228735][bookmark: _Toc36228952][bookmark: _Toc44454537][bookmark: _Toc44454989]4.3.1.2.2	NR inter-band CA configurations in FR2
Table 4.3.1.2.2-1: NR inter-band CA configurations in FR2
	[bookmark: _Hlk86053847][bookmark: _Hlk85795335]NR CA
configuration
	Uplink NR CA
configuration
	NR CA downlink configuration band 1
	NR CA downlink configuration band 2
	NR CA uplink configuration band 1
	NR CA uplink configuration band 2
	Applicable for protocol testing
(Note 21)

	CA_n260A-n261A
	-
	n260A
	n261A
	-
	-
	Yes

	CA_n260A-n261M
	-
	n260A
	CA_n261M
	-
	-
	No

	CA_n260A-n261M
	CA_n261M
	n260A
	CA_n261M
	-
	CA_n261M
	No

	CA_n260G-n261M
	-
	CA_n260G
	CA_n261M
	-
	-
	No

	CA_n260G-n261M
	CA_n260G
	CA_n260G
	CA_n261M
	CA_n260G
	-
	No

	CA_n260G-n261M
	CA_n261M
	CA_n260G
	CA_n261M
	-
	CA_n261M
	No

	CA_n260H-n261 M
	-
	CA_n260H
	CA_n261M
	-
	-
	No

	CA_n260H-n261M
	CA_n260H
	CA_n260H
	CA_n261M
	CA_n260H
	-
	No

	CA_n260H-n261M
	CA_n261M
	CA_n260H
	CA_n261M
	-
	CA_n261M
	No

	CA_n260I-n261 M
	-
	CA_n260I
	CA_n261M
	-
	-
	No

	CA_n260I-n261M
	CA_n260I
	CA_n260I
	CA_n261M
	CA_n260I
	-
	No

	CA_n260I-n261M
	CA_n261M
	CA_n260I
	CA_n261M
	-
	CA_n261M
	No

	CA_n260J-n261 M
	-
	CA_n260J
	CA_n261M
	-
	-
	No

	CA_n260J-n261M
	CA_n260J
	CA_n260J
	CA_n261M
	CA_n260J
	-
	No

	CA_n260J-n261M
	CA_n261M
	CA_n260J
	CA_n261M
	-
	CA_n261M
	No

	CA_n260K-n261 M
	-
	CA_n260K
	CA_n261M
	-
	-
	No

	CA_n260K-n261 M
	CA_n260K
	CA_n260K
	CA_n261M
	CA_n260K
	-
	No

	CA_n260K-n261M
	CA_n261M
	CA_n260K
	CA_n261M
	-
	CA_n261M
	No

	CA_n260L-n261 M
	-
	CA_n260L
	CA_n261M
	-
	-
	No

	CA_n260L-n261 M
	CA_n260L
	CA_n260L
	CA_n261M
	CA_n260L
	-
	No

	CA_n260L-n261M
	CA_n261M
	CA_n260L
	CA_n261M
	-
	CA_n261M
	No

	CA_n260M-n261M
	-
	CA_n260M
	CA_n261M
	-
	-
	No

	CA_n260M-n261M
	CA_n260M
	CA_n260M
	CA_n261M
	CA_n260M
	-
	No

	CA_n260M-n261M
	CA_n261M
	CA_n260M
	CA_n261M
	-
	CA_n261M
	No

	Note 21:	Protocol testing is limited to NR CA configurations with 2CC.
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