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	Reason for change:
	For STATE_EMERGENCY_RELEASE_IDLE, the UE can immediately send DEREGISTRATION REQUEST on switch off, so TTCN should not block waiting for UT CNF.


	
	

	Summary of change:
	Call f_UT_SwitchOffUE with option NO_CNF_REQUIRED so TTCN is immediately ready to handle de-registration signalling.
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1. [bookmark: _Toc122434485][bookmark: _Toc99378526]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk49 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc99378527]Corrections required
1. [bookmark: _Toc30685521][bookmark: _Toc99378528]Change 1
	Function name
	f_NR_Postamble()

	Reason for change
	For STATE_EMERGENCY_RELEASE_IDLE, the UE can immediately send DEREGISTRATION REQUEST on switch off, so TTCN should not block waiting for UT CNF.

	Summary of change
	Call f_UT_SwitchOffUE with option NO_CNF_REQUIRED so TTCN is immediately ready to handle de-registration signalling.

	TTCN module
	NR5GC_NASSteps

	MCC160 Comment
	



Before Change
	function f_NR_Postamble(NR_CellId_Type p_NR_CellId,
                          NG_ALL_STATE_Type p_UE_State,
                          NR_RadioBearerId_Type p_SRB := tsc_NR_RbId_SRB2) runs on NR5GC_PTC
  {
    var NG_NAS_MSG_Indication_Type v_DetachReq;
    var boolean v_RxdMsg := false;
    timer t_Wait := 5.0;
    
if (p_UE_State == STATE_EMERGENCY_RELEASE_CONNECTED) { // @sic R5-214620 sic@
     ………
    }
    else if (p_UE_State == STATE_EMERGENCY_RELEASE_IDLE) { // @sic R5-214620 sic@
      if (pc_SwitchOnOff) { // The UE can actually be switched off
        f_UT_SwitchOffUE(UT, false, CNF_REQUIRED);
        t_Wait.start;
        // @sic R5s211344 sic@
        v_RxdMsg := f_NR_RRC_SetupRequest_Common(p_NR_CellId, t_Wait);
        if (v_RxdMsg) {
          f_NR_RRCSetup_Def (p_NR_CellId);
          v_DetachReq := f_NR_RRCSetupComplete_Def(p_NR_CellId, cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def));
          if (not f_Check_NG_DeregistrationReqMOMsg (v_DetachReq.Pdu.Msg, crs_DeregisterType('1'B, '0'B, '01'B))) {
            f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Deregistration Request Message Failed");
          }
          f_NR_RRCRelease(p_NR_CellId);
        }
      } else {
        f_UT_PowerOffUE(UT);
      }
    } else {
      // All other options already handled in Deregister function
      f_NR_UE_DeRegisterOnSwitchOff (p_NR_CellId, p_UE_State, p_SRB); // @sic R5-195241, R5s21163 sic@
    }
    
    //And now remove the cell(s)
    f_NR_ReleaseAllCells();
  }

	



After Change
	  function f_NR_Postamble(NR_CellId_Type p_NR_CellId,
                          NG_ALL_STATE_Type p_UE_State,
                          NR_RadioBearerId_Type p_SRB := tsc_NR_RbId_SRB2) runs on NR5GC_PTC
  {
    var NG_NAS_MSG_Indication_Type v_DetachReq;
    var boolean v_RxdMsg := false;
    timer t_Wait := 5.0;
    
if (p_UE_State == STATE_EMERGENCY_RELEASE_CONNECTED) { // @sic R5-214620 sic@
……
    }
    else if (p_UE_State == STATE_EMERGENCY_RELEASE_IDLE) { // @sic R5-214620 sic@
      if (pc_SwitchOnOff) { // The UE can actually be switched off
        f_UT_SwitchOffUE(UT, false); 
        t_Wait.start;
        // @sic R5s211344 sic@
        v_RxdMsg := f_NR_RRC_SetupRequest_Common(p_NR_CellId, t_Wait);
        if (v_RxdMsg) {
          f_NR_RRCSetup_Def (p_NR_CellId);
          v_DetachReq := f_NR_RRCSetupComplete_Def(p_NR_CellId, cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def));
          if (not f_Check_NG_DeregistrationReqMOMsg (v_DetachReq.Pdu.Msg, crs_DeregisterType('1'B, '0'B, '01'B))) {
            f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Deregistration Request Message Failed");
          }
          f_NR_RRCRelease(p_NR_CellId);
        }
      } else {
        f_UT_PowerOffUE(UT);
      }
    } else {
      // All other options already handled in Deregister function
      f_NR_UE_DeRegisterOnSwitchOff (p_NR_CellId, p_UE_State, p_SRB); // @sic R5-195241, R5s21163 sic@
    }
    
    //And now remove the cell(s)
    f_NR_ReleaseAllCells();
  }




