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	Reason for change:
	With implementation of R5-221406, usage of vc_EUTRA_Multi5GS_Global.NetworkSupport with set and get operations are done for NR5GC_IRAT test cases. 

Usually the value of this global variable mentioned above is set IRAT common functions but 9.3.1.2 on his EUTRA preamble does not make use of them, leaving vc_EUTRA_Multi5GS_Global.NetworkSupport uninitialized during the test execution.

Later in test case value is trying to be accessed at f_EUTRA38_MultiPDN_GetPCOs provoking an error as variable is uninitialized.

	
	

	Summary of change:
	Initialized global variable vc_EUTRA_Multi5GS_Global.NetworkSupport at the start of the test case.

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc99100597]Corrections required
0. [bookmark: _Toc99100598]Correction to function f_TC_9_3_1_2_NR5GC_EUTRA
	Function name
	f_TC_9_3_1_2_NR5GC_EUTRA

	Reason for change
	vc_EUTRA_Multi5GS_Global.NetworkSupport  global variable initiaöization is done in IRAT common functions but 9.3.1.2 on his EUTRA preamble does not make use of them, leaving vc_EUTRA_Multi5GS_Global.NetworkSupport uninitialized during the test execution.


	Summary of change
	Initialized global variable vc_EUTRA_Multi5GS_Global.NetworkSupport at the start of the test case.

	TTCN module
	NR5GC_IRAT\9_3_1\Mobility_Registration_NR5GC_EUTRA.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
  function f_TC_9_3_1_2_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { //Mobility Registration Update / Single-registration mode with N26 / 5GMM-IDLE / EPC to 5GC
    
    var NAS_MSG_Indication_Type v_NAS_Ind;

    f_EUTRA38_IRAT_NAS_Init(LTE_AllCellsOnSamePLMN, c31);

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_CellA);
 <<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function f_TC_9_3_1_2_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { //Mobility Registration Update / Single-registration mode with N26 / 5GMM-IDLE / EPC to 5GC
    
    var NAS_MSG_Indication_Type v_NAS_Ind;

    f_EUTRA38_IRAT_NAS_Init(LTE_AllCellsOnSamePLMN, c31);
    f_EUTRA38_SetNetworkSupport(NOT_SUPPORTED);      

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_CellA);
<<SKIPPED CODE>>





