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	Reason for change:
	In this test case, the USIM profile has to be updated twice, the first time at the start of the TC and the second time in step 25. While running testcase manually, this can take some time, and it results in guard timer expiry.
Hence it is proposed to increase the guard timer.

	
	

	Summary of change:
	Increased the guard timer from 300s  600s
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	A conformant UE will fail the testcase
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc99143311]Corrections required
0.1 [bookmark: _Toc99143312]Change 1
	Function name
	TC_6_1_1_7_NR5GC () 

	Reason for change
	In this test case, the USIM profile has to be updated twice, the first time at the start of the TC and the second time in step 25. While running testcase manually, this can take some time, and it results in guard timer expiry.
Hence it is proposed to increase the guard timer.

	Summary of change
	Increase the guard timer from 300s  600s

	TTCN module
	NR5GC\NR5GC_Testsuite.ttcn

	MCC160 Comment
	



Before Change:
	testcase TC_6_1_1_7_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   PLMN selection of RPLMN or (E)HPLMN; Automatic mode
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(300);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_6_1_1_7_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }


After Change:
	testcase TC_6_1_1_7_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   PLMN selection of RPLMN or (E)HPLMN; Automatic mode
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(600);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_6_1_1_7_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }



