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{Start of changes}
[bookmark: _Toc68206120][bookmark: _Toc75971918][bookmark: _Toc85051341][bookmark: _Toc90493339][bookmark: _Toc90493979][bookmark: _Toc100094003][bookmark: _Toc44323941][bookmark: _Toc52990134][bookmark: _Toc60823333][bookmark: _Toc60825255][bookmark: _Toc69306156][bookmark: _Toc69309872][bookmark: OLE_LINK54]6.2B.1.4D	UE Maximum Output Power for Inter-Band EN-DC including FR2 for UL MIMO
<Unchanged Sections Skipped>
6.2B.1.4D.5	Test requirement
Same test requirement as in clause 6.2D.1.5 of TS 38.521-2 [9] for the NR carrier.
[bookmark: _Toc60742984][bookmark: _Toc68206164][bookmark: _Toc75971962][bookmark: _Toc85051386][bookmark: _Toc90493398][bookmark: _Toc90494038][bookmark: _Toc100094067]<Unchanged Sections Skipped>
6.3B.1.4D	Minimum output power for inter-band EN-DC including FR2 for UL MIMO
<Unchanged Sections Skipped>
6.3B.1.4D.5	Test Requirement
Same test requirement as specified in TS 38.521-2 [9] clause 6.3D.1.5 of TS 38.521-2 [9] for the NR carrier(s).
<Unchanged Sections Skipped>
[bookmark: _Toc85051393][bookmark: _Toc90493405][bookmark: _Toc90494045][bookmark: _Toc100094074][bookmark: _Toc52213633][bookmark: _Toc60743097][bookmark: _Toc68206287][bookmark: _Toc75972088][bookmark: _Toc85051523][bookmark: _Toc90493542][bookmark: _Toc90494182][bookmark: _Toc100094221]6.3B.2.4D	Transmit OFF Power for inter-band EN-DC including FR2 for UL-MIMO
<Unchanged Sections Skipped>
6.3B.2.4D.5	Test Requirement
Same test requirement as specified in TS 38.521-2 [9] clause 6.3D.2.5 of TS 38.521-2 [9] for the NR carrier(s).
<Unchanged Sections Skipped>
[bookmark: _Toc60742995][bookmark: _Toc68206178][bookmark: _Toc75971973][bookmark: _Toc85051398][bookmark: _Toc90493410][bookmark: _Toc90494050][bookmark: _Toc100094079]6.3B.3.4	Transmit ON/OFF time mask for inter-band EN-DC including FR2 (1 NR CC)
<Unchanged Sections Skipped>
6.3B.3.4.5	Test Requirement
Same test requirement as specified in TS 38.521-2 [9] clause 6.3.3.2.5 of TS 38.521-2 [9] for the NR carrier(s).
<Unchanged Sections Skipped>
[bookmark: _Toc85051399][bookmark: _Toc90493411][bookmark: _Toc90494051][bookmark: _Toc100094080]6.3B.3.4D	Transmit ON/OFF time mask for inter-band EN-DC including FR2 for UL-MIMO
<Unchanged Sections Skipped>
6.3B.3.4D.5	Test Requirement
Same test requirement as specified in TS 38.521-2 [9] clause 6.3D.3.1.5 of TS 38.521-2 [9] for the NR carrier(s).
<Unchanged Sections Skipped>
[bookmark: _Toc85051404][bookmark: _Toc90493418][bookmark: _Toc90494058][bookmark: _Toc100094087]6.3B.4.4	PRACH Time Mask for inter-band EN-DC including FR2 (1 NR CC)
<Unchanged Sections Skipped>
6.3B.4.4.5	Test requirement
Same test requirement as specified in TS 38.521-2 [9] clause 6.3.3.4.5 of TS 38.521-2 [9] for the NR carrier(s).
<Unchanged Sections Skipped>
6.5B.2.4.1D	Spectrum emissions mask for inter-band EN-DC including FR2 for UL MIMO
<Unchanged Sections Skipped>
6.5B.2.4.1D.5	Test Requirement
Same test requirement as in 	clause 6.5D.2.1.5 of TS 38.521-2 [9] for the NR carrier.
<Unchanged Sections Skipped>
[bookmark: _Toc60743102][bookmark: _Toc68206290][bookmark: _Toc75972091][bookmark: _Toc85051526][bookmark: _Toc90493545][bookmark: _Toc90494185][bookmark: _Toc100094224]6.5B.2.4D.3	Adjacent channel leakage ratio for inter-band EN-DC including FR2 for UL MIMO
<Unchanged Sections Skipped>
6.5B.2.4D.3.5	Test Requirement
Same test requirement as in clause 6.5D.2.2.5 of TS 38.521-2 [9] for the NR carrier.
<Unchanged Sections Skipped>
[bookmark: _Toc52213651][bookmark: _Toc60743116][bookmark: _Toc68206304][bookmark: _Toc75972105][bookmark: _Toc85051542][bookmark: _Toc90493561][bookmark: _Toc90494201][bookmark: _Toc100094242][bookmark: _Toc21353776][bookmark: _Toc27749394]6.5B.3.4.1D	General Spurious Emissions for inter-band EN-DC including FR2 for UL MIMO
<Unchanged Sections Skipped>
6.5B.3.4.1D.5	Test Requirement
Same test requirement as specified in TS 38.521-2 [9] clause 6.5D.3.1.5 of TS 38.521-2 [9] for the NR carrier(s). 
<Unchanged Sections Skipped>
[bookmark: _Toc75972121][bookmark: _Toc85051559][bookmark: _Toc90493580][bookmark: _Toc90494220][bookmark: _Toc100094261][bookmark: _Toc90493581][bookmark: _Toc90494221][bookmark: _Toc100094262][bookmark: _Toc85051662][bookmark: _Toc90493684][bookmark: _Toc90494324][bookmark: _Toc100094366]6.6B.4	Beam Correspondence for inter-band EN-DC including FR2 (1 NR CC) - EIRP
Editor's note:	This clause is incomplete. The following aspects are either missing of not yet determined:
-	The associated standalone test 6.6.1 in TS 38.521-2 [9] is incomplete.
6.6B.1.4.1	Test purpose
Same test purpose as in clause 6.6.1.1 in TS 38.521-2 [9] for the NR carrier.
6.6B.1.4.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 1 NR UL CC.
6.6B.1.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.6.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.6B.4.
6.6B.1.4.4	Test description
Same test description as in clause 6.6.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1. 
For initial conditions as in clause 6.6.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of initial conditions as in clause 6.3.1.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.3.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.6B.1.4.5	Test requirements
Same test requirement as in clause 6.6.1.5 in TS 38.521-2 [9] for the NR carrier.
6.6B.5	Enhanced Beam Correspondence for inter-band EN-DC including FR2 (1 NR CC) - EIRP
Editor's note:	This clause is incomplete. The following aspects are either missing of not yet determined:
-	The associated standalone test 6.6.2 in TS 38.521-2 [9] is incomplete.
6.6B.5.1	Test purpose
Same test purpose as in clause 6.6.2.1 in TS 38.521-2 [9] for the NR carrier.
6.6B.5.2	Test applicability
This test case applies to all types of E-UTRA UE release 16 and forward, supporting inter-band EN-DC including FR2 with 1 NR UL CC.
<Unchanged Sections Skipped>
7.5B.4	Adjacent Channel Selectivity for inter-band EN-DC including FR2 (1 NR CC)
<Unchanged Sections Skipped>
[bookmark: _Toc27475978]7.5B.4.5	Test requirement
Same test requirement as specified in TS 38.521-2 [9] Cclause 7.5.5 of TS 38.521-2 [9] for the NR carrier(s).
{End of changes}

