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<Start of modified section 1>
Table A.4.4-2: Definition of UE implementation capabilities
	Item
	Definition of UE implementation capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Void
	
	
	
	

	2
	Void
	
	
	
	

	3
	Number of UE-requested PDU session establishments after REGISTRATION during the same signalling connection
	24.501
	Rel-15
	pc_noOf_PDUsSameConnection
	

	4
	Number of UE-requested PDU session establishments after REGISTRATION in a new signalling connection
	24.501
	Rel-15
	pc_noOf_PDUsNewConnection
	

	5
	Number of UE-requested PDN connection establishments after ATTACH during the same signalling connection
	24.301
	Rel-15
	pc_noOf_PDNsSameConnection
	

	6
	Number of UE-requested PDN connection establishments after ATTACH in a new signalling connection
	24.301
	Rel-15
	pc_noOf_PDNsNewConnection
	

	7
	Void
	24.501
	Rel-15
	pc_IMS_DNN_default
	

	8
	Support of Emergency PDU session transfer from N1 mode to S1 mode when network does not support N26 interface
	TS 24.501, 6.1.4.2
	Rel-15
	pc_TransferEmergencyPDUN1toS1noN26
	Will the UE attempt to transfer an existing Emergency PDU session upon inter-system change from N1 mode to S1 mode in EMM-IDLE mode if the network does not support N26 interface

	9
	Support of Emergency PDN connection transfer from S1 mode to N1 mode when network does not support N26 interface
	TS 24.501, 6.1.4.2
	Rel-15
	pc_TransferEmergencyPDUS1toN1noN26
	Will the UE attempt to transfer an existing Emergency PDN connection upon inter-system change from S1 mode to N1 mode in EMM-IDLE mode if the network does not support N26 interface

	10
	Support of UE's usage setting as data centric
	TS 24.501, 4.3.1
	Rel-15
	pc_data_centric
	UE supports to be configured to consistently behave as a Data centric UE.

	X
	Support of join in MBS multicast session by sending a PDU Session Modification Request
	TS 23.247
7.2.1
	Rel-17
	pc_Join_MBS_by_PDU_Modification
	If pc_Join_MBS_by_PDU_Modification, UE join in MBS multicast session by sending a PDU Session Modification Request, else UE join in MBS multicast session by sending a PDU Session Establishment Request
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