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	Reason for change:
	In clause 16.5.2.1 of 38.213,   is defined as a number of SL configured grants for which the UE transmits corresponding HARQ-ACK information in a same PUCCH as that for HARQ-ACK information corresponding to PSFCH reception occasions within the M PDCCH monitoring occasions, but the statement ‘PSFCH reception occasions within the M PDCCH monitoring occasions’ is incorrect. Moreover, it is not clear if ‘a number of SL configured grants’ includes SL CG transmissions with an activation DCI or not.
In addtion, it was agreed in R1-2202898 that the 1st SPS PDSCH with a corresponding activation DCI should be handled in the same way as SPS PDSCH without a corresponding PDCCH in a Type2 codebook, and the DAI field of the DL SPS activation DCI is to be ignored. According to the discussion in [109-e-R16-V2X-01], companies believe that the operation of handling PSSCH transmissions of a Type2 SL CG with a corresponding DCI should be aligned with Uu, i.e., these PSSCH transmissions should be handled in the same way as PSSCH transmissions of a SL CG without a corresponding DCI, and SAI in a DCI format 3_0 for SL CG activation should be ignored.

	
	

	Summary of change:
	Clarify that DCI format 3_0(s) for determining , ,  do not include DCI format 3_0 for SL CG activation, and SL configured grant for determining  includes SL CG with or without a corresponding PDCCH.
Correct the statement ‘PSFCH reception occasions within the M PDCCH monitoring occasions’.

	
	

	Consequences if not approved:
	The spec can lead to different understandings of how the  for obtaining a transmission power for a PUCCH is determined.
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	Isolated impact analysis:
This CR aligns with RAN1 common understanding.
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[bookmark: _Toc74660597]
[bookmark: _Toc45699250][bookmark: _Toc98434697]16.5.2.1	Type-2 HARQ-ACK codebook in physical uplink control channel
If , the UE determines a number of HARQ-ACK information bits  for obtaining a transmission power for a PUCCH, as described in clause 7.2.1, as 

where 
-	 is a value of a counter SAI field in a last DCI format 3_0, excluding the DCI format 3_0 activating a SL configured grant, scheduling PSSCH transmissions associated with PSFCH reception occasions that the UE detects within the  PDCCH monitoring occasions
-	 if the UE does not detect any DCI format 3_0, excluding the DCI format 3_0 activating a SL configured grant, scheduling PSSCH transmissions associated with PSFCH reception occasions in any of the  PDCCH monitoring occasions
-	 is a total number of DCI format 3_0, excluding the DCI format 3_0 activating a SL configured grant, scheduling PSSCH transmissions associated with PSFCH reception occasions, that the UE detects within the  PDCCH monitoring occasions.  if the UE does not detect any DCI format 3_0, excluding the DCI format 3_0 activating a SL configured grant, scheduling PSSCH transmissions with associated PSFCH reception occasions in any of the  PDCCH monitoring occasions
-	 is a number of DCI format 3_0, excluding the DCI format 3_0 activating a SL configured grant, scheduling PSSCH transmissions with associated PSFCH reception occasions that the UE detects in PDCCH monitoring occasion  
-	 is a number of SL configured grants for which the UE transmits corresponding HARQ-ACK information in a same PUCCH as for HARQ-ACK information corresponding to PSFCH reception occasions associated with PSSCH transmissions scheduled by a dynamic grant within the  PDCCH monitoring occasions
