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	Summary of change:
	1. Capture the agreed TP on determination of the size of TRS availability indicaiton field in DCI format 1_0 and 2_7, per the outcome of email discussion [109-e-R17_PowSav-01].
2. Capture the agreed TP of proposal 2.1-1 in R1-2205548 per the outcome of email discussion [109-e-R17_PowSav-01], to align the description of paging indication field in DCI format 2_7 with RAN2 agreements.
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[bookmark: _Toc99626903][bookmark: _Toc51852448][bookmark: _Toc45209274][bookmark: _Toc36046357][bookmark: _Toc36046211][bookmark: _Toc36045951][bookmark: _Toc29327761][bookmark: _Toc29326611][bookmark: _Toc26467249][bookmark: _Toc19798778][bookmark: _Toc90994144]7.3.1.2.1	Format 1_0
DCI format 1_0 is used for the scheduling of PDSCH in one DL cell. 
< Unchanged parts are omitted >
-	TB scaling – 2 bits as defined in Clause 5.1.3.2 of [6, TS38.214]. If only the short message is carried, this bit field is reserved.
-	TRS availability indication – 1, 2, 3, 4, 5, or 6 bits, where the number of bits is equal to one plus the highest value of all the indBitID(s) provided by the TRS-ResourceSetConfig if TRS-ResourceSetConfig is configured; 0 bits otherwise.
[bookmark: OLE_LINK13]-	Reserved bits – (8 – M) bits for operation in a cell with shared spectrum channel access in frequency range 1 or for operation in a cell in frequency range 2-2; (6 – M) bits for operation in a cell without shared spectrum channel access, where the value of M is the number of bits for the field of 'TRS availability indication' as defined above.
< Unchanged parts are omitted >
[bookmark: _Toc99626913]7.3.1.3.8	Format 2_7
DCI format 2_7 is used for notifying the paging early indication and TRS availability indication for one or more UEs.  
[bookmark: OLE_LINK59]The following information is transmitted by means of the DCI format 2_7 with CRC scrambled by PEI-RNTI:
[bookmark: OLE_LINK14]-	Paging indication field –  bit(s), where
[bookmark: OLE_LINK54]-	 is the number of paging occasions configured by higher layer parameter PONumPerPEI as defined in Clause 10.4A in [5, TS 38.213];
-	is the number of sub-groups of a paging occasion configured by higher layer parameter subgroupsNumPerPO, if subgroupsNumPerPO is configured; otherwise  is set to 1.
-	Each bit in the field indicates one UE subgroup of a paging occasion if subgroupsNumPerPO is configured; otherwise each bit in the field indicates the UE group of a paging occasion.
-	TRS availability indication – 1, 2, 3, 4, 5, or 6 bits, where the number of bits is equal to one plus the highest value of all the indBitID(s) provided by the TRS-ResourceSetConfig if TRS-ResourceSetConfig is configured; 0 bits otherwise.
The size of DCI format 2_7 is indicated by the higher layer parameter payloadSizeDCI_format2_7, according to Clause 10.4A of [5, TS 38.213]. The number of information bits in format 2_7 shall be equal to or less than the payload size of format 2_7. If the number of information bits in format 2_7 is less than the size of format 2_7, the remaining bits are reserved.

