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	Reason for change:
	In RAN1#108e meeting, the following was agreed, which has not been captured into the technical specification. 
Agreement:
· FDD/TDD differentiation is needed for FGs 1-1/1-2
· DwPTS in special subframe configuration 9 for normal cyclic prefix is not used for NPDSCH transmission with 16QAM, when 16QAM is configured.


	
	

	Summary of change:
	DwPTS in special subframe configuration 9 for normal cyclic prefix is not used for NPDSCH transmission with 16QAM, when 16QAM is configured.
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	DwPTS in special subframe configuration 9 for normal cyclic prefix may be used for NPDSCH transmission with 16QAM, which exceeds the maximum coding rate for NPDSCH.
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10.0.1.2	Frame structure type 2
Frame structure type 2 is applicable to TDD operation only.
The following restrictions apply: 
-	Uplink-downlink configuration 0 and 6 are not supported.
-	UpPTS is not used for NPUSCH or NPRACH.
-	DwPTS and UpPTS in special subframe configuration 10 is not used for transmissions. 
-	On an NB-IoT carrier for which higher-layer parameter operationModeInfo indicates inband-SamePCI or inband-DifferentPCI, or higher-layer parameter inbandCarrierInfo is present, or on an NB-IoT carrier for SystemInformationBlockType1-NB for which sib1-carrierInfo indicates non-anchor and the value of the higher layer parameter sib-GuardbandInfo is set to sib-GuardbandInbandSamePCI or sib-GuardbandinbandDiffPCI, DwPTS in special subframe configuration 0 and 5 for normal cyclic prefix is not used for NPDCCH and NPDSCH transmission, in addition when npdsch-16QAM-Config-r17 is configured DwPTS in special subframe configuration 9 for normal cyclic prefix is not used for NPDSCH transmission with 16QAM. 
-	Higher-layer parameter symbolBitmap does not apply to special subframes.

