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1	Introduction
The update of objective part for WID on further enhancement of SON/MDT has been agreed at RAN#95e meeting. There are still three Editor’s Notes left in the objective part, this contribution provides our consideration and proposed update for the objective part.
2	Discussion
In the WID, the following objectives are included:
	The objective of this work item is to specify data collection enhancement in NR for SON/MDT purpose. The specific objectives of this work item are [RAN3, RAN2]:
- Support of data collection for SON features, including inter-RAT Successful Handover Report (SHR), MRO for MR-DC SCG failure scenario and NR-U, and MRO enhancement for inter-system handover voice fallback,
· Specification of the UE reporting necessary to enhance the mobility parameter tuning [RAN2]
· Specification of the inter-node information exchange, including possible enhancements to interfaces    
[RAN3]
Editor’s Note1: Revisit in RAN#96 regarding aspects of MLB for NR-U and NR-U scope for RAN2.
- Support of SON/MDT enhancements for [RAN3, RAN2]:
· MR-DC CPAC
· Successful PScell change report
· NPN 
· RACH report
· fast MCG recovery
Editor’s Note2: Revisit in RAN#96 to clarify the detailed scope for RACH report
- Support of signaling based logged MDT override protection to address the scenario where the signaling based MDT is configured in E-UTRAN when [RAN2, RAN3]:
· UE reselects to NR while logged measurements are collected 
· UE reselects to NR after logged measurements are collected and before uploading the logged MDT report.
If needed, co-operate with RAN1, SA2, SA5, CT4. 
Editor’s Note3: All the editor notes in the WID are to be removed before the Rel-18 SON/MDT WI starts, e.g., at RAN#96.


First Editor’s Note:
For the first Editor’s Note, the MLB of NR-U has been discussed in Rel-17, and some agreements have been reached which have already been captured in Rel-17 XnAP and F1AP specifications. And there are still some remaining load metrics of NR-U to be discussed, such as Radio Resource Status per NR-U Channel and CAC per NR-U Channel.
	RAN3#114bis-e minute:
Focus Rel-17 effort on MLB for NR-U.
Given the time-plan for Rel-17 closure, RAN3 agrees that MRO for NR-U may be handled in Rel-18.


However, according to the agreements in RAN3#114bis-e, the MLB for NR-U should be concerned in Rel-17, while the MRO for NR-U should be handled in Rel-18. Therefore, the MLB for NR-U should be excluded from the scope of Rel-18 SON/MDT WI. And the remaining issues related to MLB for NR-U could be discussed in TEI section.
Second Editor’s Note
For the second Editor’s Note, the ‘RACH report’ actually involved two kinds of features. 
One is Cross RAT RA reporting which is purely RAN2 topic for EN-DC, NGEN-DC and NE-DC scenario. During the Rel-17, RAN2 has been agreed that a UE in DC can report the SN related RA report to the MN. When the UE is in EN-DC, this requires changes to LTE specification. Considering limited time in Rel-17, finally this feature has only covered NR-NR DC. Since specification in RAN3 has already covered all the scenarios, it is reasonable to continue the normative work for leftover scenarios. Considering to enhance the feature for EN-DC will impact LTE specification, it is our understanding that the feature in Rel-18 can continue to consider this feature but it should be limited to MR-DC with the 5GC (e.g.  NGEN-DC and NE-DC). 
The other ‘RACH report’ is RACH Report retrieval in F1AP[RAN3] which is purely RAN3 topic. The reason comes from the fact that UE will not indicate RACH report available to the network based on current specification. While it is not necessary for CU to always retrieve RACH report from UE for its affiliated DUs, it is proposed for DU to be able to provide assistant information to CU to trigger the UE Reported information (RACH report) acquired over Uu interface. The issue has been discussed since Rel-16, and agreement was achieved to postpone the issue to Rel-18. It is reasonable to complete the work in Rel-18.
	RAN3#112 minute: 
Postpone enhancements for RACH Report retrieval to Rel.18


Proposal 1: Update description of RACH report by clarifying the feature includes e.g. Cross RAT RA reporting and RACH Report retrieval in split architecture.
Based on above analysis and update, we have the following proposals: 
Proposal 2: Remove all three Editor’s Notes in the objective part.
Proposal 3: Adopt the updated objective part in the Annex for Rel-18 SON / MDT further enhancements.
[bookmark: _Hlk527071819]3	Conclusions
In this contribution, we discussed the WID on further enhancement of data collection for SON/MDT, and proposed the following:
Proposal 1: Update description of RACH report by clarifying the feature includes e.g. Cross RAT RA reporting and RACH Report retrieval in split architecture.
Proposal 2: Remove all three Editor’s Notes in the objective part.
Proposal 3: Adopt the updated objective part in the Annex for Rel-18 SON / MDT further enhancements.
Annex Update of objective part for WID
The objective of this work item is to specify data collection enhancement in NR for SON/MDT purpose. The specific objectives of this work item are [RAN3, RAN2]:
- Support of data collection for SON features, including inter-RAT Successful Handover Report (SHR), MRO for MR-DC SCG failure scenario and NR-U, and MRO enhancement for inter-system handover voice fallback :
· Specification of the UE reporting necessary to enhance the mobility parameter tuning [RAN2]
· Specification of the inter-node information exchange, including possible enhancements to interfaces    
[RAN3]
Editor’s Note1: Revisit in RAN#96 regarding aspects of MLB for NR-U and NR-U scope for RAN2.
- Support of SON/MDT enhancements for [RAN3, RAN2]:
· MR-DC CPAC
· Successful PScell change report
· NPN 
· RACH report (e.g RACH Report retrieval in split architecture, Cross RAT RA reporting)
· fast MCG recovery
Editor’s Note2: Revisit in RAN#96 to clarify the detailed scope for RACH report
- Support of signaling based logged MDT override protection to address the scenario where the signaling based MDT is configured in E-UTRAN when [RAN2, RAN3]:
· UE reselects to NR while logged measurements are collected 
· UE reselects to NR after logged measurements are collected and before uploading the logged MDT report.
If needed, co-operate with RAN1, SA2, SA5, CT4. 
Editor’s Note3: All the editor notes in the WID are to be removed before the Rel-18 SON/MDT WI starts, e.g., at RAN#96.
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