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<Start of Change 1>
12.3.1.4	Initiation/Cease of SLSS transmissions with SyncRef UE as synchronization reference source
The requirements apply when SyncRef UE is used as synchronization reference source and when the UE is
· in any cell selection state, or
· out of coverage on the V2X sidelink carrier and is associated with a serving cell on a non-V2X sidelink carrier,
and when the conditions for SLSS transmissions specified in TS 38.331[2] are met and when SyncRef UE is used as synchronization reference source and if syncTxThreshOoC is included in the preconfigured V2X parameters.
The UE shall be capable of measuring the PSBCH-RSRP of the selected SyncRef UE used as synchronization reference source and evaluate it to initiate/cease SLSS transmissions within Tevaluate,SLSS, as shown in Table 12.3.1.4-1.
Table 12.3.1.4-1: Tevaluate,SLSS when SyncRef UE is used as synchronization reference source
	SL-DRX cycleNote 1 [ms]
	Tevaluate,SLSS [ms]

	No SL-DRX
	4 x S-SSB periods

	SL-DRX cycle ≤ 160ms
	4 x max(S-SSB periodsicity, SL-DRX cycle) 

	SL-DRX cycle > 160ms
	4 x SL-DRX cycle

	Note 1:	If multiple SL-DRX cycles are configured for SL UE, the SL-DRX cycle in the requirement is the shortest one. When the shortest SL-DRX cycle UE used changes, the requirements do not apply to the time of transition.



If higher layer filtering for PSBCH-RSRP measurements is pre-configured, an additional delay in evaluation to initiate/cease SLSS transmissions can be expected.
For the selected SyncRef UE as defined in TS 38.331 [2] used to derive transmission timing for V2X sidelink communication:
-	PSBCH-RSRP related side conditions given in Clause 12.4 for a corresponding Band are fulfilled,
-	V2X S-SSB_RP and S-SSB Ês/Iot according to Annex B. 4 for a corresponding Band are fulfilled.
<End of Change 1>



