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[bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change>>
[bookmark: _Toc21098346][bookmark: _Toc29470573][bookmark: _Toc37141941][bookmark: _Toc37141992][bookmark: _Toc37142044][bookmark: _Toc37269047][bookmark: _Toc37269090][bookmark: _Toc45907613][bookmark: _Toc52564795][bookmark: _Toc60857171][bookmark: _Toc60857242][bookmark: _Toc61185242][bookmark: _Toc61185322][bookmark: _Toc61185370][bookmark: _Toc66390474][bookmark: _Toc66390576][bookmark: _Toc68701986][bookmark: _Toc68702473][bookmark: _Toc68702591][bookmark: _Toc68702696][bookmark: _Toc68702775][bookmark: _Toc74643111][bookmark: _Toc76540675][bookmark: _Toc82415024][bookmark: _Toc89937925][bookmark: _Toc98752886]5.3	Additional NR SUL configurations for NR frequency range 1
Requirements for a Rel-16 17 UE for additional NR SUL configurations within FR1 compared to TS 38.101-1 of Rel-16 17 [2] are introduced via this clause.
When a UE is configured with both NR UL and NR SUL carriers in a serving cell with active transmission either on the UL carrier or SUL carrier, the release independent features in clause 5.1 are applicable for the UL carrier and the SUL carrier, respectively.
Table 5.3-1: NR SUL within FR1
	Feature
	DL/UL
	number of bands
	number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the SUL configuration was introduced)

	Inter-band SUL configurations within NR FR1
	DL
	13
	23
	A, C
	TDD, FDD, FDD and TDD
	Rel-15
	Table B.4.3-1

	
	UL
	2
	23
	A, C
	TDD and SUL, FDD and SUL
	Rel-15
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[bookmark: _Toc21098369][bookmark: _Toc29470596][bookmark: _Toc37141964][bookmark: _Toc37142015][bookmark: _Toc37142067][bookmark: _Toc37269070][bookmark: _Toc37269113][bookmark: _Toc45907636][bookmark: _Toc52564818][bookmark: _Toc60857198][bookmark: _Toc60857269][bookmark: _Toc61185268][bookmark: _Toc61185348][bookmark: _Toc61185396][bookmark: _Toc66390502][bookmark: _Toc66390604][bookmark: _Toc68702014][bookmark: _Toc68702500][bookmark: _Toc68702618][bookmark: _Toc68702723][bookmark: _Toc68702802][bookmark: _Toc74643138][bookmark: _Toc76540702][bookmark: _Toc82415051][bookmark: _Toc89937954][bookmark: _Toc98752915]B.4.3	Common UE RF requirements for SUL
The requirements and test cases listed in Table B.4.3-1 are specified in REL-16 17 version of TS 38.101-1 [2].
Table B.4.3-1: Common UE RF requirements for a release independent SUL
	Clause
	Description

	5.2
	Operating bands

	5.2C
	Operating band combination for SUL

	5.4.2.1
	NR-ARFCN and channel raster (7.5kHz frequency shift for SUL)

	5.5C
	Configurations for SUL

	6.2C
	Transmitter power for SUL

	6.4.2.2
	Carrier leakage (7.5 kHz shift with the carrier frequency.)

	7.3.3
	ΔRIB,c

	7.3C
	Reference sensitivity for SUL

	7.6C
	Blocking characteristics for SUL
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