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[bookmark: _Toc535476155]<Start of change1>
8.5.1	Introduction

The UE shall assess the downlink radio link quality of a serving cell based on the reference signal in the set  as specified in TS 38.213 [3] in order to detect beam failure on:
-	PCell in SA, NR-DC, or NE-DC operation mode,
-	PSCell in NR-DC and EN-DC operation mode,
-	SCell in SA, NR-DC, NE-DC or EN-DC operation mode,
-	Deactivated PSCell in NR-DC and EN-DC operation mode
<End of change1>






The RS resource configurations in the set  on PCell, PSCell or deactivated PSCell (if is configured) can be periodic CSI-RS resources and/or SSBs. RS resource configuration in the set  on SCell shall be periodic CSI-RS. UE is not required to perform beam failure detection outside the active DL BWP. UE is not required to meet the requirements in clause 8.5.2 and 8.5.3 if UE does not have set . UE is not required to perform beam failure detection on a deactivated SCell, and also not required to perform beam failure detection on resources which is implicitly configured for a deactivated SCell. When more than 2 periodic CSI-RS resources on a CC are configured in the set  for current SCell or implicitly configured in the set  for other SCell, it is up to UE implementation to select two of CSI-RS resources in active BWP in current CC to perform beam failure detection. UE is not required to perform beam failure detection on a SCell on which  is not configured. 

On each RS resource configuration in the set , the UE shall estimate the radio link quality and compare it to the threshold Qout_LR for the purpose of accessing downlink radio link quality of the serving cell beams.
When a CORESET that the UE uses for monitoring PDCCH includes two TCI states and the UE is provided sfnSchemePdcch set to 'sfnSchemeA' or 'sfnSchemeB', the UE shall estimate the downlink radio link quality and compare it to the single thresholds Qout_LR for the purpose of accessing downlink radio link quality of the serving cell beams. How to compute the single hypothetical PDCCH SNR based on two active TCI states is upto UE implementation.

[bookmark: _Hlk14858925]The threshold Qout_LR is defined as the level at which the downlink radio level link of a given resource configuration on set  cannot be reliably received and shall correspond to the BLERout = 10% block error rate of a hypothetical PDCCH transmission. For SSB based beam failure detection, Qout_LR_SSB is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.5.2.1-1. For CSI-RS based beam failure detection, Qout_LR_CSI-RS is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.5.3.1-1.



Upon request the UE shall deliver configuration indexes from the set as specified in TS 38.213 [3] , to higher layers,  and the corresponding L1-RSRP measurement provided that the measured L1-RSRP is equal to or better than the threshold Qin_LR, which is indicated by higher layer parameter rsrp-ThresholdSSB. The UE applies the Qin_LR threshold to the L1-RSRP measurement obtained from an SSB. The UE applies the Qin_LR threshold to the L1-RSRP measurement obtained for a CSI-RS resource after scaling a respective CSI-RS reception power with a value provided by higher layer parameter powerControlOffsetSS. The RS resource configurations in the set  can be periodic CSI-RS resources or SSBs or both SSB and CSI-RS resources. UE is not required to perform candidate beam detection outside the active DL BWP. UE is not required to perform candidate beam detection on a SCell on which  is not configured.
<Start of change2>
[bookmark: OLE_LINK10][bookmark: OLE_LINK11]For a deactivated SCG, the UE maycan be provided via an RRC reconfiguration message with tci-info activated TCI states for PDCCH/PDSCH reception at the transition from deactivated SCG to activated SCG while the SCG is deactivated. After the reception of the RRC reconfiguration message the UE shall perform the BFD on the PSCellserving cell of the deactivated SCG using the activated TCI states accroding to tci-info specified in clause 6.3.2 in TS38.331[2]. provided for the PDCCH reception at the transition from deactivated SCG to activated SCG.
<End of change2>
<Start of change3>
8.10.2	Known conditions for TCI state
The TCI state is known if the following conditions are met:
-	During the period from the last transmission of the RS resource used for the L1-RSRP measurement reporting for the target TCI state to the completion of active TCI state switch, where the RS resource for L1-RSRP measurement is the RS in target TCI state or QCLed to the target TCI state
-	TCI state switch command is received within 1280 ms upon the last transmission of the RS resource for beam reporting or measurement 
-	The UE has sent at least 1 L1-RSRP report for the target TCI state before the TCI state switch command
-	The TCI state remains detectable during the TCI state switching period
[bookmark: _Hlk18067072]-	The SSB associated with the TCI state remain detectable during the TCI switching period
-	SNR of the TCI state ≥ -3dB
-	If it is configured to perform BFD while the SCG is deactivated
-	During the period from the PSCell deactivation to the completion of PSCell activation, while PSCell was deactivated, 
-	UE has not detected beam failure
Otherwise, the TCI state is unknown.
<End of change3>
<Start of change4>
8.17.2	SCG Activation Delay Requirement
The requirements in this clause shall apply for the UE configured with one deactivated SCG in NR-DC and when PScell in one SCG is being activated.
The delay within which the UE shall be able to activate the deactivated SCG depends upon the specified conditions.
Upon receiving SCG activation command in slot n, the UE shall be capable to transmit PRACH preamble or PUCCH towards PSCell no later than in slot  , 
where:
	Tactivation_time = TRRC_delay + Tprocessing + Tsearch + T∆ + TIU + 2 ms
TRRC_delay is the RRC procedure delay as specified in TS 38.331 [2].
	Tprocessing is the SW processing time needed by UE, including RF warm up period. When PSCell is activated from deactivated state, if any PSCell parameter is modified, Tprocessing = [20ms]. Otherwise, Tprocessing = [5 or 10ms].
Tsearch is the time for AGC settling and PSS/SSS detection.
For RACH based PSCell activation, if the target cell is a known NR FR2 PSCell, Tsearch = 0 ms. If the target cell is an unknown FR2 PSCell and Es/Iot ≥ -2 dB, then Tsearch = 24* Trs ms.
[bookmark: OLE_LINK12][bookmark: OLE_LINK13]For RACH-less based PSCell activation, if RLM and BFD are configured and TCI state is known no failure is detected, Tsearch = 0 ms if the target cell is a known FR2 PScell. There are no requirements if PSCell is unknown.
	T∆ is time for fine time tracking and acquiring full timing information of the target PSCell. T∆ = 1*Trs ms. 
	TIU: When RACH based PSCell activation is configured, it is the delay uncertainty in acquiring the first available PRACH occasion in the PSCell. TIU is up to the summation of SSB to PRACH occasion association period and 10 ms. SSB to PRACH occasion associated period is defined in Table 8.1-1 of TS 38.213 [3].
When RACH-less based PSCell activation is configured, it is the uncertainty in acquiring the first PUSCH transmission occasion [or SR on PUCCH]. TIU is up to the summation of SSB to PUCCH occasion association period and 10 ms. SSB to PUCCH occasion associated period is defined in Table 8.1-1 of TS 38.213 [3].
Trs is the SMTC periodicity of the PSCell if the UE has been provided with an SMTC configuration for the target cell in PSCell addition message, otherwise Trs is the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing. If the UE is not provided SMTC configuration or measurement object on this frequency, the requirement in this clause is applied with Trs = 5 ms assuming the SSB transmission periodicity is 5 ms. There is no requirement if the SSB transmission periodicity is not 5
In FR1 and FR2, the PSCell is known if it has been meeting the following conditions:
-	During the last 5 seconds before the reception of the SCG activation command:
-	the UE has sent a valid measurement report for the PSCell being activated and
-	One of the SSBs measured from the PSCell being activated remains detectable according to the cell identification conditions specified in clause 9.3.
-	One of the SSBs measured from PSCell being activated also remains detectable during the PSCell activation delay Tconfig_PSCell according to the cell identification conditions specified in clause 9.3.
otherwise it is unknown.
If the UE is configured to perform BFD while the SCG is deactivated
-	The TCI state is known if the following conditions are met:
-	During the period from the PSCell deactivation to the completion of PSCell activation, while PSCell was deactivated, 
-	UE has not detected beam failure
Otherwise, the TCI state is unknown.
The PCell interruption specified in clause 8.2 is allowed only during the RRC reconfiguration procedure [2].
<End of change4>
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