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<Start of modified section 1>
12.2.5	Inter-carrier concurrent operation / Measurement configuration and reporting via PC5 RRC
12.2.5.1 to 12.2.5.2	
12.2.5.1	Inter-carrier concurrent operation / Measurement configuration and reporting via PC5 RRC / SL-RSRP measurement configuration
12.2.5.1.1	Test Purpose (TP)
(1)
with { UE is on connected state. UE has established PC5 RRC connection with peer UE on unicast sidelink }
ensure that {
  when { UE receives an RRCReconfiguration message which provides SL-RSRP measurement configuration. }
    then { UE sends a RRCReconfigurationSidelink message to peer UE. }
            }

12.2.5.1.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.331 [22], subclause 5.8.2. Unless otherwise stated these are Rel-16 requirements. 
[TS 38.331, clause 5.3.5.3]
The UE shall perform the following actions upon reception of the RRCReconfiguration, or upon execution of the conditional reconfiguration (CHO or CPC):
…
1>	if the RRCReconfiguration message includes the sl-ConfigDedicatedNR:
2>	perform the sidelink dedicated configuration procedure as specified in 5.3.5.14;
…
1>	else (RRCReconfiguration was received via SRB1):
2>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
…
[TS 38.331, clause 5.3.5.14]
Upon initiating the procedure, the UE shall:
…
1>	if sl-MeasConfigInfoToAddModList is included in sl-ConfigDedicatedNR within RRCReconfiguration:
2>	for each sl-DestinationIndex included in the received sl-MeasConfigInfoToAddModList that is part of the current stored NR sidelink measurement configuration:
3>	reconfigure the entry according to the value received for this sl-DestinationIndex from the stored NR sidelink measurement configuration information;
2>	for each sl-DestinationIndex included in the received sl-MeasConfigInfoToAddModList that is not part of the current stored NR sidelink measurement configuration:
3>	add a new entry for this sl-DestinationIndex to the stored NR sidelink measurement configuration.
[TS 38.331, clause 5.8.9.1.1]



Figure 5.8.9.1.1-1: Sidelink RRC reconfiguration, successful


Figure 5.8.9.1.1-2: Sidelink RRC reconfiguration, failure
The purpose of this procedure is to modify a PC5-RRC connection, e.g. to establish/modify/release sidelink DRBs, to (re-)configure NR sidelink measurement and reporting, to (re-)configure sidelink CSI reference signal resources and CSI reporting latency bound.
The UE may initiate the sidelink RRC reconfiguration procedure and perform the operation in sub-clause 5.8.9.1.2 on the corresponding PC5-RRC connection in following cases:
…
-	the (re-)configuration of the peer UE to perform NR sidelink measurement and report.
…
In RRC_CONNECTED, the UE applies the NR sidelink communications parameters provided in RRCReconfiguration (if any). In RRC_IDLE or RRC_INACTIVE, the UE applies the NR sidelink communications parameters provided in system information (if any). For other cases, UEs apply the NR sidelink communications parameters provided in SidelinkPreconfigNR (if any). When UE performs state transition between above three cases, the UE applies the NR sidelink communications parameters provided in the new state, after acquisition of the new configurations. Before acquisition of the new configurations, UE continues applying the NR sidelink communications parameters provided in the old state.
[TS 38.331, clause 5.8.9.1.2]
The UE shall set the contents of RRCReconfigurationSidelink message as follows:
…
1>	set the sl-MeasConfig as follows:
2>	If the frequency used for NR sidelink communication is included in sl-FreqInfoToAddModList in sl-ConfigDedicatedNR within RRCReconfiguration message or included in sl-ConfigCommonNR within SIB12:
3>	if UE is in RRC_CONNECTED:
4>	set the sl-MeasConfig according to stored NR sidelink measurement configuration information for this destination;
…
The UE shall submit the RRCReconfigurationSidelink message to lower layers for transmission.
[TS 38.331, clause 5.8.9.1.3]
The UE shall perform the following actions upon reception of the RRCReconfigurationSidelink:
…
1>	if the RRCReconfigurationSidelink message includes the sl-MeasConfig:
2>	perform the sidelink measurement configuration procedure as specified in 5.8.10;
…
1>	else:
2>	set the content of the RRCReconfigurationCompleteSidelink message;
3>	submit the RRCReconfigurationCompleteSidelink message to lower layers for transmission;

12.2.5.1.3	Test description
12.2.5.1.3.1	Pre-test conditions
System Simulator:
-	NR Cell
-	NR Cell 1 is the serving cell.
-	System information combination NR-14 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cell 1.
-	NR-SS-UE 
-	NR-SS-UE 1 operating as NR sidelink communication device on the resources (i.e. the frequency included in pre-configuration) that UE is expected to use for transmission and reception via PC5 interface. 
UE:
-	UE is authorised to perform NR sidelink communication.
-	The UE is equipped with below information in UE or in a USIM containing default values (as per TS 38.508-1 [4]) except for those listed in Table 12.2.5.1.3.1-1.
[bookmark: _Hlk513539233]Table 12.2.5.1.3.1-1: UE/ USIM configuration
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFUST
	
	As per TS 36.508 [18] clause 4.9.3.4
	

	EFVST
	
	Service n°119  is  "available"
	

	EFV2XP_PC5
	
	As per TS 38.508-1[4] clause 4.8.3.3.3 
SL-PreconfigurationNR  included in V2X data policy over PC5 is defined in Table 12.2.5.1.3.3-1
	



Preamble:
-	The UE is in state 3N-B as defined in TS 38.508-1 [4], subclause 4.4A, using generic procedure parameter Sidelink (On), Unicast (On), and Test Mode (On) as defined in TS 38.508-1 [4], subclause 4.5.1.
12.2.5.1.3.2	Test procedure sequence
Table 12.2.5.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message to provide sidelink measurement configuration.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmits an RRCReconfigurationSidelink message to NR-SS-UE 1 to provide sidelink measurement configuration?
	-->
	NR PC5 RRC: RRCReconfigurationSidelink
	1
	P

	4
	The NR-SS-UE 1 transmits an RRCReconfigurationCompleteSidelink message to UE.
	<--
	NR PC5 RRC: RRCReconfigurationCompleteSidelink
	-
	-



12.2.5.1.3.3	Specific message contents
Table 12.2.5.1.3.3-1: RRCReconfiguraion (Table 12.2.5.1.3.2-1, Step 1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition SIDELINK

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sl-ConfigDedicatedNR-r16 CHOICE {
	
	
	

	                setup
	SL-ConfigDedicatedNR specified in TS 38.508-1 [4] Table 4.6.6-7 with condition SL_MEAS
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 12.2.5.1.3.3-2: RRCReconfigurationSidelink (Table 12.2.5.1.3.2-1, Step 3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1A-3 with condition TX and SL_MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfigurationSidelink ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfigurationSidelink-r16 SEQUENCE {
	
	
	

	      sl-MeasConfig-r16 CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          sl-MeasObjectToRemoveList-r16
	Not present
	
	

	          sl-MeasObjectToAddModList-r16
	SL-MeasObjectList
	
	

	          sl-ReportConfigToRemoveList-r16
	Not present
	
	

	          sl-ReportConfigToAddModList-r16
	SL-ReportConfigList with condition PERIODICAL
	
	

	          sl-MeasIdToRemoveList-r16
	Not present
	
	

	          sl-MeasIdToAddModList-r16
	SL-MeasIdList
	
	

	          sl-QuantityConfig-r16
	SL-QuantityConfig
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 12.2.5.1.3.3-3: RRCReconfigurationCompleteSidelink(Table 12.2.5.1.3.2-1, Step 4)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1A-4 with condition RX


<End of modified section 1>
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