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-------- Start of changes --------
7.4A.3.5	Test requirement
The throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3 with parameters specified in Table 7.4A.3.5-1 and Table 7.4A.3.5-2 as applicable.
Table 7.4A.3.5-1: Maximum input level for 4DL CA (Intra-band contiguous)
	Rx Parameter
	Units 
	NR CA Bandwidth Class

	
	
	B
	C
	D
	

	Power in largest transmission bandwidth configuration CC, Plargest BW
	dBm
	-232-TT
	-232-TT
	-252-TT
	

	
	
	-253-TT
	-253-TT
	-273-TT
	

	Power in each other CC
	dBm
	Plargest BW +10*log{(NRB,c*SCSc)/(NRB,largest BW*SCSlargest BW)}

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum uplink configuration specified in Table 7.3.2-3 with PCMAX_L,f,c as defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is A.3.2.3 or A.3.3.3 for 64 QAM.
NOTE 3:	Reference measurement channel is A.3.2.4 or A.3.3.4 for 256 QAM.
NOTE 4:	TT for each frequency is specified in Table 7.4A.3.5-3 for each CC.



Table 7.4A.3.5-2: Maximum input level for 4DL CA (Intra-band non-contiguous, Inter-band), per CC
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90 MHz
	100
MHz

	Power in Transmission Bandwidth Configuration
	dBm
	-252-TT
	-242-TT
	-232-TT
	-222-TT
	-212-TT
	-202-TT

	
	
	-273-TT
	-263-TT
	-253-TT
	-243-TT
	-233-TT
	-223-TT

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum uplink configuration specified in Table 7.3.2-3 with PCMAX_L,f,c as defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is A.3.2.3 or A.3.3.3 for 64 QAM.
NOTE 3:	Reference measurement channel is A.3.2.4 or A.3.3.4 for 256 QAM.
NOTE 4:	TT for each frequency is specified in Table 7.4A.3.5-3 for each CC.



Table 7.4A.3.5-3: Test Tolerance (Maximum input level), per CC
	f ≤ 3.0GHz
	3.0GHz < f ≤6.0GHz

	0.7 dB
	1.0 dB



7.4B	Maximum input level for NR-DC
For inter-band NR-DC configurations, the maximum input level for the corresponding inter-band CA configuration as specified in clause 7.4A applies.
Note: For NR-DC testing, replace CA by NR-DC, PCC by PCell, and SCC by PSCell in clause 7.4A.
7.4D	Maximum input level for UL MIMO

-------- End of changes --------
