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Editor’s note: The following aspects are either missing or not yet determined:
· Measurement Uncertainty and Test Tolerance are FFS for power class 1, 2 and 4.
· The test case is incomplete for band n259.
6.4.2.2.1	Test purpose
Carrier leakage expresses itself as unmodulated sine wave with the carrier frequency. It is an interference of approximately constant amplitude and independent of the amplitude of the wanted signal. Carrier leakage interferes with the sub carriers at its position (if allocated), especially, when their amplitude is small. 
The purpose of this test is to exercise the UE transmitter to verify its modulation quality in terms of carrier leakage.
6.4.2.2.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
6.4.2.2.3	Minimum conformance requirements
Carrier leakage is an additive sinusoid waveform. The carrier leakage requirement is defined for each component carrier. The measurement interval is one slot in the time domain. The relative carrier leakage power is a power ratio of the additive sinusoid waveform to the power in the modulated waveform. 
The requirement is verified with the test metric of Carrier Leakage (Link=TX beam peak direction, Meas=Link angle).
When carrier leakage is contained inside the spectrum confined within the configured UL and DL CCs, the relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2.3-1 for power class 1 UEs.
Table 6.4.2.2.3-1: Minimum requirements for relative carrier leakage power for power class 1
	Parameters
	Relative Limit (dBc)

	EIRP > 17 dBm
	-25

	4 dBm ≤ EIRP ≤ 17 dBm
	-20



When carrier leakage is contained inside the spectrum occupied by the configured UL CCs and DL CCs, the relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2.3-2 for power class 2.
Table 6.4.2.2.3-2: Minimum requirements for relative carrier leakage power for power class 2
	Parameters
	Relative Limit (dBc)

	EIRP > 6 dBm
	-25

	-13 dBm ≤ EIRP ≤ 6 dBm
	-20



When carrier leakage is contained inside the spectrum occupied by the configured UL CCs and DL CCs, the relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2.3-3 for power class 3 UEs.
Table 6.4.2.2.3-3: Minimum requirements for relative carrier leakage power for power class 3
	Parameters
	Relative Limit (dBc)

	EIRP > 0 dBm
	-25

	-13 dBm ≤ EIRP ≤ 0 dBm
	-20



When carrier leakage is contained inside the spectrum occupied by the configured UL CCs and DL CCs, the relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2.3-4 for power class 4.
Table 6.4.2.2.3-4: Minimum requirements for relative carrier leakage power for power class 4
	Parameters
	Relative Limit (dBc)

	EIRP > 11 dBm
	-25

	-13 dBm ≤ EIRP ≤11 dBm
	-20



The normative reference for this requirement is TS 38.101-2[3] clause 6.4.2.2.
<<< Start of Change>>>

When carrier leakage is contained inside the spectrum occupied by the configured UL CCs and DL CCs, the relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2.3-6 for power class 6.
Table 6.4.2.2.3-6: Minimum requirements for relative carrier leakage power for power class 6
	Parameters
	Relative Limit (dBc)

	EIRP > 7 dBm
	-25

	-6 dBm ≤ EIRP ≤ 7 dBm
	-20



<<< End of Change>>>

