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<Start of first modified section>
[bookmark: _Toc21353854][bookmark: _Toc27749473]–	MeasObjectNR-SL
Table 4.6.3-76A: MeasObjectNR-SL
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR-SL-r16 ::= SEQUENCE {
	
	
	

	  tx-PoolMeasToRemoveList-r16
	Not present
	
	

	  tx-PoolMeasToAddModList-r16 SEQUENCE (SIZE (1..maxNrofSL-PoolToMeasureNR-r16)) OF SL-ResourcePoolID-r16{
	1 entry
	
	

	    SL-ResourcePoolID-r16[1]
	SL-ResourcePoolID-r16
	entry 1
	

	  }
	
	
	

	}
	
	
	



–	MeasObjectRxTxDiff
Table 4.6.3-76B: MeasObjectRxTxDiff
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectRxTxDiff-r17 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



–	MeasObjectToAddModList
Table 4.6.3-77: MeasObjectToAddModList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectToAddModList::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	  MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	    measObjectId
	MeasObjectId
	
	

	    measObject CHOICE {
	
	
	

	      measObjectNR
	MeasObjectNR
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	MeasObjectToAddModList::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	2 entries
	
	InterRAT

	  MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	    measObjectId
	1
	
	

	    measObject CHOICE {
	
	
	

	      measObjectNR
	MeasObjectNR
	
	

	    }
	
	
	

	  }
	
	
	

	  MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	    measObjectId
	2
	
	

	    measObject CHOICE {
	
	
	

	      measObjectEUTRA
	MeasObjectEUTRA
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	InterRAT
	Configuration with at least one NR PCell and one or more E-UTRA neighbour cell(s)



<End of modified section>

