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[Start of change]
Table 6.6.2.2.4.1-3: Test Configuration Table (network signalled value "NS_04", Power Class 3)
	Initial Conditions

	Test Environment
(as specified in TS 36.508 [7] subclause 4.1)
	NC

	Test Frequencies
(as specified in TS 36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

Additional test frequencies for Rel-12 to Rel-13 and bit 2 of modifiedMPRbehavior = 0:

For 5 MHz bandwidth:
2499.6 MHz, NUL= 396896

For 10 MHz bandwidth:
2504.1 MHz, NUL= 39731

For 15 MHz bandwidth:
2510.9 MHz, NUL= 39799

For 20 MHz bandwidth:
2517.6 MHz, NUL= 39866

Additional test frequencies for Rel-12 and later and bit 2 of modifiedMPRbehavior = 1:

For 5 MHz bandwidth:
2500.6 MHz, NUL= 396986

For 10 MHz bandwidth:
2504.1 MHz, NUL= 39731

For 15 MHz bandwidth:
2510.9 MHz, NUL= 39799

For 20 MHz bandwidth:
2517.6 MHz, NUL= 39866

	Test Channel Bandwidths
(as specified in TS 36.508 [7] subclause 4.3.1)
	5MHz, 10 MHz, 15 MHz, 20MHz




[End of change]

