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< Unchanged sections omitted >
	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment
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Table 4.6.6-7BA: ReportConfigInterRAT-B2-NR(NR-Thres)
	[bookmark: _GoBack]Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-NR ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1-NR-r15 SEQUENCE{
	
	
	

	          b1-Threshold2NR-r15 CHOICE{
	
	
	

	            nr-RSRP-r15
	NR Thres
	NR Thres is an entry value into a mapping table in TS 38.133 [72]
	

	          }
	
	
	

	          reportOnLeave-r15
	FALSE
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	r1
	
	

	  reportQuantityCellNR-r15 SEQUENCE {
	
	
	

	    ss-rsrp
	TRUE
	
	

	    ss-rsrq
	FALSE
	
	

	    ss-sinr
	FALSE
	
	

	  }
	
	
	

	  maxReportRS-Index-r15
	Not present
	
	

	  reportQuantityRS-IndexNR-r15
	Not present
	
	

	  reportRS-IndexResultsNR
	Not present
	
	

	  reportSFTD-Meas-r15
	Not present
	
	

	}
	
	
	



-	ReportConfigInterRAT-B2-CDMA2000
Table 4.6.6-7C: ReportConfigInterRAT-B2-CDMA2000(EUTRA-Thres, CDMA2000-Thres)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-CDMA2000(EUTRA-Thres, CDMA2000-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2 SEQUENCE {
	
	
	

	          b2-Threshold1 CHOICE {
	
	
	

	            threshold-RSRP
	EUTRA-Thres+140
	EUTRA-Thres is actual threshold value in dBm
	

	          }
	
	
	

	          b2-Threshold2 CHOICE {
	
	
	

	            b2-Threshold2CDMA2000
	[30 (-15 dB)]
	Integer (0..63)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      Hysteresis
	[2 (1 dB)]
	INTEGER(0..30)
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  maxReportCells
	[8]
	
	

	  reportInterval
	[ms2048]
	Range: ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, min60, spare3, spare2, spare1
	

	  reportAmount
	[r1]
	Range: r1, r2, r4, r8, r16, r32, r64, infinity
	

	}
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