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[bookmark: _Toc51772945][bookmark: _Toc58245152][bookmark: _Toc68089601][bookmark: _Toc69067722][bookmark: _Toc75383270][bookmark: _Toc83706918][bookmark: _Toc90491623][bookmark: _Toc100147717]A.4.3.2B.2.0	General EN-DC capabilities
Table A.4.3.2B.2.0-1: Downlink EN-DC capabilities (for one or more of the supported EN-DC configurations)
	Item
	Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	DL EN-DC with 2 carriers
	38.101-3, 5.5B
	pc_DL_EN_DC_2CC
	

	2
	DL EN-DC with 3 carriers
	38.101-3, 5.5B
	pc_DL_EN_DC_3CC
	

	3
	DL EN-DC with 4 carriers
	38.101-3, 5.5B
	pc_DL_EN_DC_4CC
	

	4
	DL EN-DC with 5 carriers
	38.101-3, 5.5B
	pc_DL_EN_DC_5CC
	

	5
	DL EN-DC with 6 carriers
	38.101-3, 5.5B
	pc_DL_EN_DC_6CC
	

	6
	DL EN-DC with 7 carriers
	38.101-3, 5.5B
	pc_DL_EN_DC_7CC
	

	7
	DL EN-DC with 8 carriers
	38.101-3, 5.5B
	pc_DL_EN_DC_8CC
	



Table A.4.3.2B.2.0-1A: Downlink EN-DC capabilities (number of NR DL carriers)
	Item
	Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	DL EN-DC with 1 NR DL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_DL_1CC
	

	2
	DL EN-DC with 2 NR DL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_DL_2CC
	

	3
	DL EN-DC with 3 NR DL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_DL_3CC
	

	4
	DL EN-DC with 4 NR DL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_DL_4CC
	

	5
	DL EN-DC with 5 NR DL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_DL_5CC
	

	6
	DL EN-DC with 6 NR DL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_DL_6CC
	

	7
	DL EN-DC with 7 NR DL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_DL_7CC
	



Table A.4.3.2B.2.0-2: Uplink EN-DC capabilities (for one or more of the supported EN-DC configurations)
	Item
	Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL EN-DC with 2 carriers
	38.101-3, 5.5B
	pc_UL_EN_DC_2CC
	

	2
	UL EN-DC with 3 carriers
	38.101-3, 5.5B
	pc_UL_EN_DC_3CC
	

	3
	UL EN-DC with 4 carriers
	38.101-3, 5.5B
	pc_UL_EN_DC_4CC
	

	4
	UL EN-DC with 5 carriers
	38.101-3, 5.5B
	pc_UL_EN_DC_5CC
	

	5
	UL EN-DC with 6 carriers
	38.101-3, 5.5B
	pc_UL_EN_DC_6CC
	

	6
	UL EN-DC with 7 carriers
	38.101-3, 5.5B
	pc_UL_EN_DC_7CC
	

	7
	UL EN-DC with 8 carriers
	38.101-3, 5.5B
	pc_UL_EN_DC_8CC
	



Table A.4.3.2B.2.0-2A: Uplink EN-DC capabilities (number of NR UL carriers)
	Item
	Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL EN-DC with 1 NR UL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_UL_1CC
	

	2
	UL EN-DC with 2 NR UL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_UL_2CC
	

	3
	UL EN-DC with 3 NR UL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_UL_3CC
	

	4
	UL EN-DC with 4 NR UL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_UL_4CC
	

	5
	UL EN-DC with 5 NR UL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_UL_5CC
	

	6
	UL EN-DC with 6 NR UL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_UL_6CC
	

	7
	UL EN-DC with 7 NR UL carriers
	38.101-3, 5.5B
	pc_EN_DC_NR_UL_7CC
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