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[bookmark: _Toc524968914][bookmark: _Toc524968908][bookmark: _Toc75510019][bookmark: _Toc68538436][bookmark: _Toc36713251][bookmark: _Toc90971497][bookmark: _Toc36713654][bookmark: _Toc52217967][bookmark: _Toc58499579]<<< START OF CHANGES >>>
[bookmark: _Toc84514253][bookmark: _Toc84513689]4.6.1.7	EN-DC FR1 event-triggered reporting without gap in DRX for UE configured with highSpeedMeasFlag-r16
4.6.1.7.1	Test purpose
This test is to verify that the UE makes correct reporting of an event for UE configured with highSpeedMeasFlag-r16. This test will partly verify the intra-frequency cell search requirements in TS 38.133 [6] clause 9.2.5.1 and 9.2.5.2.
4.6.1.7.2	Test applicability
This test applies to all types of E-UTRA UE release 165 and forward, supporting EN-DC FR1 and long DRX cycle.
<< UNCHANGED TEXT SKIPPED >>
[bookmark: _Toc84513709][bookmark: _Toc75992865][bookmark: _Toc76018642][bookmark: _Toc84514273][bookmark: _Toc75989759]4.6.4.5	EN-DC FR1 SSB-based L1-RSRP measurement in DRX for UE configured with highSpeedMeasFlag-r16
4.6.4.5.1	Test purpose
To verify that the UE makes correct reporting of L1-RSRP measurement when UE is configured with highSpeedMeasFlag-r16. 
To verify the L1-RSRP measurement requirements for UE configured with highSpeedMeasFlag-r16 in TS 38.133 [6] clause 9.5.4.1.
4.6.4.5.2	Test applicability
This test applies to all types of E-UTRA UE release 165 and forward, supporting EN-DC FR1, HST enhancement and long DRX cycle.
<< UNCHANGED TEXT SKIPPED >>
6.1.2.5	NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRA for UE configured with highSpeedMeasFlag-r16
6.1.2.5.1	Test purpose
This test is to verify the requirement for the NR to E-UTRAN inter-RAT cell reselection requirements specified in TS 38.133 [6] clause 4.2.2.5 when the E-UTRAN cell is of lower priority.
6.1.2.5.2	Test applicability
This test applies to all types of NR UE from Release 165 onwards and supporting measurement enhancements in high speed scenario.
<< UNCHANGED TEXT SKIPPED >>
6.6.1.7	NR SA FR1 event-triggered reporting without gap in DRX for UE configured with highSpeedMeasFlag-r16
6.6.1.7.1	Test purpose 
To verify the UE’s ability to make a correct reporting of an event within intra-frequency cell search without gap under DRX for UE configured with highSpeedMeasFlag-r16.
6.6.1.7.2	Test applicability
This test applies to all types of NR UE release 165 onwards that supports measurement enhancements in high speed scenario.
<< UNCHANGED TEXT SKIPPED >>
6.6.3.3	NR SA FR1 – E-UTRAN event-triggered reporting in DRX for UE configured with highSpeedMeasFlag-r16
6.6.3.3.1	Test purpose
This test is to verify that the UE makes correct event-triggered reporting of inter-RAT E-UTRAN measurements when operating in standalone (SA) operation with PCell in FR1 when DRX is used under the cell search and measurement requirements for UE configured with RRM enhancement for high speed.
6.6.3.3.2	Test applicability
This test applies to all types of NR UE supporting SA FR1 configured with RRM enhancement for high speed from Release 1615 onwards.
<< UNCHANGED TEXT SKIPPED >>
6.6.4.5	NR SA FR1 SSB-based L1-RSRP measurement in DRX for UE configured with highSpeedMeasFlag-r16
6.6.4.5.1	Test purpose
To verify that the UE makes correct reporting of L1-RSRP measurement in DRX within L1-RSRP measurement requirements for UE configured with highSpeedMeasFlag-r16 in TS 38.133 clause 9.5.4.1
6.6.4.5.2	Test applicability
This test applies to all types of NR UE release 1615 and forward supporting 5GS NR SA FR1, measurement enhancements in high speed scenario and long DRX cycle
<< UNCHANGED TEXT SKIPPED >>
8.2.1.2	E-UTRA - NR FR1 Cell reselection to lower priority NR target Cell in FR1 for UE configured with highSpeedInterRAT-NR-r16
8.2.1.2.1	Test purpose
The purpose of this test is to verify the requirement for the E-UTRAN to NR inter-RAT cell reselection requirements specified in TS 36.133 [23] clause 4.2.2.5.6.
8.2.1.2.2	Test applicability
This test applies to all types of NR UE configured with highSpeedInterRAT-NR-r16 from Release 165 onwards.
<< UNCHANGED TEXT SKIPPED >>
8.4.2.9	E-UTRA event triggered reporting of a NR FR1 neighbour cell with SSB time index detection in DRX for UE configured with highSpeedInterRAT-NR-r16
8.4.2.9.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event and to verify partly the NR inter-RAT cell search requirements for E-UTRA FDD - NR FR1 measurements given in TS 36.133 [23] clause 8.1.2.4.21 and for E-UTRAN TDD - NR FR1 measurements given in TS 36.133 [23] clause 8.1.2.4.22 when UE is configured with highSpeedInterRAT-NR-r16.
8.4.2.9.2	Test applicability
This test applies to all E-UTRA UEs capable of NR measurements and configured with highSpeedInterRAT-NR-r16 from release 165 onwards.
<< END OF CHANGES >>

