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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc21351558][bookmark: _Toc29807140][bookmark: _Toc36648854][bookmark: _Toc36651579][bookmark: _Toc37256513][bookmark: _Toc37256854][bookmark: _Toc45890560][bookmark: _Toc45891784][bookmark: _Toc45892194][bookmark: _Toc45892604][bookmark: _Toc52353017][bookmark: _Toc53174840][bookmark: _Toc61378154][bookmark: _Toc61378629][bookmark: _Toc67953819][bookmark: _Toc68733486][bookmark: _Toc68784802][bookmark: _Toc76736758][bookmark: _Toc77241170][bookmark: _Toc77241675][bookmark: _Toc83743051][bookmark: _Toc83909572][bookmark: _Toc91071539]6.2B.1.1	Intra-band contiguous EN-DC
The following UE Power Classes define the total maximum output power for any transmission bandwidth(s) of the CG(s) configured.
The maximum output power is measured as the total maximum output power across the UE antenna connector(s). The period of measurement shall be at least one sub frame.
693
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3GPP
Table 6.2B.1.1-1: Maximum output power for EN-DC (continuous sub-blocks)
	EN-DC configuration
	Power class 1.5
(dBm)
	Tolerance
(dB)
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_(n)3AA3
	
	
	
	
	23
	+2/-3

	DC_(n)5AA3
	
	
	
	
	23
	+2/-3

	DC_(n)7AA3
	
	
	
	
	23
	+2/-3

	DC_(n)12AA3
	
	
	
	
	23
	+2/-3

	DC_(n)71AA
	
	
	
	
	23
	+2/-3

	DC_(n)38AA3
	
	
	
	
	23
	+2/-3

	DC_(n)41AA
	29
	+2/-31
	26
	+2/-31
	23
	+2/-31

	DC_(n)48AA3
	
	
	
	
	23
	+2/-3

	DC_(n)66AA3
	
	
	
	
	23
	+2/-3

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB An uplink DC configuration in which the band has NOTE 3 in Table 6.2.1-1 in TS 38.101-1 or NOTE 2 in Table 6.2.2-1 in TS 36.101 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of at least one of the bands are confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	Power Class 3 is the default power class unless otherwise stated.
NOTE 3:	Only single switched UL is supported.




If UE supports a different power class than the default UE power class for EN-DC band combination, and the supported power class enables higher maximum output power than that of the default power class:
-	if the E-UTRA UL/DL configuration is 0 or 6; or
-	if the E-UTRA UL/DL configuration is 1 and special subframe configuration is 0 or 5; or
-	if the IE p-maxUE-FR1-r15 as defined in TS 36.331 [8] is provided and set to the maximum output power of the default power class or lower;
-	apply all requirements for the default power class, and set the configured transmitted power as specified in clause 6.2B.4;
[bookmark: _Toc21351559][bookmark: _Toc29807141][bookmark: _Toc36648855][bookmark: _Toc36651580][bookmark: _Toc37256514][bookmark: _Toc37256855]-	else
-	if the UE does not support a power class with higher maximum output power than power class 2; or
-	if the E-UTRA UL/DL configuration is not 2 or 4 or 5; or
-	if the field of UE IE maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.331 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 25% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE IE maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 0.5*maxUplinkDutyCycle-PC2-FR1 (The exact evaluation period is no less than one radio frame); or
-	if the IE P-Max as defined in TS 38.331 [9] is provided and set to the maximum output power of the power class 2 or lower;
	- apply all requirements for the power class 2 and set the configured transmitted power as specified in clause 6.2B.4;
-	else
-	apply all requirements for the supported power class, and set the configured transmitted power class as specified in clause 6.2B.4;
[bookmark: _Toc45890561][bookmark: _Toc45891785][bookmark: _Toc45892195][bookmark: _Toc45892605][bookmark: _Toc52353018][bookmark: _Toc53174841][bookmark: _Toc61378155][bookmark: _Toc61378630][bookmark: _Toc67953820][bookmark: _Toc68733487][bookmark: _Toc68784803][bookmark: _Toc76736759][bookmark: _Toc77241171][bookmark: _Toc77241676][bookmark: _Toc83743052][bookmark: _Toc83909573][bookmark: _Toc91071540]6.2B.1.2	Intra-band non-contiguous EN-DC
Table 6.2B.1.2-1: Maximum output power for EN-DC (non-continuous sub-blocks)
	EN-DC configuration
	Power class 1.5
(dBm)
	Tolerance
(dB)
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_2A_n2A4
	
	
	
	
	23
	+2/-3

	DC_3A_n3A
	
	
	
	
	23
	+2/-3

	DC_5A_n5A4
	
	
	
	
	23
	+2/-3

	DC_7A_n7A4
	
	
	
	
	23
	+2/-3

	DC_48A_n48A4
	
	
	
	
	23
	+2/-3

	DC_41A_n41A
	29
	+2/-31
	26
	+2/-31
	23
	+2/-31

	DC_66A_n66A4
	
	
	
	
	23
	+2/-3

	DC_71A_n71A4
	
	
	
	
	23
	+2/-3

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.An uplink DC configuration in which the band has NOTE 3 in Table 6.2.1-1 in TS 38.101-1 or NOTE 2 in Table 6.2.2-1 in TS 36.101 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of at least one of the bands are confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	Void.
NOTE 3:	Power Class 3 is the default power class unless otherwise stated.
NOTE 4:	Only single switched UL is supported.



If UE supports a different power class than the default UE power class for EN-DC band combination, and the supported power class enables higher maximum output power than that of the default power class:
-	if the E-UTRA UL/DL configuration is 0 or 6; or
-	if the E-UTRA UL/DL configuration is 1 and special subframe configuration is 0 or 5; or
-	if the IE p-maxUE-FR1-r15 as defined in TS 36.331 [8] is provided and set to the maximum output power of the default power class or lower;
-	apply all requirements for the default power class, and set the configured transmitted power as specified in clause 6.2B.4;
-	else
-	if the UE does not support a power class with higher maximum output power than power class 2; or
-	if the E-UTRA UL/DL configuration is not 2 or 4 or 5; or
-	if the field of UE IE maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.331 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 25% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE IE maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 0.5*maxUplinkDutyCycle-PC2-FR1 (The exact evaluation period is no less than one radio frame); or
-	if the IE P-Max as defined in TS 38.331 [9] is provided and set to the maximum output power of the power class 2 or lower;
	- apply all requirements for the power class 2 and set the configured transmitted power as specified in clause 6.2B.4;
-	else
-	apply all requirements for the supported power class, and set the configured transmitted power class as specified in clause 6.2B.4;

==============================================================
<< End of changes >>




