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[bookmark: _Toc97737176]------ Start of change -----------
[bookmark: _Toc106094121]6.5.5	Receiver spurious emissions
[bookmark: _Toc106094122]6.5.5.1	General
The receiver spurious emissions power is the power of emissions generated or amplified in a receiver unit that appear at the antenna connector. The requirements only apply to repeater type 1-C for TDD operation.
For each antenna connectors on BS-side and UE-side supporting both RX and TX in TDD, the requirements apply during the transmitter OFF state. For antenna connectors both BS-side and UE-side in FDD, the RX spurious emissions requirements are superseded by the TX spurious emissions requirements, as specified in clause 6.5.4.
For multi-band connectors that both transmit and receive in operating band supporting TDD, RX spurious emissions requirements are applicable during the TX OFF state, and are subject to exclusion zones in each supported operating band.
For Band n41 and n90 operation in Japan, the sum of receiver spurious emissions requirements over all antenna connectors for repeater type 1-C shall not exceed minimum requirements defined in clause 6.5.5.2.
[bookmark: _Toc13080261][bookmark: _Toc29811760][bookmark: _Toc36817312][bookmark: _Toc37260229][bookmark: _Toc37267617][bookmark: _Toc44712219][bookmark: _Toc45893532][bookmark: _Toc53178254][bookmark: _Toc53178705][bookmark: _Toc61178931][bookmark: _Toc61179401][bookmark: _Toc67916697][bookmark: _Toc74663295][bookmark: _Toc82621835][bookmark: _Toc90422682][bookmark: _Toc106094123]6.5.5.2	Minimum requirements
The receiver spurious emissions requirements for repeater type 1-C are that for each antenna connector, the power of emissions shall not exceed the value specified in table 6.5.5.2-1. 

Table 6.5.5.2-1: Repeater type 1-C receiver spurious emissions minimum requirementslimits
	Spurious frequency range
	Minimum requirementsBasic limits
	Measurement bandwidth
	Note

	30 MHz – 1 GHz
	-57 dBm
	100 kHz
	Note 1

	1 GHz – 12.75 GHz
	-47 dBm
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-47 dBm
	1 MHz
	Note 1, Note 2, Note 3, Note 5

	12.75 GHz ‑ 26 GHz
	-47 dBm
	1 MHz
	Note 1, Note 2, Note 6

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [5], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [5], s2.5 table 1.
NOTE 3:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz.
NOTE 4:	The frequency range from ΔfOBUE below the lowest frequency of the repeater transmitter operating band to ΔfOBUE above the highest frequency of the repeater transmitter operating band may be excluded from the requirement. ΔfOBUE is defined in clause 6.5.1. For multi-band connectors, the exclusion applies for all supported operating bands.
NOTE 5:	Does not apply for band n104.
NOTE 6:	Applies only for band n104.



------ End of change -----------

