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[bookmark: _Toc21127431][bookmark: _Toc29811637][bookmark: _Toc36817189][bookmark: _Toc37260105][bookmark: _Toc37267493][bookmark: _Toc44712095][bookmark: _Toc45893408][bookmark: _Toc53178135][bookmark: _Toc53178586][bookmark: _Toc61178812][bookmark: _Toc61179282][bookmark: _Toc67916578]<Start of the change>
[bookmark: _Toc97562285][bookmark: _Toc104122512][bookmark: _Toc104205463][bookmark: _Toc104206670][bookmark: _Toc104503630][bookmark: _Toc106127561]6.2.3	UE additional maximum output power reduction 
[bookmark: _Toc84413584][bookmark: _Toc84404975][bookmark: _Toc83580466][bookmark: _Toc76718156][bookmark: _Toc76509166][bookmark: _Toc75467144][bookmark: _Toc69084134][bookmark: _Toc68230721][bookmark: _Toc61372780][bookmark: _Toc61367397][bookmark: _Toc45888752][bookmark: _Toc45888153][bookmark: _Toc97562286][bookmark: _Toc104122513][bookmark: _Toc104205464][bookmark: _Toc104206671][bookmark: _Toc104503631][bookmark: _Toc106127562]6.2.3.1	General
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR satellite band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [6].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2.3 is defined in 3GPP TS 38.101-1 [5] clause 6.2.2. In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.
Table 6.2.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. The mapping of NR satellite band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.1-1A.
[bookmark: _Hlk516051685]Table 6.2.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR satellite Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2-1
	5, 10, 15, 20
	Table 5.3.2-1 in 3GPP TS 38.101-1 [5]
	N/A

	NS_24
	6.5.3.3.13 in 3GPP TS 38.101-1 [5]
	n256
	5, 10, 15, 20
	Table 6.2.3.15-1 in 3GPP TS 38.101-1 [5]
	Clause 6.2.3.7 in 3GPP TS 38.101-1 [5]2

	NS_57N
	6.5.3.3.2
	n255
	5, 10, 15, 20
	
	N/A

	NS_100
	6.5.2.4.2 in 3GPP TS 38.101-1 [5]
	n2561
	
	
	Table
6.2.3.1-2 in 3GPP TS 38.101-1 [5]

	NOTE 1:	This NS can be signalled for NR bands that have UTRA services deployed.
NOTE 2: 	A-MPR for the upper 5 MHz of the band is not specified, and therefore shall be used as a guard band.


[The NS_01 label with the field additionalPmax [8] absent is default for all NTN satellite bands.]

Table 6.2.3.1-1A: Mapping of network signalling label
	NR satellite band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n256
	NS_01
	NS_24
	NS_100
	
	
	
	
	

	n255
	NS_01
	NS_57N
	
	
	
	
	
	

	NOTE:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of 3GPP TS 38.331 [8].
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[bookmark: _Toc97562287][bookmark: _Toc104122514][bookmark: _Toc104205465][bookmark: _Toc104206672][bookmark: _Toc104503632][bookmark: _Toc106127563]6.2.4	Configured transmitted power 
The requirements for configured transmitted power defined in subclause 6.2.4 of 3GPP TS 38.101-1 [5] clause 6.2.4 shall applyare applied to NTN satellite UE.

<End of the change>

<Start of the change>
[bookmark: _Toc97562291][bookmark: _Toc104122518][bookmark: _Toc104205469][bookmark: _Toc104206676][bookmark: _Toc104503636][bookmark: _Toc106127567]6.3.3	Transmit ON/OFF time mask
The requirements for transmit ON/OFF time mask defined in 3GPP TS 38.101-1 [5] clause 6.3.3 shall applyare applied for NTN satellite UE.

<End of the change>

<Start of the change>
[bookmark: _Toc97562292][bookmark: _Toc104122519][bookmark: _Toc104205470][bookmark: _Toc104206677][bookmark: _Toc104503637][bookmark: _Toc106127568]6.3.4	Power control
The requirements for Power control defined in 3GPP TS 38.101-1 [5] clause 6.3.4 are appliedshall apply for NTN satellite UE.
<End of the change>

<Start of the change>
[bookmark: _Toc97562295][bookmark: _Toc104122522][bookmark: _Toc104205473][bookmark: _Toc104206680][bookmark: _Toc104503640][bookmark: _Toc106127571]6.4.2	Transmit modulation quality
The requirements for transmit modulation quality defined in 3GPP TS 38.101-1 [5] clause 6.4.2 are appliedshall apply for NTN satellite UE except for the requirements for Pi/2 BPSK modulation.
<End of the change>

<Start of the change>
[bookmark: _Toc97562301][bookmark: _Toc104122534][bookmark: _Toc104205485][bookmark: _Toc104206692][bookmark: _Toc104503652][bookmark: _Toc106127583]6.5.3.2	Spurious emissions for UE co-existence
This clause specifies the requirements for NR NTN satellite bands for UE coexistence with protected bands.
Table 6.5.3.2-1: Requirements for spurious emissions for UE co-existence
	NR NTN satellite Band
	Spurious emission for UE co-existence

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	n255
	NR Band n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n24, n25, n26, n28, n29, n30, n34, n38, n39, n40, n41, n48, n50, n51, n53, n65, n66, n67, n70, n71, n74, n75, n76, n85, n90, n91, n92, n93, n94
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	n256
	NR Band n1, n3, n5, n7, n8, n12, n13, n14, n18, n20, n24, n26, n28, n29, n30, n38, n39, n40, n41, n48, n50, n51, n53, n65, n66, n67, n71, n74, n75, n76, n78, n79, n85, n90, n91, n92, n93, n94, n101
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 33, 35
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	NR Band n2, n25, n70
	FDL_low
	-
	FDL_high
	NA
	NA
	3

	NOTE 1:	The protected NR or E-UTRA bands are specified in clause 5.2 from 3GPP TS 38.101-1 [5] or 3GPP TS 36.101 [10]. FDL_low and FDL_high refer to each frequency band specified in Table 5.2-1 in 3GPP TS 38.101-1 [5] or 3GPP TS 36.101 [10].
NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.5.3.1-2 are permitted for each assigned NR carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x RBsize kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:	The co-existence between n256 and band n2, n25 and n70 is subject to regional/national regulation.
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