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	Reason for change:
	Currently,AMF does not always keep the activation result of multicast MBS session and AMF may even does not know the activation result in the NG-RAN node,e.g.for the scenario that the shared tunnel is established after the MBS session is activated.
[bookmark: OLE_LINK29][bookmark: OLE_LINK30]Thereby,AMF may send Multicast Session Deactivation message to NG-RAN node even the multicast MBS session is not succeessfully activated in this NG-RAN node.
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[bookmark: _Toc99123245][bookmark: _Toc99662050][bookmark: OLE_LINK23][bookmark: OLE_LINK24][bookmark: OLE_LINK25][bookmark: OLE_LINK28][bookmark: OLE_LINK27]8.18.4	Multicast Session Deactivation
[bookmark: _Toc99662051][bookmark: _Toc99123246]8.18.4.1	General
The purpose of the Multicast Session Deactivation procedure is to request a NG-RAN node to deactivate the MBS resources of one MBS session. The procedure uses non-UE-associated signalling.
[bookmark: _Toc99662052][bookmark: _Toc99123247]8.18.4.2	Successful Operation


Figure 8.18.4.2-1: Multicast Session Deactivation, successful operation.
The AMF initiates the procedure by sending a MULTICAST SESSION DEACTIVATION REQUEST message to the NG-RAN node.
[bookmark: OLE_LINK33][bookmark: OLE_LINK35][bookmark: OLE_LINK34]Upon receipt of this message, the NG-RAN node shall deactivate the MBS resources corresponding to the MBS session indicated in the MULTICAST SESSION DEACTIVATION REQUEST message if the MBS resources are active and shall indicate in the MULTICAST SESSION DEACTIVATION RESPONSE message for which MBS session the request was fulfilled.
[bookmark: _Toc99662053][bookmark: _Toc99123248]8.18.4.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc99662054][bookmark: _Toc99123249]8.18.4.4	Abnormal Conditions
Not applicable.
///////////////////////////////////////////////////////////////////////End of change///////////////////////////////////////////////////////////////////////
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