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-------------------------------------------Start of changes-------------------------------------------
[bookmark: _Toc45832516][bookmark: _Toc51763796][bookmark: _Toc64448966][bookmark: _Toc66289625][bookmark: _Toc74154738][bookmark: _Toc81383482][bookmark: _Toc88658115][bookmark: _Toc97911027]9.3.1.108	Multiplexing Info
This IE contains information about the multiplexing capabilities between the gNB-DU’s cell and the cells configured on the collocated IAB-MT.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IAB-MT Cell List
	
	1
	
	

	>IAB-MT Cell Item
	
	1 .. <maxnoofServingCells>
	
	

	>>NR Cell Identity
	M
	
	BIT STRING (SIZE(36))
	Cell identity of a serving cell configured for a collocated IAB-MT.

	>>DU_RX/MT_RX
	M
	
	ENUMERATED (supported, not supported)
	An indication of whether the IAB-node supports simultaneous reception at its DU and MT side.

	>>DU_TX/MT_TX
	M
	
	ENUMERATED (supported, not supported)
	An indication of whether the IAB-node supports simultaneous transmission at its DU and MT side.

	>>DU_TX/MT_RX
	M
	
	ENUMERATED (supported, not supported)
	An indication of whether the IAB-node supports simultaneous transmission at its DU and reception at its MT side.

	>>DU_RX/MT_TX
	M
	
	ENUMERATED (supported, not supported)
	An indication of whether the IAB-node supports simultaneous reception at its DU and transmission at its MT side.

	>>DU_TX/MT_RX
	M
	
	ENUMERATED (supported, not supported)
	An indication of whether the IAB-node supports simultaneous transmission at its DU and reception at its MT side.
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