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Table 6.1.2.1.1-1A: Applicable PUSCH time domain resource allocation for DCI format 0_1 in UE specific search space scrambled with C-RNTI, MCS-C-RNTI, CS-RNTI or SP-CSI-RNTI
	pusch-ConfigCommon includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationListDCI-0-1
	pusch-Config includes pusch-TimeDomainAllocationListForMultiPUSCH
	PUSCH time domain resource allocation to apply

	No
	No
	No
	No
	Default A

	Yes
	No
	No
	No
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon 

	No/Yes
	Yes
	No
	No
	pusch-TimeDomainAllocationList provided in pusch-Config

	No/Yes
	No/Yes
	Yes
	-
	pusch-TimeDomainAllocationListDCI-0-1 provided in pusch-Config

	No/Yes
	No/Yes
	-
	Yes
	pusch-TimeDomainAllocationListForMultiPUSCH provided in pusch-Config



Table 6.1.2.1.1-1B: Applicable PUSCH time domain resource allocation for DCI format 0_2 in UE specific search space scrambled with C-RNTI, MCS-C-RNTI, CS-RNTI or SP-CSI-RNTI
	pusch-ConfigCommon includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationListDCI-0-2
	PUSCH time domain resource allocation to apply

	No
	No
	No
	Default A

	Yes
	No
	No
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon 

	No/Yes
	Yes
	No
	pusch-TimeDomainAllocationList provided in pusch-Config

	No/Yes
	No/Yes
	Yes
	pusch-TimeDomainAllocationListDCI-0-2 provided in pusch-Config
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