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	Reason for change:
	Regarding path-RSRP report, based following agreement and corresponding RAN2 specification, we can find that the up to 24 DL PRS RSRPP for a TRP can be reported, including one absolute RSRPP in nr-DL-PRS-FirstPathRSRP-Result, and up to 23 differential RSRPP in nr-DL-PRS-FirstPathRSRP-ResultDiff. However, in TS 38.214 with current description, it seems that all 24 path RSRPs are reported via nr-DL-PRS-FirstPathRSRP-Result, which causes misunderstanding.
	Agreement
For the reporting of first path DL-PRS RSRPP in DL AOD, 
· For the 1st measurement, the report includes DL PRS RSRP and optionally DL PRS RSRPP using absolute reporting
· For additional measurement, at least one of the two following measurement is reported:
· First path DL PRS RSRPP can be optionally reported using differential reporting with the first measurement of DL PRS RSRPP, 
· DL PRS RSRP can be optionally reported using differential reporting with the first measurement of DL PRS RSRP.

	NR-DL-AoD-MeasElement-r16 ::= SEQUENCE {
	…
	nr-DL-AoD-AdditionalMeasurements-r16
									NR-DL-AoD-AdditionalMeasurements-r16	OPTIONAL,
	...,
	[[
	nr-DL-PRS-FirstPathRSRP-Result-r17
									INTEGER (0..126)						OPTIONAL,
	nr-los-nlos-Indicator-r17		CHOICE {
			perTRP-r17					LOS-NLOS-Indicator-r17,
			perResource-r17				LOS-NLOS-Indicator-r17
	}																		OPTIONAL,
	nr-DL-AoD-AdditionalMeasurementsExt-r17
									NR-DL-AoD-AdditionalMeasurementsExt-r17	OPTIONAL
	]]
}

NR-DL-AoD-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..7)) OF
													NR-DL-AoD-AdditionalMeasurementElement-r16

NR-DL-AoD-AdditionalMeasurementsExt-r17 ::= SEQUENCE (SIZE (1..maxAddMeasAoD-r17)) OF
													NR-DL-AoD-AdditionalMeasurementElement-r17
…
NR-DL-AoD-AdditionalMeasurementElement-r17 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r17				NR-DL-PRS-ResourceID-r16		OPTIONAL,
	nr-DL-PRS-ResourceSetID-r17				NR-DL-PRS-ResourceSetID-r16		OPTIONAL,
	nr-TimeStamp-r17						NR-TimeStamp-r16,
	nr-DL-PRS-RSRP-ResultDiff-r17			INTEGER (0..30)					OPTIONAL, -- Cond rsrp
	nr-DL-PRS-RxBeamIndex-r17				INTEGER (1..8)					OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17	INTEGER (0..61)					OPTIONAL, -- Cond rsrpp
	nr-los-nlos-IndicatorPerResource-r17	LOS-NLOS-Indicator-r17			OPTIONAL,
	...
}






	
	

	Summary of change:
	 For path-RSRP report, remove references to high layer signaling ‘nr-DL-PRS-FirstPathRSRP-Result’ that cause misunderstandings.


	
	

	Consequences if not approved:
	 For path-RSRP report, it may cause wrong interpretation that all 24 RSRPPs on different PRS resources are reported via higher layer signaling nr-DL-PRS-FirstPathRSRP-Result, using absolute values.
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	Other comments:
	Isolated impact analysis:
This is to correct the specification to align the previous agreement. No isolated impact is expected.
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<Unrelated part omitted>
5.1.6.5 PRS reception procedure
< Unchanged parts are omitted >
The UE may be configured to measure and report, subject to UE capability, up to 24 DL PRS-RSRP measurements on different DL PRS resources associated with the same dl-PRS-ID. When the UE reports DL PRS-RSRP measurements from one DL PRS resource set, the UE may indicate which DL PRS-RSRP measurements associated with the same higher layer parameter nr-DL-PRS-RxBeamIndex [17, TS 37.355] have been performed using the same spatial domain filter for reception if for each nr-DL-PRS-RxBeamIndex reported there are at least 2 DL PRS-RSRP measurements associated with it within the DL PRS resource set. The UE may be configured to measure and optionally report via higher layer signaling nr-DL-PRS-FirstPathRSRP-Result, subject to UE capability, up to 24 DL PRS RSRPP for the first detected path on different DL PRS resources associated with the same dl-PRS-ID.
The UE may be configured to optionally report a differential DL RSRPP for a PRS resource with reference to [nr-DL-PRS-FirstPathRSRP-Result] and/or a differential DL PRS RSRP with reference to [nr-DL-PRS-RSRP-Result] via higher layer parameter [NR-DL-AoD-AdditionalMeasurementElement].
< Unchanged parts are omitted >

<Unrelated part omitted>

