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	Reason for change:
	In current TS 38.214 specs, there is no restriction on LI configuration for Rel-16 eType II and eType II PortSelection by gNB. However, no UE behavior on LI reporting was specified for Rel-16 eType II or eType II PortSelection in current TS 38.212/214 specs. Hence it is unclear whether to report LI when reportQuantity contains LI. This CR aims to clarify the UE and gNB behavior for LI reporting under the LI configuration.

	
	

	Summary of change:
	Clarify in section 5.2.1.4.2 that UE is not expected to be configured with LI reporting for TS 38.214 specs.
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	It is unclear whether to report LI when reportQuantity contains LI.
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<Unrelated part omitted>
If the UE is configured with a CSI-ReportConfig with the higher layer parameter reportQuantity set to 'cri-RI-PMI-CQI', ' cri-RI-i1', 'cri-RI-i1-CQI', 'cri-RI-CQI' or 'cri-RI-LI-PMI-CQI', then the UE is not expected to be configured with more than 8 CSI-RS resources in a CSI-RS resource set contained within a resource setting that is linked to the CSI-ReportConfig.
If the UE is configured with a CSI-ReportConfig with the higher layer parameter reportQuantity set to 'cri-RI-LI-PMI-CQI', UE does not expect the CSI-ReportConfig to be configured with higher layer parameter codebookType set to 'typeII-r16' or 'typeII-PortSelection-r16'.
If the UE is configured with a CSI-ReportConfig with higher layer parameter reportQuantity set to 'cri-RSRP', 'cri-SINR', 'none', 'cri-RSRP-Capability[Set]Index' or 'cri-SINR-Capability[Set]Index and the CSI-ReportConfig is linked to a resource setting configured with the higher layer parameter resourceType set to 'aperiodic', then the UE is not expected to be configured with more than 16 CSI-RS resources in a CSI-RS resource set contained within the resource setting. 
[bookmark: _GoBack]<Unrelated part omitted>
