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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	No



2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
2.1	RAN4
2.1.1	Agreements
The following test cases were endorsed and the big-CR to 38.133 for MR-DC enh RRM (Rel-17) was email approved in [R4-2215227].
Temporary RS based SCell activation
· R4-2212982: Introduce Aperiodic CSI-RS for SCell activation configurtion for fast SCell activation delay.
· R4-2211901: Introduce test case for fast SCell Activation and deactivation of known SCell in FR1 for 160ms SCell measurement cycle.
· R4-2212420: Introducing test case for Fast SCell Activation of known SCell in FR1 for 640 ms SCell measurement cycle in EN-DC
· R4-2212984: Introduce the following test cases for fast SCell activation delay:
· Fast SCell Activation of SCell in FR2 intra-band (EN-DC tests with NR cell in FR2)
· Fast SCell Activation of known SCell in FR1 in non-DRX for 160ms SCell measurement cycle (NR standalone tests with NR cell in FR1)
· Fast SCell Activation of known SCell in FR1 in non-DRX for 640 ms SCell measurement cycle(NR standalone tests with NR cell in FR1)
· Fast SCell Activation for SCell in FR2 inter-band (NR standalone tests with NR cell in FR2)
Efficient activation/de-activation mechanism for one SCG
· R4-2214937: Introduce the test case for SCG activation/deactivation for EN-DC with NR cell in FR1.
· R4-2212155: Introduce the test requirements for the interruption due to RRM measurements and RLM/BFD configured on the deactivated PSCell when under EN-DC.
· R4-2214604: Introduction Test for PSCell RACH-less based Activation and deactivation for FR1+FR2 inter-band with target PSCell in FR2.
· R4-2214988: Introduce Test case for PSCell RACH-less activation and deactivation delay (EN-DC tests with NR cell in FR2)
Conditional PSCell change and addition
· R4-2212986: Introduce test for conditional PSCell addition delay requirements in FR2 EN-DC.
· R4-2213020: Introduce the test cases on conditional addition and release delay of PSCell in FR1 EN-DC.
· R4-2213021: Introduce the test cases on conditional addition and release delay of PSCell in FR2 SA.

2.1.2	Remaining Open issues
None for performance part.
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