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	Reason for change:
	According to current TS 38.331, the UE behavior on receving the sl-ResetConfig is specified as follows.
[bookmark: _Toc60777028][bookmark: _Toc100844064]5.8.9.1.3 Reception of an RRCReconfigurationSidelink by the UE
The UE shall perform the following actions upon reception of the RRCReconfigurationSidelink:
1>	if the RRCReconfigurationSidelink includes the sl-ResetConfig:
2>	perform the sidelink reset configuration procedure as specified in 5.8.9.1.10;
[bookmark: _GoBack]However, the corresponding TX UE behavior on transmitting the sl-ResetConfig in 5.8.9.1.2 is missing. Therefore, some procedure texts are added to specify the UE behavior on whether/how to set the sl-ResetConfig.

	
	

	Summary of change:
	In subclause 5.8.9.1.2, make the changes as following:
· Add the UE behavior on setting the sl-ResetConfig.
· Correct the punctuation in the end of the sentence “1>	set the sl-LatencyBoundCSI-Report,”

Impact analysis
Impacted 5G architecture options: 
Standalone
Impacted functionality:
Sidelink RRC reconfiguration
 
Inter-operability: 
No inter-operability issues.

	
	

	Consequences if not approved:
	The Sidelink RRC reconfiguration procedure is not complete for sidelink reset functionality.
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[bookmark: _Toc100844063][bookmark: _Toc60777027]5.8.9.1.2	Actions related to transmission of RRCReconfigurationSidelink message
The UE shall set the contents of RRCReconfigurationSidelink message as follows:
1>	for each sidelink DRB that is to be released, according to clause 5.8.9.1a.1.1, due to configuration by sl-ConfigDedicatedNR, SIB12, SidelinkPreconfigNR or by upper layers:
2>	set the SLRB-PC5-ConfigIndex included in the slrb-ConfigToReleaseList corresponding to the sidelink DRB;
1>	for each sidelink DRB that is to be established or modified, according to clause 5.8.9.1a.2.1, due to receiving sl-ConfigDedicatedNR, SIB12 or SidelinkPreconfigNR:
2>	set the SLRB-Config included in the slrb-ConfigToAddModList, according to the received sl-RadioBearerConfig and sl-RLC-BearerConfig corresponding to the sidelink DRB;
1>	set the sl-MeasConfig as follows:
2>	If the frequency used for NR sidelink communication is included in sl-FreqInfoToAddModList in sl-ConfigDedicatedNR within RRCReconfiguration message or included in sl-ConfigCommonNR within SIB12:
3>	if UE is in RRC_CONNECTED:
4>	set the sl-MeasConfig according to stored NR sidelink measurement configuration information for this destination;
3>	if UE is in RRC_IDLE or RRC_INACTIVE:
4>	set the sl-MeasConfig according to stored NR sidelink measurement configuration received from SIB12;
2>	else:
3>	set the sl-MeasConfig according to the sl-MeasPreconfig in SidelinkPreconfigNR;
1>	start timer T400 for the destination;
1>	set the sl-CSI-RS-Config;
1>	set the sl-LatencyBoundCSI-Report,;
1>	set the sl-ResetConfig;
NOTE 1:	Whether/hHow to set the parameters included in sl-CSI-RS-Config and , sl-LatencyBoundCSI-Report and sl-ResetConfig is up to UE implementation.
The UE shall submit the RRCReconfigurationSidelink message to lower layers for transmission.
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