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	Work Item
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	38.521-3
	1397
	1
	Rel-17
	Introduction of Output power requirements for DC_3A_n8A
	F
	17.5.0
	RAN5#96-e
	R5-225705
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1398
	-
	Rel-17
	Introduction of Allowed maximum configured output power relaxation for DC_3_n8
	F
	17.5.0
	RAN5#96-e
	R5-224152
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1399
	-
	Rel-17
	Introduction of General Spurious emissions requirements for DC_3A_n8A
	F
	17.5.0
	RAN5#96-e
	R5-224153
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1400
	-
	Rel-17
	Introduction of Spurious emissions band UE co-existence limits Rel-16 for DC_3A_n8A
	F
	17.5.0
	RAN5#96-e
	R5-224154
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1401
	1
	Rel-17
	Introduction of Spurious emissions band UE co-existence Test description for DC_3A_n8A
	F
	17.5.0
	RAN5#96-e
	R5-225706
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1402
	-
	Rel-17
	Introduction of Spurious emissions band UE co-existence Rel-16 Test requirements for DC_3A_n8A
	F
	17.5.0
	RAN5#96-e
	R5-224156
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1403
	-
	Rel-17
	Introduction of DC_3A-7A-20A_n8A reference sensitivity 2-band fallback test requirements
	F
	17.5.0
	RAN5#96-e
	R5-224159
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1404
	-
	Rel-17
	Introduction of DC_3A-7A-20A_n8A reference sensitivity 3-band fallback test requirements
	F
	17.5.0
	RAN5#96-e
	R5-224160
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1405
	-
	Rel-17
	Introduction of Allowed reference sensitivity relaxation for DC_3A-7A-20A_n8A
	F
	17.5.0
	RAN5#96-e
	R5-224161
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1410
	1
	Rel-17
	Update of FR2 5CC to 8CCs Transmission Test Cases
	F
	17.5.0
	RAN5#96-e
	R5-225678
	Sporton
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1412
	-
	Rel-17
	Addition of new CADC MOP TC
	F
	17.5.0
	RAN5#96-e
	R5-224437
	Intertek
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1419
	1
	Rel-17
	Update 6.5B.3.3.2 for DC_5A_n2A
	F
	17.5.0
	RAN5#96-e
	R5-225707
	Qualcomm Austria RFFE GmbH
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1421
	1
	Rel-17
	Update for reference sensitivity for DC_48A_n66A
	F
	17.5.0
	RAN5#96-e
	R5-225709
	Qualcomm Austria RFFE GmbH
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1424
	1
	Rel-17
	Corrections on test configuration table in spurious emission band UE co-existence for Rel-16 inter-band EN-DC configuration
	F
	17.5.0
	RAN5#96-e
	R5-225708
	ZTE Corporation
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1425
	-
	Rel-17
	Introduction of DC_2A-66A_n41A reference sensitivity test requirements
	F
	17.5.0
	RAN5#96-e
	R5-224939
	ZTE Corporation
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1427
	-
	Rel-17
	Update of Rel-16 EN-DC configuration DC_2A_n41A in spurious emission test cases
	F
	17.5.0
	RAN5#96-e
	R5-224943
	ZTE Corporation
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1428
	-
	Rel-17
	Update of DC_8A_n41A, DC_3A_n41A, DC_25A_n41A, DC_26A_n41A, DC_39A_n41A and DC_40A_n41A in spurious emission test cases
	F
	17.5.0
	RAN5#96-e
	R5-224946
	ZTE Corporation
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1429
	-
	Rel-17
	Update of Rel-16 EN-DC configuration DC_48A_n5A in spurious emission test cases
	F
	17.5.0
	RAN5#96-e
	R5-224950
	ZTE Corporation
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1430
	-
	Rel-17
	Update of Rel-16 EN-DC configuration DC_48A_n66A in spurious emission test cases
	F
	17.5.0
	RAN5#96-e
	R5-224952
	ZTE Corporation
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1431
	-
	Rel-17
	Update of Rel-16 EN-DC configuration DC_66A_n41A in spurious emission test cases
	F
	17.5.0
	RAN5#96-e
	R5-224954
	ZTE Corporation
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	

	38.521-3
	1434
	-
	Rel-17
	Update to R16 Configuration for DC
	F
	17.5.0
	RAN5#96-e
	R5-225000
	Bureau Veritas, Nokia
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	


