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38.533 annex B.4.3
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<Start of modified section 1>
9.1.3.0	Minimum conformance requirements
9.1.3.0.1	Minimum conformance requirements for GNSS configured as the highest priority synchronization reference source
The requirements defined in this clause do not apply to the UEs that do not support transmission and reception of SLSS.
A SyncRef UE is considered to be detectable when
-	PSBCH-RSRP related side conditions given in 38.133 [6] clause 10.4 are fulfilled for a corresponding Band,
-	NR sidelink SCHS-SSB_RP and SCH S-SSB Ês/Iot according to Annex B.4.3 for a corresponding Band are fulfilled.
When GNSS synchronization reference source is configured as the highest priority and
-	UE is synchronized to GNSS directly,
-	UE shall not drop any NR SLSS and data transmission for the purpose of selection/reselection to the SyncRef UE.
-	UE is synchronized to a SyncRef UE that is synchronized to GNSS directly or in-directly,
-	UE shall not drop any NR sidelink data transmission for the purpose of selection/reselection to the SyncRef UE. The UE shall be able to identify newly detectable intra-frequency SyncRef UE within Tdetect,SyncRef UE_V2X seconds if the SyncRef UE meets the selection / reselection criterion defined in TS 38.331[13]. Tdetect,SyncRef UE_V2X is defined as 1.6 seconds at S-SSBSCH ÊEs/Iot ≥ 0 dB, provided that the UE is allowed to drop a maximum of 30% of its SLSS transmissions during Tdetect,SyncRef UE_V2X for the purpose of selection / reselection to the SyncRef UE.
-	in other case
-	The UE shall be able to identify newly detectable intra-frequency SyncRef UE within Tdetect,SyncRef UE_V2X seconds if the SyncRef UE meets the selection / reselection criterion defined in TS 38.331[13]. Tdetect,SyncRef UE_V2X is defined as 8 seconds at S-SSBSCH ÊEs/Iot ≥ 0 dB, provided that the UE is allowed to drop a maximum of 6 % of its NR sidelink data and SLSS transmissions during Tdetect,SyncRef UE_V2X for the purpose of selection / reselection to the SyncRef UE.
-	UE is allowed to drop up to 2 slots of its NR sidelink data reception per PSBCH monitoring occasion and overall drop rate shall not exceed 0.3% of its NR sidelink data reception during Tdetect,SyncRef UE_V2X for the purpose of selection / reselection to the SyncRef UE.
UE shall be capable of performing PSBCH-RSRP measurements for 3 identified intra-frequency SyncRef UEs with the measurement period of 320 ms. It is assumed that the SyncRef UE do not drop or delay any SLSS transmission within the measurement period. Otherwise, the measurement period may be extended.
When UE is synchronized to GNSS directly, before selection / reselection of the new synchronization reference source UE shall evaluate the GNSS synchronization source reliability for at least 20 seconds before changing the synchronization reference from GNSS to another synchronization reference source. UE shall be always synchronized to GNSS directly during the evaluation of GNSS synchronization source reliability.
The requirements for absolute accuracy of PSBCH-RSRP apply to a NR sidelink synchronization source on the same frequency as that of the own NR sidelink UE performing the measurement in FR1.
The accuracy requirements in Table 9.1.3.0.1-1 are valid under the following conditions:
-	Demodulation reference signals are transmitted from one port.
-	Conditions defined in Clause 7.3E of TS 38.101-1 [2] for reference sensitivity are fulfilled.
-	Conditions for PSBCH-RSRP measurements are fulfilled according to Annex B.4.2 for a corresponding Band for each relevant PSBCH-DMRS.
Table 9.1.3.0.1-1: Intra-frequency PSBCH-RSRP absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR Sidelink operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSL
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSL = 15 kHz
	SCSSL = 30 kHz
	SCSSL = 60 kHz
	
	

	4.5
	9
	-6
	NR_TDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_J
	-116.5
	-113.5
	-110.5
	N/A
	-70

	8
	11
	-6
	NR_TDD_FR1_B, 
NR_TDD_FR1_J
	N/A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR sidelink operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	Ês/Iot for a SyncRef UE is the Ês/Iot of PSBCH-DMRS.



The relative accuracy of PSBCH-RSRP is defined as the PSBCH-RSRP measured from one NR sidelink synchronization source compared to the PSBCH-RSRP measured from another NR sidelink synchronization source on the same frequency in FR1.
The accuracy requirements in Table 9.1.3.0.1-2 are valid under the following conditions:
-	Demodulation reference signals are transmitted from one port.
-	Conditions defined in Clause 7.3E of TS 38.101-1 [2] for reference sensitivity are fulfilled.
-	Conditions for PSBCH-RSRP accuracy measurements are fulfilled according to Annex B.4.2 for a corresponding Band for each relevant PSBCH-DMRS.
Table 9.1.3.0.1-2: Intra-frequency PSBCH-RSRP relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR sidelink operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSL
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSL = 15 kHz
	SCSSL = 30 kHz
	SCSSL = 60 kHz
	
	

	2
	3
	-3
	NR_TDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_J
	-116.5
	-113.5
	-110.5
	N/A
	-50

	3
	3
	-6
	Note 4
	Note 4
	Note 4
	Note 4
	N/A
	Note 4

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR sidelink operating band groups in FR1 are as defined in clause 3A.4.1.
NOTE 3:	Ês/Iot for a SyncRef UE is the Ês/Iot of PSBCH-DMRS.
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.



The normative references for this requirement are TS 38.133 [6] clause 10.4.2 and 12.4.
9.1.3.0.2	Minimum conformance requirements for eNB/gNB configured as the highest priority synchronization reference source
The requirements defined in this clause do not apply to the UEs that do not support transmission and reception of SLSS.
A SyncRef UE is considered to be detectable when
-	PSBCH-RSRP related side conditions given in 38.133 [6] clause 10.4 are fulfilled for a corresponding Band,
-	NR sidelink SCHS-SSB_RP and SCH S-SSB Ês/Iot according to Annex B.4.3 for a corresponding Band are fulfilled.
When serving cell/PCell synchronization reference source is configured as the highest priority,
-	UE shall be able to identify newly detectable intra-frequency SyncRef UE within Tdetect,SyncRef UE_V2X seconds if the SyncRef UE meets the selection / reselection criterion defined in TS 38.331 [13]. Tdetect,SyncRef UE_V2X is defined as 8  seconds at S-SSBSCH ÊEs/Iot ≥ 0 dB, provided that the NR sidelink UE is allowed to drop a maximum of 6 % of its NR sidelink data and SLSS transmissions for the purpose of selection / reselection to the SyncRef UE.
-	UE is allowed to drop up to 2 slots of its NR sidelink data reception per PSBCH monitoring occasion and overall drop rate shall not exceed 0.3% of its NR sidelink data reception during Tdetect,SyncRef UE_V2X for the purpose of selection / reselection to the SyncRef UE.
UE shall be capable of performing PSBCH-RSRP measurements for 3 identified intra-frequency SyncRef UEs with the measurement period of 320 ms. It is assumed that the SyncRef UE do not drop or delay any SLSS transmission within the measurement period. Otherwise, the measurement period may be extended.
The requirements for absolute accuracy of PSBCH-RSRP apply to a NR sidelink synchronization source on the same frequency as that of the own NR sidelink UE performing the measurement in FR1.
The accuracy requirements in Table 9.1.3.0.2-1 are valid under the following conditions:
-	Demodulation reference signals are transmitted from one port.
-	Conditions defined in Clause 7.3E of TS 38.101-1 [2] for reference sensitivity are fulfilled.
-	Conditions for PSBCH-RSRP measurements are fulfilled according to Annex B.4.2 for a corresponding Band for each relevant PSBCH-DMRS.
Table 9.1.3.0.2-1: Intra-frequency PSBCH-RSRP absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR Sidelink operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSL
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSL = 15 kHz
	SCSSL = 30 kHz
	SCSSL = 60 kHz
	
	

	4.5
	9
	-6
	NR_TDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_J
	-116.5
	-113.5
	-110.5
	N/A
	-70

	8
	11
	-6
	NR_TDD_FR1_B, 
NR_TDD_FR1_J
	N/A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR sidelink operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	Ês/Iot for a SyncRef UE is the Ês/Iot of PSBCH-DMRS.



The relative accuracy of PSBCH-RSRP is defined as the PSBCH-RSRP measured from one NR sidelink synchronization source compared to the PSBCH-RSRP measured from another NR sidelink synchronization source on the same frequency in FR1.
The accuracy requirements in Table 9.1.3.0.2-2 are valid under the following conditions:
-	Demodulation reference signals are transmitted from one port.
-	Conditions defined in Clause 7.3E of TS 38.101-1 [2] for reference sensitivity are fulfilled.
-	Conditions for PSBCH-RSRP accuracy measurements are fulfilled according to Annex B.4.2 for a corresponding Band for each relevant PSBCH-DMRS.
Table 9.1.3.0.2-2: Intra-frequency PSBCH-RSRP relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR sidelink operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSL
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSL = 15 kHz
	SCSSL = 30 kHz
	SCSSL = 60 kHz
	
	

	2
	3
	-3
	NR_TDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_J
	-116.5
	-113.5
	-110.5
	N/A
	-50

	3
	3
	-6
	Note 4
	Note 4
	Note 4
	Note 4
	N/A
	Note 4

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR sidelink operating band groups in FR1 are as defined in clause 3A.4.1.
NOTE 3:	Ês/Iot for a SyncRef UE is the Ês/Iot of PSBCH-DMRS.
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.



<End of modified section 5>
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