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<Start of Changes>
5.7.6	L1-SINR measurement for beam reporting
[bookmark: _Toc21621473][bookmark: _Toc29297087][bookmark: _Toc36149279][bookmark: _Toc44092857][bookmark: _Toc44093406][bookmark: _Toc44094229][bookmark: _Toc44094508][bookmark: _Toc52295924][bookmark: _Toc59027630][bookmark: _Toc69328124][bookmark: _Toc75989762][bookmark: _Toc75992868][bookmark: _Toc76018645][bookmark: _Toc84513718][bookmark: _Toc84514282]5.7.6.0	Minimum conformance requirements
5.7.6.0.1	L1-SINR accuracy requirements with CSI-RS based CMR and no dedicated IMR configured
5.7.6.0.1.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-SINR in this clause apply to all CSI-RS resources configured as CMR and no dedicated resource configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements in Table 5.7.6.0.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [3] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.1 for a corresponding Band for each relevant CSI-RS based CMR.
-	The bandwidth of CSI-RS as CMR is 48 PRBs and the density is 3. 
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [3].
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR is equal to or better than the accuracy requirements in Table 5.7.6.0.1.1-1.
Table 5.7.6.0.1.1-1: L1-SINR absolute accuracy for CSI-RS based CMR only in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS
CMR
Ês/Iot Note 3
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz 
	SCSCSI-RS = 120kHz
	
	

	±5.5
	±6.5
	≥-3
	Same value as CSI-RS_RP in Table in B.2.8.1, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the CSI-RS CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



5.7.6.0.1.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-SINR is defined as the L1-SINR measured from one CSI-RS compared to the largest measured value of L1-SINR among all CSI-RS resources of the serving cell.
The accuracy requirements in Table 5.7.6.0.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [3] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.1 for a corresponding Band for each relevant CSI-RS based CMR.
-	The bandwidth of CSI-RS as CMR is 48 PRBs and the density is 3. 
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [3].
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR is equal to or better than the accuracy requirements in Table 5.7.6.0.1.2-1.
Table 5.7.6.0.2.1-1: L1-SINR relative accuracy for CSI-RS based CMR only in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS
CMR
Ês/Iot Note 2, Note 4
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz 
	SCSCSI-RS = 120kHz
	
	

	±[4.5]
	±[5.5]
	≥-3
	Same value as CSI-RS_RP in Table in B.2.8.1, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CSI-RS CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the CSI-RS CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



5.7.6.0.2	L1-SINR accuracy requirements with SSB based CMR and dedicated IMR configured
5.7.6.0.2.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SSB based L1-SINR in this clause apply to all SSBs configured as CMR and dedicated resources configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements are defined in Table 5.7.6.0.2.1-1 for SSB based CMR and NZP-IMR and in Table 5.7.6.0.2.1-2 for SSB based CMR and ZP-IMR.
The accuracy requirements in Tables 5.7.6.0.2.1-1 and 5.7.6.0.2.1-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [3] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.2 for a corresponding Band for each relevant SSB based CMR and IMR.
-	The bandwidth of NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [3].
-	AWGN radio propagation conditions.
-	SSB based CMR and IMR in the test come from the same direction.
The performance with larger bandwidth of NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 5.7.6.0.2.1-1 and 5.7.6.0.2.1-2.
Table 5.7.6.0.2.1-1: L1-SINR absolute accuracy for SSB based CMR and NZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB 
CMR
Ês/Iot Note 3
	NZP-IMR
Ês/Iot Note 3
	Io Note 1 range

	
	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	dBm / SCSSSB Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	±4.0
	±5.0
	≥0
	≥0
	Same value as SSB_RP in Table in B.2.8.2, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot, NZP-IMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 5.7.6.0.2.1-2: L1-SINR absolute accuracy for SSB based CMR and ZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB 
CMR
Ês/Iot Note 3
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	±4.5
	±5.5
	≥-3
	Same value as SSB_RP in Table in B.2.8.2, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



5.7.6.0.2.2	Relative Accuracy
The relative accuracy of SSB based L1-SINR is defined as the L1-SINR measured from one SSB configured as CMR and one IMR configured as IMR compared to the largest measured value of L1-SINR among all SSB based CMRs and IMRs of the serving cell.
The accuracy requirements are defined in Table 5.7.6.0.2.2-1 for SSB based CMR and NZP-IMR and in Table 5.7.6.0.2.2-2 for SSB based CMR and ZP-IMR.
The accuracy requirements in Tables 5.7.6.0.2.2-1 and 5.7.6.0.2.2-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [3] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.2 for a corresponding Band for each relevant SSB based CMR and IMR.
-	The bandwidth of NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [3].
-	AWGN radio propagation conditions.
-	SSB based CMR and IMR in the test come from the same direction.
The performance with larger bandwidth of NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 5.7.6.0.2.2-1 and 5.7.6.0.2.2-2.
Table 5.7.6.0.2.2-1: L1-SINR relative accuracy for SSB based CMR and NZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB 
CMR
Ês/Iot Note 2, Note 4
	NZP-IMR
Ês/Iot Note 4
	Io Note 1 range

	
	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	dBm / SCSSSB Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	±[3.0]
	±[4.0]
	≥0
	≥0
	Same value as SSB_RP in Table in B.2.8.2, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB CMR Ês/Iot is the minimum SSB CMR Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the SSB CMR Ês/Iot, NZP-IMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 5.7.6.0.2.2-2: L1-SINR relative accuracy for SSB based CMR and ZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB 
CMR
Ês/Iot Note 2, Note 4
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	±[3.5]
	±[4.5]
	≥-3
	Same value as SSB_RP in Table in B.2.8.2, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB CMR Ês/Iot is the minimum SSB CMR Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the SSB CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



5.7.6.0.3	L1-SINR accuracy requirements with CSI-RS based CMR and dedicated IMR configured
5.7.6.0.3.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-SINR in this clause apply to all CSI-RS resources as CMR and dedicated resources configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements are defined in Table 5.7.6.0.3.1-1 for CSI-RS based CMR and NZP-IMR and in Table 5.7.6.0.3.1-2 for CSI-RS based CMR and ZP-IMR.
The accuracy requirements in Tables 5.7.6.0.3.1-1 and 5.7.6.0.3.1-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [3] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.3 for a corresponding Band for each relevant CSI-RS based CMR and IMR.
-	The bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [3].
-	AWGN radio propagation conditions.
-	CSI-RS based CMR and IMR in the test come from the same direction.
The performance with larger bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 5.7.6.0.3.1-1 and 5.7.6.0.3.1-2.
Table 5.7.6.0.3.1-1: L1-SINR absolute accuracy for CSI-RS based CMR and NZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot Note 3
	NZP-IMR
Ês/Iot Note 3
	Io Note 1 range

	
	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	dBm / SCSCSI-RS Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	±4.0
	±5.0
	≥0
	≥0
	Same value as CSI-RS_RP in Table in B.2.8.3, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the CSI-RS Ês/Iot, NZP-IMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 5.7.6.0.3.1-2: L1-SINR absolute accuracy for CSI-RS based CMR and ZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot Note 3
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	±4.5
	±5.5
	≥-3
	Same value as CSI-RS_RP in Table in B.2.8.3, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



5.7.6.0.3.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-SINR is defined as the L1-SINR measured from one CSI-RS configured as CMR and one IMR configured as IMR compared to the largest measured value of L1-SINR among all CSI-RS based CMRs and IMRs of the serving cell.
The accuracy requirements are defined in Table 5.7.6.0.3.2-1 for CSI-RS based CMR and NZP-IMR and in Table 5.7.6.0.3.2-2 for CSI-RS based CMR and ZP-IMR.
The accuracy requirements in Tables 5.7.6.0.3.2-1 and 5.7.6.0.3.2-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [3] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.3 for a corresponding Band for each relevant CSI-RS based CMR and IMR.
-	The bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [3].
-	AWGN radio propagation conditions.
-	CSI-RS based CMR and IMR in the test come from the same direction.
The performance with larger bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 5.7.6.0.3.2-1 and 5.7.6.0.3.2-2.
Table 5.7.6.0.3.2-1: L1-SINR relative accuracy for CSI-RS based CMR and NZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot Note 2, Note 4
	NZP-IMR
Ês/Iot Note 4
	Io Note 1 range

	
	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	dBm / SCSCSI-RS Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	±[3.0]
	±[4.0]
	≥0
	≥0
	Same value as CSI-RS_RP in Table in B.2.8.3, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CSI-RS CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the CSI-RS CMR Ês/Iot, NZP-IMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 5.7.6.0.3.2-2: L1-SINR relative accuracy for CSI-RS based CMR and ZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot Note 2, Note 4
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	±[3.5]
	±[4.5]
	≥-3
	Same value as CSI-RS_RP in Table in B.2.8.3, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CSI-RS CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [3]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the CSI-RS CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
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