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<< Start of changes >>
[bookmark: _Toc59039976][bookmark: _Toc68073915][bookmark: _Toc75371776][bookmark: _Toc83727844][bookmark: _Toc100005944][bookmark: _Toc106703491]4.1.1	Test point analysis per test case
[bookmark: _Toc59039977][bookmark: _Toc68073916][bookmark: _Toc75371777][bookmark: _Toc83727845][bookmark: _Toc100005945][bookmark: _Toc106703492]4.1.1.1	FR1 single carrier, NR CA and UL MIMO test cases
This clause contains information on test point analysis and test point selection for single carrier, NR CA and UL MIMO test cases in [2] clause 6 and 7 with information about transmitting test point selection for FR1 listed in table 4.1.1.1-1 and receiver test point selection in table 4.1.1.1-2.
<< Unchanged sections skipped>>
[bookmark: _Toc106703495]4.1.1.4	FR1 RedCap test cases
This section contains information on test point selection for RedCap test cases in [2]. The general rule in this section apply to all the RedCap test cases. Separate analysis is not provided for each single test case.
For the Tx requirements, basic PC3 requirements apply with the exception that the maximum channel bandwidth is 20MHz. Regarding test point selection, the same test points for PC3 non-RedCap UE apply for RedCap UE, except that the Low, Mid, Hight test channel bandwidth shall be selected among channel bandwidths up to 20MHz.
For the Rx REFSENS requirements, TDD/FDD 2Rx, TDD/FDD 1Rx, HD-FDD 2Rx and HD-FDD 1Rx requirements are specified separately. For test cases other than REFSENS, no exception requirements are specified, but considering those requirements have dependency on REFSENS, the UL/DL RB allocation would follow that of REFSENS.
-	For TDD/FDD 2Rx capable RedCap UE, the basic 2Rx REFSENS requirements apply with the exception that the maximum channel bandwidth is 20MHz. For all the Rx test cases, the same test points for non-RedCap UE apply except that the Low, Mid, Hight test channel bandwidth shall be selected among channel bandwidths up to 20MHz.
-	For TDD/FDD 1Rx capable RedCap UE, the exceptional REFSENS requirements are specified for channel bandwidth up to 20MHz. The UL/DL configuration required for 1Rx are the same for 2Rx requirements. For all the Rx test cases, the same test points for non-RedCap UE apply except that the Low, Mid, Hight test channel bandwidth shall be selected among channel bandwidths up to 20MHz.
-	For HD-FDD 2Rx and 1Rx capable RedCap UE, the exceptional REFSENS requirements are specified for channel bandwidth up to 20MHz, with specific UL configuration specified along. For all the Rx test cases, the same test points for non-RedCap UE apply except that the Low, Mid, Hight test channel bandwidth shall be selected among channel bandwidths up to 20MHz, and the UL configuration shall follow Table 7.3I.2-5 in TS 38.101-1[2].
4.1.1.5	FR1 shared spectrum channel access test cases
This section contains information on test point selection for shared spectrum channel access test cases in TS 38.521-1[2].  The general rule in this section apply to all test cses for shared spectrum channel access test cases.  Separate analysis for each FR1 shared spectrum channel access test case is not provided. 
From the latest core requirement for NR band with shared spectrum channel access, the frequency range are 5150 MHz – 5925 MHz for n46, and 5925 MHz – 7125 MHz for n96.  Both bands support power calss 5 operations with various channel bandwidths.  
For all Tx and Rx test requirements of NR unlicensed band,  the selections of test point shall be the same as for regular NR band for Test Environment, Test frequency, Test channel bandwidths, Test Subcarrier Spacing, Test uplink/downlink modulations and Test RB confugrations. 

<< End of changes >>

