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[bookmark: _Toc90916483][bookmark: _Toc90916680][bookmark: _Toc90917436]<Start of Changes>
6.3G.4	Power control for Tx Diversity
6.3G.4.1	Absolute power tolerance for Tx Diversity
FFS
[bookmark: _Toc27477966][bookmark: _Toc36226659][bookmark: _Toc44323916][bookmark: _Toc52990099][bookmark: _Toc60823298][bookmark: _Toc60825220][bookmark: _Toc69306117][bookmark: _Toc69309847][bookmark: _Toc76020162][bookmark: _Toc83720641]6.3G.4.2	Relative power tolerance for Tx Diversity
Editor’s Note: The following aspects are either missing or not yet determined:
- Tests for Power Class 3 are FFS.
[bookmark: _Toc27477967][bookmark: _Toc36226660][bookmark: _Toc44323917][bookmark: _Toc52990100][bookmark: _Toc60823299][bookmark: _Toc60825221][bookmark: _Toc69306118]6.3G.4.2.1	Test purpose
[bookmark: _Toc27477968][bookmark: _Toc36226661][bookmark: _Toc44323918][bookmark: _Toc52990101][bookmark: _Toc60823300][bookmark: _Toc60825222][bookmark: _Toc69306119]Same test purpose as in 6.3.4.3.1.
6.3G.4.2.2	Test applicability
[bookmark: _Toc27477969][bookmark: _Toc36226662][bookmark: _Toc44323919][bookmark: _Toc52990102][bookmark: _Toc60823301][bookmark: _Toc60825223][bookmark: _Toc69306120]This test case applies to all types of NR Power Class 1.5 UE, Power Class 2 UE reporting Tx diversity release 15 and forward.
6.3G.4.2.3	Minimum conformance requirement
For UE supporting Tx diversity, the relative power tolerance applies to the sum of output power at each transmit antenna connector.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.3G.4.
[bookmark: _Toc27477970][bookmark: _Toc36226663][bookmark: _Toc44323920][bookmark: _Toc52990103][bookmark: _Toc60823302][bookmark: _Toc60825224][bookmark: _Toc69306121]6.3G.4.2.4	Test description
[bookmark: _MON_1327734819][bookmark: _MON_1327835903][bookmark: _MON_1327922135][bookmark: _MON_1327924655][bookmark: _MON_1327925229][bookmark: _MON_1327925335][bookmark: _MON_1327925525][bookmark: _MON_1327927755][bookmark: _MON_1328503942][bookmark: _MON_1403004927][bookmark: _MON_1327732067][bookmark: _MON_1327732622][bookmark: _MON_1327732773][bookmark: _MON_1327734197][bookmark: _MON_1327734209]Same test description as in clause 6.3.4.3.4 with the output power is measured as the sum of both antenna connectors.
[bookmark: _Toc27477971][bookmark: _Toc36226664][bookmark: _Toc44323921][bookmark: _Toc52990104][bookmark: _Toc60823303][bookmark: _Toc60825225][bookmark: _Toc69306122]6.3G.4.2.5	Test requirement
Each UE power step measured in the test procedure 6.3G.4.2.4 should satisfy the test requirements specified in Table 6.3G.4.2.5-1 through 6.3G.4.2.5-7.
To account for RF Power amplifier mode changes 2 exceptions are allowed for each of ramping up and ramping down test patterns. For these exceptions the power tolerance limit is a maximum of ± (6.0 + TT) dB. If there is an exception in the power step caused by the RB change for all test patterns (A, B, C) then fail the UE.
Table 6.3G.4.2.5-1: Test Requirements Relative Power Tolerance for Transmission, channel BW 5MHz, ramp up sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Up)
	Power step size range (Up)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Sub-frames before RB change
	Fixed = 1
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	15
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Sub-frames before RB change
	Fixed = 1
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	1RB to 15 RBs
	TPC=+1dB
	12.76
	10dB ≤ ΔP < 15dB
	12.76 +/- (4 + TT)

	
	
	Sub-frames after RB change
	Fixed = 15
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Sub-frames before RB change
	Fixed = 1
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	
	Sub-frames before RB change
	Fixed = 1
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	1RB to 10 RBs
	TPC=+1dB
	11.00
	10dB ≤ ΔP < 15dB
	11.00 +/- (4 + TT)

	
	
	Sub-frames after RB change
	Fixed = 10
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Sub-frames
Pattern B the position of RB uplink allocation change is after 20 active uplink Sub-frames
Pattern C the position of RB uplink allocation change is after 30 active uplink Sub-frames
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3G.1.



Table 6.3G.4.2.5-2: Test Requirements Relative Power Tolerance for Transmission, channel BW 5MHz, ramp down sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Down)
	Power step size range (Down)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Sub-frames before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	15
	
	Sub-frames before RB change
	Fixed = 15
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	15 RBs to 1 RB
	TPC=-1dB
	12.76
	10dB ≤ ΔP < 15dB
	12.76 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Sub-frames before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	
	Sub-frames before RB change
	Fixed = 10
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	10 RBs to 1 RB
	TPC=-1dB
	11.00
	10dB ≤ ΔP < 15dB
	11.00 +/- (4 + TT)

	
	
	Sub-frames after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Sub-frames
Pattern B the position of RB uplink allocation change is after 20 active uplink Sub-frames
Pattern C the position of RB uplink allocation change is after 30 active uplink Sub-frames
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3G.1.



Table 6.3G.4.2.5-3: Test Requirements Relative Power Tolerance for Transmission, channel BW 10MHz, 15MHz, 20MHz, 25MHz, 30MHz, 40MHz, 50MHz ramp up sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Up)
	Power step size range (Up)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	15
	2
	RB change
	1RB to 20 RBs
	TPC=+1dB
	14.01
	10dB ≤ ΔP < 15dB
	14.01 +/-  (4 + TT)

	
	
	Subframes after RB change
	Fixed = 20
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	3
	RB change
	1RB to 50 RBs
	TPC=+1dB
	17.99
	15dB ≤ ΔP
	17.99 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 50
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	2
	RB change
	1RB to 24 RBs
	TPC=+1dB
	14.80
	10dB ≤ ΔP < 15dB
	14.80+/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 24
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	60
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	1RB to 10 RBs
	TPC=+1dB
	11.00
	10dB ≤ ΔP < 15dB
	11.00 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 10
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	[bookmark: _Hlk534734126]Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Subframes.
Pattern B the position of RB uplink allocation change is after 20 active uplink Subframes
Pattern C the position of RB uplink allocation change is after 30 active uplink Subframes.
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3G.1.



Table 6.3G.4.2.5-4: Test Requirements Relative Power Tolerance for Transmission, channel BW 10MHz, 15MHz, 20MHz, 25MHz, 30MHz, 40MHz, 50MHz ramp down sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Down)
	Power step size range (Down)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1RBs
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 20
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	15
	2
	RB change
	20 RBs to 1 RB
	TPC=-1dB
	14.01
	10dB ≤ ΔP < 15dB
	14.01 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 50
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	3
	RB change
	50 RBs to 1 RB
	TPC=-1dB
	17.99
	15dB ≤ ΔP
	17.99 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	
	
	
	
	
	

	30
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	Subframes before RB change
	Fixed = 24
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	2
	RB change
	24 RBs to 1 RB
	TPC=-1dB
	14.80
	10dB ≤ ΔP < 15dB
	14.80 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	60
	
	Subframes before RB change
	Fixed = 10
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	2
	RB change
	10 RBs to 1 RB
	TPC=-1dB
	11.00
	10dB ≤ ΔP < 15dB
	11.00 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Subframes.
Pattern B the position of RB uplink allocation change is after 20 active uplink Subframes
Pattern C the position of RB uplink allocation change is after 30 active uplink Subframes.
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3G.1.



Table 6.3G.4.2.5-5: Test Requirements Relative Power Tolerance for Transmission, channel BW 60MHz, 70MHz, 80MHz, 90MHz, 100MHz ramp up sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Up)
	Power step size range (Up)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	2
	RB change
	1RB to 24 RBs
	TPC=+1dB
	14.80
	10dB ≤ ΔP < 15dB
	14.80 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 24
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	3
	RB change
	1RB to 81 RBs
	TPC=+1dB
	20.08
	15dB < ΔP
	20.08 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 81
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	60
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	1RB to 75 RBs
	TPC=+1dB
	19.75
	15dB < ΔP
	19.75 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 75
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Subframes.
Pattern B the position of RB uplink allocation change is after 20 active uplink Subframes
Pattern C the position of RB uplink allocation change is after 30 active uplink Subframes.
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3G.1.



Table 6.3G.4.2.5-6: Test Requirements Relative Power Tolerance for Transmission, channel BW 60MHz, 70MHz, 80MHz, 90MHz, 100MHz ramp down sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Down)
	Power step size range (Down)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 24
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	2
	RB change
	24 RBs to 1 RB
	TPC=-1dB
	14.80
	10dB ≤ ΔP < 15dB
	14.80 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 81
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	3
	RB change
	81 RBs to 1 RB
	TPC=-1dB
	20.08
	15dB < ΔP
	20.08 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	60
	
	Subframes before RB change
	Fixed = 75
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	75 RBs to 1 RB
	TPC=-1dB
	19.75
	15dB < ΔP
	19.75 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Subframes.
Pattern B the position of RB uplink allocation change is after 20 active uplink Subframes
Pattern C the position of RB uplink allocation change is after 30 active uplink Subframes.
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3G.1.



Table 6.3G.4.2.5-7: Test Requirements Relative Power Tolerance for Transmission, alternating sub-test
	BW
	Test SCS [kHz]
	Sub-test ID
	Uplink RB allocation
	TPC command
	Expected power step size (Up or Down)
	Power step size range (Up or Down)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	15
	2
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	5
	
	3
	Alternating 1 and 15
	TPC=0dB
	11.76
	10dB ≤ ΔP < 15dB
	11.76 +/- (4 + TT)

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	30
	2
	Alternating 1 and 10
	TPC=0dB
	10.00
	10dB ≤ ΔP < 15dB
	10.00 +/- (4 + TT)

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	
	2
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	15
	3
	Alternating 1 and 20
	TPC=0dB
	13.01
	10dB ≤ ΔP < 15dB
	13.01 +/- (4 + TT)

	
	
	4
	Alternating 1 and 50
	TPC=0dB
	16.99
	15dB ≤ ΔP
	16.99 +/- (5 + TT)

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	10,15,20, 25,30,40,50
	30
	2
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	
	3
	Alternating 1 and 24
	TPC=0dB
	13.80
	10dB ≤ ΔP < 15dB
	13.80 +/- (4 + TT)

	
	
	1
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	60
	2
	Alternating 1 and 10
	TPC=0dB
	10.00
	10dB ≤ ΔP < 15dB
	10.00 +/- (4 + TT)

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	30
	2
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	
	3
	Alternating 1 and 81
	TPC=0dB
	19.08
	15dB < ΔP
	19.08 +/- (5 + TT)

	60, 70,80,90,100
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	60
	2
	Alternating 1 and 5 
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	
	3
	Alternating 1 and 75
	TPC=0dB
	18.75
	15dB < ΔP
	18.75 +/- (5 + TT)

	Note 1:	The starting resource block shall be RB# 0.
Note 2:	TT=0.7dB
Note 3:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3G.1.
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