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	Reason for change:
	The parameter  p_ReleaseConnection is currently not passed on to the function f_NR5GC_PDUSessionEstablishment().

Note : Because of this the parameter p_ConnectionWillBeReleased in f_NR5GC_PDUSessionEstablishment() will always default to rrcConnectionRelease, which means the function f_NR_DelayForUserPlaneSignalling() is always called so the 10s timer t_WaitForUPlaneSignalling is started. For e.g. 34.229-5 test cases where the test case will starte executing on IMS PTC as soon as IMS signalling begins, this timer will block IPCAN requests (e.g.IPCAN_Release) for 10s. This timer should not be started in the case where the calling function (e.g. f_NR5GC_IPCAN_IdleUpdated()) specifies “noRrcConnectionRelease”
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	Pass the parameter p_ReleaseConnection through to _NR5GC_PDUSessionEstablishment()
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1. [bookmark: _Toc122434485][bookmark: _Toc106012794]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk23 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc106012795]Corrections required

2.1 Change 1
	Function name
	f_NR5GC_RRC_Idle_Steps16_20()

	Reason for change
	The parameter  p_ReleaseConnection is currently not passed on to the function f_NR5GC_PDUSessionEstablishment().
Note : Because of this the parameter p_ConnectionWillBeReleased in f_NR5GC_PDUSessionEstablishment() will always default to rrcConnectionRelease, which means the function f_NR_DelayForUserPlaneSignalling() is always called so the 10s timer t_WaitForUPlaneSignalling is started. For e.g. 34.229-5 test cases where the test case will starte executing on IMS PTC as soon as IMS signalling begins, this timer will block IPCAN requests (e.g.IPCAN_Release) for 10s. This timer should not be started in the case where the calling function (e.g. f_NR5GC_IPCAN_IdleUpdated()) specifies “noRrcConnectionRelease”

	Summary of change
	Pass the parameter p_ReleaseConnection through to _NR5GC_PDUSessionEstablishment()

	TTCN module
	NR5GC_NASSteps.ttcn

	MCC160 Comment
	



Before Change
	  function f_NR5GC_RRC_Idle_Steps16_20(NR_CellId_Type p_NR_CellId,
                                      integer p_ExpectedNumberOfNewPDUSessions := pc_noOf_PDUsSameConnection,  // @sic R5s201358 sic@,
                                      NR_TESTMODE_STATE_Type p_TestMode := TESTMode_OFF,
                                      RRCConnectionReleaseRequired_Type p_ReleaseConnection := noRrcConnectionRelease,
                                      template (value) UE_TestLoopModeA_NR_LB_Setup_Type p_UE_TestLoopModeA_NR_LB_Setup := cs_UE_TestLoopModeA_NR_LB_Setup_NoScaling,
                                      UE_TestLoopModeB_LB_Setup_Type p_IpPduDelayTime := '00'O,
                                      template (omit) SDAP_Config p_SDAP_Config := omit,
                                      template S_NSSAI_Type p_ExpectedS_NSSAI := *,
                                      template DNN p_ExpectedDNN := *,
                                      template (value) SSC_Mode p_SSC_Mode := crs_SSC_Mode(-, '001'B),
                                      template (omit) DNN p_DNN := omit,
                                      template (omit) QoS_Rules p_QoS_Rules := omit,
                                      template (value) Session_AMBR p_Session_AMBR := cs_Session_AMBR ('06'O, '05'O, '0004'O, '05'O, '0004'O),
                                      template (omit) S_NSSAI_Type p_S_NSSAI := cs_S_NSSAI_SST1eMBB_WithIEI, // @sic R5s190919 sic@
                                      template (omit) QoSFlowDescr p_QoSFlowDescr := omit,
                                      template (present) B4_Type p_ServiceType := '0000'B)  runs on NR5GC_PTC
  {
    //Steps 16 - 19a1
    // No SRB2 so must be on SRB1
    if (p_ExpectedNumberOfNewPDUSessions < 0 ) { // @sic R5-194797, R5-199075, R5-204329 sic@
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "3GPP RAN5 5GS test specifications do not support UEs configured with pc_noOf_PDUsSameConnection  // @sic R5s201358 sic@ < 0");
    }
    f_NR5GC_PDUSessionEstablishment (p_NR_CellId,
                                     p_ExpectedNumberOfNewPDUSessions,
                                     tsc_NR_RbId_SRB1,
                                     p_SDAP_Config, // @sic R5s210134 sic@
                                     p_ExpectedS_NSSAI,
                                     p_ExpectedDNN,
                                     p_SSC_Mode,
                                     p_DNN,
                                     p_QoS_Rules,
                                     p_Session_AMBR,
                                     p_S_NSSAI,
                                     p_QoSFlowDescr);
    
    ………………………….
  }



After Change
	function f_NR5GC_RRC_Idle_Steps16_20(NR_CellId_Type p_NR_CellId,
                                      integer p_ExpectedNumberOfNewPDUSessions := pc_noOf_PDUsSameConnection,  // @sic R5s201358 sic@,
                                      NR_TESTMODE_STATE_Type p_TestMode := TESTMode_OFF,
                                      RRCConnectionReleaseRequired_Type p_ReleaseConnection := noRrcConnectionRelease,
                                      template (value) UE_TestLoopModeA_NR_LB_Setup_Type p_UE_TestLoopModeA_NR_LB_Setup := cs_UE_TestLoopModeA_NR_LB_Setup_NoScaling,
                                      UE_TestLoopModeB_LB_Setup_Type p_IpPduDelayTime := '00'O,
                                      template (omit) SDAP_Config p_SDAP_Config := omit,
                                      template S_NSSAI_Type p_ExpectedS_NSSAI := *,
                                      template DNN p_ExpectedDNN := *,
                                      template (value) SSC_Mode p_SSC_Mode := crs_SSC_Mode(-, '001'B),
                                      template (omit) DNN p_DNN := omit,
                                      template (omit) QoS_Rules p_QoS_Rules := omit,
                                      template (value) Session_AMBR p_Session_AMBR := cs_Session_AMBR ('06'O, '05'O, '0004'O, '05'O, '0004'O),
                                      template (omit) S_NSSAI_Type p_S_NSSAI := cs_S_NSSAI_SST1eMBB_WithIEI, // @sic R5s190919 sic@
                                      template (omit) QoSFlowDescr p_QoSFlowDescr := omit,
                                      template (present) B4_Type p_ServiceType := '0000'B)  runs on NR5GC_PTC
  {
    //Steps 16 - 19a1
    // No SRB2 so must be on SRB1
    if (p_ExpectedNumberOfNewPDUSessions < 0 ) { // @sic R5-194797, R5-199075, R5-204329 sic@
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "3GPP RAN5 5GS test specifications do not support UEs configured with pc_noOf_PDUsSameConnection  // @sic R5s201358 sic@ < 0");
    }
    f_NR5GC_PDUSessionEstablishment (p_NR_CellId,
                                     p_ExpectedNumberOfNewPDUSessions,
                                     tsc_NR_RbId_SRB1,
                                     p_SDAP_Config, // @sic R5s210134 sic@
                                     p_ExpectedS_NSSAI,
                                     p_ExpectedDNN,
                                     p_SSC_Mode,
                                     p_DNN,
                                     p_QoS_Rules,
                                     p_Session_AMBR,
                                     p_S_NSSAI,
                                     p_QoSFlowDescr,-,-,-,-,-,-,-,-,-,-,-,-,-,-,-,-,-,-,-,-,-,-,p_ReleaseConnection);
    
…………………..
  }






