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0.1 [bookmark: _Toc109800079]Correction to the function f_NR_AddMod_1SCell_ENDC
	Template name
	f_NR_AddMod_1SCell_ENDC

	Reason for change
	In the function f_NR_AddMod_1SCell_ENDC, Ul grant configuration is started for Scell if p_UL_CA is set to True . In a case where the UE is not supporting PUCCH on Scell, the UE will not have PUCCH configuration to initiate SR. Hence it is proposed to add p_UL_CA_ConfigPUCCH also ,as part of check before configuring Ul grant on Scell.

	Summary of change
	In the function f_NR_AddMod_1SCell_ENDC , before calling f_NR_ULGrantConfiguration_Start , (p_UL_CA and p_UL_CA_ConfigPUCCH) condition is checked


	TTCN module
	NR_CommonFunctions_ENDC_CA.ttcn

	MCC160 Comment
	



Before Change:
	function f_NR_AddMod_1SCell_ENDC(NR_CellId_Type  p_PSCell,
                                   NR_CellId_Type  p_SCell,
                                   SCellIndex p_SCellIndex := tsc_SCellIndex_2,
                                   template (omit) NR_RadioBearerList_Type p_SS_RadioBearerList := omit,
                                   template (omit) NR_RLC_BearerToAddModList_Type p_NR_RLC_BearerToAddModList := omit,
                                   template (omit) RadioBearerConfig p_RadioBearerConfig := omit,
                                   boolean p_UL_CA := false,
                                   template(omit) ServingCellConfig.sCellDeactivationTimer p_SCellDeactivationTimer := omit,
                                   boolean p_UL_CA_ConfigPUCCH := true
                                   ) runs on NR_BASE_PTC
  { //@sic R5-214764 : added p_UL_CA_ConfigPUCCH sic@
    var template(value) CellGroupConfig v_SCGConfig := f_NR_GetSCGConfig_SCellAdd(p_SCell, p_SCellIndex, p_UL_CA, p_SCellDeactivationTimer, -, p_UL_CA_ConfigPUCCH);
    
    if (isvalue(p_NR_RLC_BearerToAddModList)) {
        v_SCGConfig.rlc_BearerToAddModList:= p_NR_RLC_BearerToAddModList;
    }
    f_NR_ConfigPCell_AddRelSCells(p_PSCell, {p_SCell}, tsc_SCellIndex_1, cs_TimingInfo_Now, f_NR_CellInfo_GetRNTI(p_PSCell), p_SS_RadioBearerList);
    f_NR_ConfigSCell(p_SCell,v_SCGConfig, cs_TimingInfo_Now);
    //Send RRC Reconfiguration on E-UTRA side
    f_NR_SendRRCReconfigurationContentsToEUTRA(p_RadioBearerConfig, v_SCGConfig);
    
    if (p_UL_CA) {
         f_NR_ULGrantConfiguration_Start(p_SCell);
    }
  }



After Change:
	function f_NR_AddMod_1SCell_ENDC(NR_CellId_Type  p_PSCell,
                                   NR_CellId_Type  p_SCell,
                                   SCellIndex p_SCellIndex := tsc_SCellIndex_2,
                                   template (omit) NR_RadioBearerList_Type p_SS_RadioBearerList := omit,
                                   template (omit) NR_RLC_BearerToAddModList_Type p_NR_RLC_BearerToAddModList := omit,
                                   template (omit) RadioBearerConfig p_RadioBearerConfig := omit,
                                   boolean p_UL_CA := false,
                                   template(omit) ServingCellConfig.sCellDeactivationTimer p_SCellDeactivationTimer := omit,
                                   boolean p_UL_CA_ConfigPUCCH := true
                                   ) runs on NR_BASE_PTC
  { //@sic R5-214764 : added p_UL_CA_ConfigPUCCH sic@
    var template(value) CellGroupConfig v_SCGConfig := f_NR_GetSCGConfig_SCellAdd(p_SCell, p_SCellIndex, p_UL_CA, p_SCellDeactivationTimer, -, p_UL_CA_ConfigPUCCH);
    
    if (isvalue(p_NR_RLC_BearerToAddModList)) {
        v_SCGConfig.rlc_BearerToAddModList:= p_NR_RLC_BearerToAddModList;
    }
    f_NR_ConfigPCell_AddRelSCells(p_PSCell, {p_SCell}, tsc_SCellIndex_1, cs_TimingInfo_Now, f_NR_CellInfo_GetRNTI(p_PSCell), p_SS_RadioBearerList);
    f_NR_ConfigSCell(p_SCell,v_SCGConfig, cs_TimingInfo_Now);
    //Send RRC Reconfiguration on E-UTRA side
    f_NR_SendRRCReconfigurationContentsToEUTRA(p_RadioBearerConfig, v_SCGConfig);
    
    if (p_UL_CA and p_UL_CA_ConfigPUCCH) { //WA#WI=971353
        f_NR_ULGrantConfiguration_Start(p_SCell);
    }
  }



