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1. [bookmark: _Toc122434485][bookmark: _Toc75963323][bookmark: _Toc106624121]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D22wk23 related to the title of this CR.
[bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc75963324]Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com
1. [bookmark: _Toc106624122]Corrections required
1. [bookmark: _Toc54888063][bookmark: _Toc93508300][bookmark: _Toc106624123]Change 1
	Function name
	function f_TC_10_1_6_1_NR5GC()

	Reason for change
	The test case’s test body status is not set correctly.

	Summary of change
	Added f_NR_TestBody_Set(true) before test body function and f_NR_TestBody_Set(false) after test body function

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_10_1_6_1_NR5GC() runs on NR5GC_PTC
  {
    //UE-requested PDU session release / Abnormal / Collision with network-requested PDU session modification procedure
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
    //Main test body
    fl_TC_10_1_6_1_Body();

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }




After Change:
	  function f_TC_10_1_6_1_NR5GC() runs on NR5GC_PTC
  {
    //UE-requested PDU session release / Abnormal / Collision with network-requested PDU session modification procedure
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);

    f_NR_TestBody_Set(true);

    //Main test body
    fl_TC_10_1_6_1_Body();

    f_NR_TestBody_Set(false);

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }




1. [bookmark: _Toc106624124]Change 2
	Function name
	function f_TC_10_1_6_2_NR5GC()

	Reason for change
	The test case’s test body status is not set correctly.

	Summary of change
	Added f_NR_TestBody_Set(true) before test body function and f_NR_TestBody_Set(false) after test body function

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_10_1_6_2_NR5GC() runs on NR5GC_PTC
  {
    //UE-requested PDU session release / Abnormal / Collision with network-requested PDU session release procedure
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
    //Main test body
    fl_TC_10_1_6_2_Body();

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }



After Change:
	  function f_TC_10_1_6_2_NR5GC() runs on NR5GC_PTC
  {
    //UE-requested PDU session release / Abnormal / Collision with network-requested PDU session release procedure
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
	f_NR_TestBody_Set(true);
	
    //Main test body
    fl_TC_10_1_6_2_Body();
	
	f_NR_TestBody_Set(false);

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }




1. [bookmark: _Toc106624125]Change 3
	Function name
	function f_TC_10_1_5_1_NR5GC()

	Reason for change
	The test case’s test body status is not set correctly.

	Summary of change
	Added f_NR_TestBody_Set(true) before test body function and f_NR_TestBody_Set(false) after test body function

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_10_1_5_1_NR5GC() runs on NR5GC_PTC
  {
    //UE-requested PDU session modification
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
    //Main test body
    fl_TC_10_1_5_1_Body();

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }



After Change:
	  function f_TC_10_1_5_1_NR5GC() runs on NR5GC_PTC
  {
    //UE-requested PDU session modification
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
	f_NR_TestBody_Set(true);
	
    //Main test body
    fl_TC_10_1_5_1_Body();
	
	f_NR_TestBody_Set(false);

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }




1. [bookmark: _Toc106624126]Change 4
	Function name
	function f_TC_10_1_2_1_NR5GC()

	Reason for change
	The test case’s test body status is not set correctly.

	Summary of change
	Added f_NR_TestBody_Set(true) before test body function and f_NR_TestBody_Set(false) after test body function

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_10_1_2_1_NR5GC() runs on NR5GC_PTC
  {
    //Network-requested PDU session modification / Accepted / Reactivation
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A, TEST_LOOPModeB_ON); // @sic R5-198972 sic@
    
    //Main test body
    fl_TC_10_1_2_1_Body();

    // Finish
    f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(v_NGC_NASCellA); // @sic R5s190944 sic@
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }



After Change:
	  function f_TC_10_1_2_1_NR5GC() runs on NR5GC_PTC
  {
    //Network-requested PDU session modification / Accepted / Reactivation
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A, TEST_LOOPModeB_ON); // @sic R5-198972 sic@
    
	f_NR_TestBody_Set(true);
	
    //Main test body
    fl_TC_10_1_2_1_Body();
	
	f_NR_TestBody_Set(false);

    // Finish
    f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(v_NGC_NASCellA); // @sic R5s190944 sic@
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }




1. [bookmark: _Toc106624127]Change 5
	Function name
	function f_TC_10_1_2_2_NR5GC()

	Reason for change
	The test case’s test body status is not set correctly.

	Summary of change
	Added f_NR_TestBody_Set(true) before test body function and f_NR_TestBody_Set(false) after test body function

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_10_1_2_2_NR5GC() runs on NR5GC_PTC
  {
    //Network-requested PDU session modification / Abnormal / PDU session in state PDU SESSION INACTIVE / Invalid PDU session identity
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
    //Main test body
    fl_TC_10_1_2_2_Body();

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }



After Change:
	  function f_TC_10_1_2_2_NR5GC() runs on NR5GC_PTC
  {
    //Network-requested PDU session modification / Abnormal / PDU session in state PDU SESSION INACTIVE / Invalid PDU session identity
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
	f_NR_TestBody_Set(true);
	
    //Main test body
    fl_TC_10_1_2_2_Body();
	
	f_NR_TestBody_Set(false);

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }




1. [bookmark: _Toc106624128]Change 6
	Function name
	function f_TC_10_1_1_2_NR5GC()

	Reason for change
	The test case’s test body status is not set correctly.

	Summary of change
	Added f_NR_TestBody_Set(true) before test body function and f_NR_TestBody_Set(false) after test body function

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_10_1_1_2_NR5GC() runs on NR5GC_PTC
  {
    //PDU session authentication and authorization/ After the UE-requested PDU session procedure // @sic R5-212847 sic@
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A); // @sic R5-203785 sic@
    
    //Main test body
    fl_TC_10_1_1_2_Body();

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }



After Change:
	  function f_TC_10_1_1_2_NR5GC() runs on NR5GC_PTC
  {
    //PDU session authentication and authorization/ After the UE-requested PDU session procedure // @sic R5-212847 sic@
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A); // @sic R5-203785 sic@
    
	f_NR_TestBody_Set(true);
	
    //Main test body
    fl_TC_10_1_1_2_Body();
	
	f_NR_TestBody_Set(false);

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }




1. [bookmark: _Toc106624129]Change 7
	Function name
	function f_TC_10_1_1_1_NR5GC()

	Reason for change
	The test case’s test body status is not set correctly.

	Summary of change
	Added f_NR_TestBody_Set(true) before test body function and f_NR_TestBody_Set(false) after test body function

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_10_1_1_1_NR5GC() runs on NR5GC_PTC
  {
    //PDU session authentication and authorization / During the UE-requested PDU session procedure // @sic R5-212847 sic@
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_IDLE_1A);
    
    //Main test body
    fl_TC_10_1_1_1_Body();

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_IDLE_1A);
  }



After Change:
	  function f_TC_10_1_1_1_NR5GC() runs on NR5GC_PTC
  {
    //PDU session authentication and authorization / During the UE-requested PDU session procedure // @sic R5-212847 sic@
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_IDLE_1A);
    
	f_NR_TestBody_Set(true);
	
    //Main test body
    fl_TC_10_1_1_1_Body();
	
	f_NR_TestBody_Set(false);

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_IDLE_1A);
  }




1. [bookmark: _Toc106624130]Change 8
	Function name
	function f_TC_10_1_3_2_NR5GC()

	Reason for change
	The test case’s test body status is not set correctly.

	Summary of change
	Added f_NR_TestBody_Set(true) before test body function and f_NR_TestBody_Set(false) after test body function

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_10_1_3_2_NR5GC() runs on NR5GC_PTC
  {
    //Network-requested PDU session release / Insufficient resources / Insufficient resources for specific slice and DNN / abnormal / Invalid PDU session identity // @sic R5-212847 sic@

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
    //Main test body
    fl_TC_10_1_3_2_Body();

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }



After Change:
	  function f_TC_10_1_3_2_NR5GC() runs on NR5GC_PTC
  {
    //Network-requested PDU session release / Insufficient resources / Insufficient resources for specific slice and DNN / abnormal / Invalid PDU session identity // @sic R5-212847 sic@

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
	f_NR_TestBody_Set(true);
	
    //Main test body
    fl_TC_10_1_3_2_Body();
	
	f_NR_TestBody_Set(false);

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);
  }




1. [bookmark: _Toc106624131]Change 9
	Function name
	function f_TC_10_1_4_1_NR5GC()

	Reason for change
	The test case’s test body status is not set correctly.

	Summary of change
	Added f_NR_TestBody_Set(true) before test body function and f_NR_TestBody_Set(false) after test body function

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_10_1_4_1_NR5GC() runs on NR5GC_PTC
  {
   //UE-requested PDU session establishment / Abnormal / T3580
    
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var PDU_PDN_DNN_Type v_PDNType;

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    // @sic R5s210148 sic@
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
    if (f_NR5GC_MobileInfo_GetNoOfSessions() == 0){
        v_PDNType := f_GetDefaultAPN_DNNType_FromPICS();// @sic R5-217280 sic@
        f_NR5GC_TriggerSinglePDUSession(v_NGC_NASCellA, 1, v_PDNType, tsc_RandomAPN, cs_S_NSSAI_SST1eMBB);
    }
    
    //Main test body
    fl_TC_10_1_4_1_Body();

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);

  }



After Change:
	  function f_TC_10_1_4_1_NR5GC() runs on NR5GC_PTC
  {
   //UE-requested PDU session establishment / Abnormal / T3580
    
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var PDU_PDN_DNN_Type v_PDNType;

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    
    //Preamble
    //The UE is in 5GS state 3N-A
    // @sic R5s210148 sic@
    //Preamble
    //The UE is in 5GS state 3N-A
    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    
    if (f_NR5GC_MobileInfo_GetNoOfSessions() == 0){
        v_PDNType := f_GetDefaultAPN_DNNType_FromPICS();// @sic R5-217280 sic@
        f_NR5GC_TriggerSinglePDUSession(v_NGC_NASCellA, 1, v_PDNType, tsc_RandomAPN, cs_S_NSSAI_SST1eMBB);
    }
    
	f_NR_TestBody_Set(true);
	
    //Main test body
    fl_TC_10_1_4_1_Body();
	
	f_NR_TestBody_Set(false);

    // Finish
    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);

  }







