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	Reason for change:
	In the current version, values of ms10 assigned to nprach-StartTime-r15 IE, of n12 assigned to nprach-NumSubcarriers-r15 IE and of n8 assigned to nprach-NumCBRA-StartSubcarriers-r15 IE are set incorrectly, because as per ASN1 definition they do not correspond to allowed values for NPRACH-ParametersFmt2-NB-r15:

nprach-StartTime-r15					ENUMERATED {ms8, ms16, ms32, ms64, ms128, ms256, ms512, ms1024}

nprach-NumSubcarriers-r15				ENUMERATED {n36, n72, n108, n144} OPTIONAL,	-- NEED OP
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	Summary of change:
	It is proposed to assign the value of ms8 to the nprach-StartTime-r15 IE, the value of n36 to the nprach-NumSubcarriers-r15 IE and the value of n24 to the nprach-NumCBRA-StartSubcarriers-r15 IE. 
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[Start of change]
-	SystemInformationBlockType23-NB
The IE SystemInformationBlockType23-NB contains radio resource configuration for NPRACH resources using preamble format 2 on non-anchor carriers.
Table 8.1.4.3.3-9: SystemInformationBlockType23-NB
	Derivation Path: 36.331 clause 6.7.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType23-NB-r15 ::= SEQUENCE {
	
	
	

	  ul-ConfigList-v1530 SEQUENCE (SIZE (1.. maxNonAnchorCarriers-NB-r14)) OF UL-ConfigCommon-NB-v1530 SEQUENCE {
	1 entry
	
	

	   nprach-ParametersListFmt2-r15 SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-ParametersFmt2-NB-r15 SEQUENCE {
	1 entry
	
	

	      nprach-Parameters-r15 SEQUENCE {
	
	
	

	          nprach-Periodicity-r15
	ms640
	
	

	          nprach-StartTime-r15
	ms10ms8
	
	

	          nprach-SubcarrierOffset-r15
	n12
	
	

	          nprach-NumSubcarriers-r15
	n12n36
	
	

	          nprach-SubcarrierMSG3-RangeStart-r15
	oneThird
	
	

	          npdcch-NumRepetitions-RA-r15
	r16
	
	

	          npdcch-StartSF-CSS-RA-r15
	v4
	
	

	          npdcch-Offset-RA-r15
	zero
	
	

	          nprach-NumCBRA-StartSubcarriers-r15
	n8n24
	
	

	          npdcch-CarrierIndex-r15
	Not present
	
	

	       }
	
	
	

	    }
	
	
	

	    nprach-ParametersListFmt2EDT-r15
	Not present
	
	

	  }
	
	
	

	  ul-ConfigListMixed-v1530
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
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