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<<< START OF CHANGES >>>
<<< START OF CHANGE >>>
5	Operating bands and channel arrangement
[bookmark: _Toc21026351][bookmark: _Toc27743604][bookmark: _Toc36196748][bookmark: _Toc36197440][bookmark: _Toc43898105][bookmark: _Toc52550596][bookmark: _Toc58952301][bookmark: _Toc68098056][bookmark: _Toc68098329][bookmark: _Toc68360459][bookmark: _Toc76557524][bookmark: _Toc84435416][bookmark: _Toc92802582]5.1	General
The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.
NOTE:	Other operating bands and channel bandwidths may be considered in future releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specification are identified as described in Table 5.1-1.
Table 5.1-1: Definition of frequency ranges
	Frequency range designation
	Corresponding frequency range

	FR1
	410 MHz – 7125 MHz

	FR2
	24250 MHz – 52600 MHz



This test specification covers FR2 operating bands.
[bookmark: _Toc21026352][bookmark: _Toc27743605][bookmark: _Toc36196749][bookmark: _Toc36197441][bookmark: _Toc43898106][bookmark: _Toc52550597][bookmark: _Toc58952302]For fine MU and TT derivation, For the purpose of derivation of Maximum Test System Uncertainty (MTSU) in Annex F, the frequency range FR2 is further divided into sub-ranges  as shown in Table 5.1-2. These FR2 sub-ranges are also referred to as part of definition of test tolerance within the individual test cases.
Table 5.1-2: Definition of frequency sub-ranges
	Frequency sub-range designation
	Corresponding frequency range

	FR2a
	23.45 GHz ≤ f < 32.125 GHz

	FR2b
	32.125 GHz ≤ f < 40.8 GHz

	FR2c
	40.8 GHz ≤ f < 44.3 GHz

	FR2d
	44.3 GHz ≤ f < 49.0 GHz


[bookmark: _Hlk78282338]<<< Skip unchanged sections >>>
<<< START OF CHANGE >>>
[bookmark: _Toc21026930][bookmark: _Toc27744228][bookmark: _Toc36197399][bookmark: _Toc36198093][bookmark: _Hlk78282313]O.2.2	Test frequencies
The frequencies to be used to characterize the quality of the quiet zone are 23.45 GHz, 32.125 GHz, and 40.8 GHz, 44.3 GHz, and 49 GHz. The quiet zone validation analysis is performed for each frequency individually.
<<< Skip unchanged sections >>>
[bookmark: _Hlk78282320]<<< START OF CHANGE >>>
[bookmark: _Toc21026943][bookmark: _Toc27744241][bookmark: _Toc36197412][bookmark: _Toc36198106]O.3.2	Test frequencies
Editor Note: Another test frequency of [TBD] GHz will be added as soon as FR2 bands >490GHz are introduced.
The frequencies to characterize the quality of the quiet zone shall be 6, 12.75, 23.45, 40.8, 49.0, 66, and 80GHz. The quiet zone validation analysis is performed for each frequency individually.
The measurements from the 23.45,  and 40.8, and 49.0 GHz in-band QoQZ validation can be re-used provided that the reference antenna position and orientation as well as the measurement frequency and measurement antenna are identical in both cases.
<<< Skip unchanged sections >>>
<<< END OF CHANGES >>>
