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6.2B.4.1.1.5	Test requirement
For UE supporting DPS, the output power measured shall not exceed the values specified in Table 6.2B.4.1.1.5-1.
Table 6.2B.4.1.1.5-1: PCMAX configured UE output power for UE supporting DPS
	
	E-UTRA component carrier
	NR component carrier
	Total power measured over E-UTRA and NR component carriers

	Test ID 1a
	Not measured
	Not measured
	-10dBm ± (7+TT)

	Test ID 1b
	Not measured
	Not measured
	10dBm ± (7+TT)

	Test ID 1c
	Not measured
	Not measured
	15 ± (6+TT)

	Test ID 1d
	Not measured
	Not measured
	18 ± (5+TT)

	Test ID 1e
	Not measured
	18 + (5+TT) / 11 – (6+TT) for PC3 UE
	21.54dBm + (3+TT) / 19.64 - (5+TT) for PC3 UE

	
	
	21 + (3+TT) / 14 - (6+TT) for PC2 UE (Rel-15 UE indicates PC2 on NR band, Rel-16 and forward UE repoting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16))
	24 + (2+TT) / 21.8 - (5+TT) for PC2 UE (Rel-15 UE indicates PC2 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16))

	
	
	21 + (3+TT) / 11 - (6+TT) for PC2 UE (Rel-15 and forward UE indicates PC3 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16))
	24 + (2+TT) / 21.4 - (5+TT) for PC2 UE (Rel-15 and forward UE indicates PC3 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16))

	Test ID 1f
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10] for PC3 UE
	N/A
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10] for PC3 UE

	
	Maximum output power with reduction as defined in Table 6.2.3_1.5-1 of TS 36.521-1 [10] for PC2 UE
	
	Maximum output power with reduction as defined in Table 6.2.3_1.5-1of TS 36.521-1 [10] for PC2 UE

	Test ID 2a
	-10dBm ± (7+TT)
	N/A-
	Not measured

	Test ID 2b
	10dBm ± (6+TT)
	N/A-
	Not measured

	Test ID 2c
	15dBm ± (5+TT)
	N/A-
	Not measured

	Test ID 3a
	N/A
	-10dBm ± (7+TT)
	Not measured

	Test ID 3b
	N/A
	10dBm ± (6+TT)
	Not measured

	Test ID 3c
	N/A
	15dBm ± (5+TT)
	Not measured

	NOTE 1:	In addition NOTE 2 in Table 6.2.2-1 in TS 36.101 [5] and/or NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] shall apply to the tolerances.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2B.4.1.1.5-3



For UE not supporting DPS, the output power measured shall not exceed the values specified in Table 6.2B.4.1.1.5-2.
Table 6.2B.4.1.1.5-2: PCMAX configured UE output power for UE not supporting DPS
	
	E-UTRA component carrier
	NR component carrier
	Total power measured over E-UTRA and NR component carriers

	Test ID 1a
	-10 dBm ± (7+TT)
	-10 dBm ± (7+TT)
	Not measured

	Test ID 1b
	10 dBm ± (6+TT)
	10 dBm ± (6+TT)
	Not measured

	Test ID 1c
	15 dBm ± (5+TT)
	15 dBm ± (5+TT)
	Not measured

	Test ID 1d
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10] for PC3 UE
	N/A
	Not measured

	
	Maximum output power with reduction as defined in Table 6.2.3_1.5-1 of TS 36.521-1 [10] for PC2 UE
	
	

	Test ID 2a
	-10dBm ± (7+TT)
	N/A
	Not measured

	Test ID 2b
	10dBm ± (6+TT)
	N/A
	Not measured

	Test ID 2c
	15dBm ± (5+TT)
	N/A
	Not measured

	Test ID 3a
	N/A
	-10dBm ± (7+TT)
	Not measured

	Test ID 3b
	N/A
	10dBm ± (6+TT)
	Not measured

	Test ID 3c
	N/A
	15dBm ± (5+TT)
	Not measured

	NOTE 1:	In addition NOTE 2 in Table 6.2.2-1 in TS 36.101 [5] and/or NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] shall apply to the tolerances.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2B.4.1.1.5-3



Table 6.2B.4.1.1.5-3: Test Tolerance (UE configured UE output power)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	0.7 dB
	1.0 dB
	1.0 dB

	40MHz < BW ≤ 100MHz
	1.0 dB
	1.0 dB
	1.0 dB
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6.2B.4.1.2.5	Test requirement
 For UE supporting DPS, the output power measured shall not exceed the values specified in Table 6.2B.4.1.2.5-1.
Table 6.2B.4.1.2.5-1: PCMAX configured UE output power for UE supporting DPS
	
	E-UTRA component carrier
	NR component carrier
	Total power measured over E-UTRA and NR component carriers

	Test ID 1a
	Not measured
	Not measured
	-10dBm ± (7+TT)

	Test ID 1b
	Not measured
	Not measured
	10dBm ± (7+TT)

	Test ID 1c
	Not measured
	10 + (7+TT) / 2 – (7+TT) for PC3 UE
	13.0 + (6+TT) / 10.64 – (7+TT) for PC3 UE

	
	
	13 + (6+TT) / 5 - (7+TT) for PC2 UE (Rel-15 UE indicates PC2 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16))
	15.5 + (6+TT) / 12.8 - (6+TT) for PC2 UE (Rel-15 UE indicates PC2 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16))

	
	
	13 + (6+TT) / 2 - (7+TT) for PC2 UE (Rel-15 and forward UE indicates PC3 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16))
	15.5 + (6+TT) / 12.4 - (6+TT) for PC2 UE (Rel-15 and forward UE indicates PC3 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16))

	Test ID 1d
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10] for PC3 UE
	N/A
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10] for PC3 UE

	
	Maximum output power with reduction as defined in Table 6.2.3_1.5-1 of TS 36.521-1 [10] for PC2 UE
	
	Maximum output power with reduction as defined in Table 6.2.3_1.5-1 of TS 36.521-1 [10] for PC2 UE

	Test ID 2a
	-10dBm ± (7+TT)
	N/A
	Not measured

	Test ID 2b
	10dBm ± (6+TT)
	N/A
	Not measured

	Test ID 2c
	15dBm ± (5+TT)
	N/A
	Not measured

	Test ID 3a
	N/A
	-10dBm ± (7+TT)
	Not measured

	Test ID 3b
	N/A
	10dBm ± (6+TT)
	Not measured

	Test ID 3c
	N/A
	15dBm ± (5+TT)
	Not measured

	NOTE 1:	In addition NOTE 2 in Table 6.2.2-1 in TS 36.101 [5] and/or NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] shall apply to the tolerances.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2B.4.1.1.5-3



For UE not supporting DPS, the output power measured shall not exceed the values specified in Table 6.2B.4.1.1.5-2.
Table 6.2B.4.1.2.5-2: PCMAX configured UE output power for UE not supporting DPS
	
	E-UTRA component carrier
	NR component carrier
	Total power measured over E-UTRA and NR component carriers

	Test ID 1a
	-10 dBm ± (7+TT)
	-10 dBm ± (7+TT)
	Not measured

	[bookmark: _Hlk43746558]Test ID 1b
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10] for PC3 UE
	N/A
	Not measured

	
	Maximum output power with reduction as defined in Table 6.2.3_1.5-1 of TS 36.521-1 [10] for PC2 UE
	
	

	Test ID 2a
	-10dBm ± (7+TT)
	N/A
	Not measured

	Test ID 2b
	10dBm ± (6+TT)
	N/A
	Not measured

	Test ID 2c
	15dBm ± (5+TT)
	N/A
	Not measured

	Test ID 3a
	N/A
	-10dBm ± (7+TT)
	Not measured

	Test ID 3b
	N/A
	10dBm ± (6+TT)
	Not measured

	Test ID 3c
	N/A
	15dBm ± (5+TT)
	Not measured

	NOTE 1:	In addition NOTE 2 in Table 6.2.2-1 in TS 36.101 [5] and/or NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] shall apply to the tolerances.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2B.4.1.1.5-3



Table 6.2B.4.1.2.5-3: Test Tolerance for UE configured UE output power (Separate measurements over E-UTRA and NR CCs)
	Uplink TX
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6GHz

	E-UTRA
	BW ≤ 20MHz
	0.7 dB
	1.0 dB
	1.3 dB

	NR
	BW ≤ 40MHz
	0.7 dB
	1.0 dB
	1.0 dB

	
	40MHz < BW ≤ 100MHz
	1.0 dB
	1.0 dB
	1.0 dB



Table 6.2B.4.1.2.5-4: Test Tolerance for UE configured UE output power (Combined measurements of E-UTRA and NR CCs)
	TT for overall output power

	
	
	
	NR

	
	
	
	BW ≤ 20MHz
	20 MHz < BW ≤ 40MHz
	40MHz < BW ≤ 100MHz

	
	
	
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz

	E-UTRA
	BW ≤ 20MHz
	f ≤ 3.0GHz 
	0.7 dB
	1.0 dB
	1.0 dB
	0.7 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB

	
	
	3.0GHz < f ≤ 4.2GHz
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
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6.2B.4.1.3.5	Test requirement
For UE supporting DPS, the output power measured shall not exceed the values specified in Table 6.2B.4.1.3.5-1.
Table 6.2B.4.1.3.5-1: PCMAX configured UE output power for UE supporting DPS
	
	E-UTRA component carrier
	NR component carrier
	Total power measured over E-UTRA and NR component carriers

	Test ID 1a
	Not measured
	Not measured
	-10dBm ± (7+TT)

	Test ID 1b
	Not measured
	Not measured
	15dBm ± (6+TT)

	Test ID 1c
	Not measured
	Not measured
	17 ± (5+TT)

	Test ID 1d
	Not measured
	Not measured
	20 + (4+TT)/ - (6+TT)

	Test ID 1e
	Not measured
	Not measured
	21 + (3+TT)/ - (5+TT)

	Test ID 1f
	Not measured
	Not measured
	22+ (2+TT)/ - (5+TT)

	Test ID 1g
	Not measured
	23 + (2+TT) / 17 – (5+TT) for PC3 UE
	23 + (2+TT) / 21.8 - (5+TT) for PC3 UE

	
	
	26 + (2+TT) / 20 - (6+TT) for PC2 UE (Rel-15 UE indicates PC2 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16))
	26 + (2+TT) / 24.8 - (3+TT) for PC2 UE (Rel-15 UE indicates PC2 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16))

	
	
	23 + (2+TT) / 17 - (5+TT) for PC2 UE (Rel-15 and forward UE indicates PC3 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16))
	26 + (2+TT) / 24.0 - (3+TT) for PC2 UE (Rel-15 and forward UE indicates PC3 on NR band, Rel-16 and forward UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16))

	Test ID 1h
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10] for PC3 UE
	N/A
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10] for PC3 UE

	
	Maximum output power with reduction as defined in Table 6.2.3_1.5-1 of TS 36.521-1 [10] for PC2 UE
	
	Maximum output power with reduction as defined in Table 6.2.3_1.5-1 of TS 36.521-1 [10] for PC2 UE

	Test ID 2a
	-10dBm ± (7+TT)
	N/A
	Not measured

	Test ID 2b
	10dBm ± (6+TT)
	N/A
	Not measured

	Test ID 2c
	15dBm ± (5+TT)
	N/A
	Not measured

	Test ID 3a
	N/A
	-10dBm ± (7+TT)
	Not measured

	Test ID 3b
	N/A
	10dBm ± (6+TT)
	Not measured

	Test ID 3c
	N/A
	15dBm ± (5+TT)
	Not measured

	NOTE 1:	In addition NOTE 2 in Table 6.2.2-1 in TS 36.101 [5] and/or NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] shall apply to the tolerances.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2B.4.1.3.5-3 and Table  6.2B.4.1.3.5-4.



For UE not supporting DPS, the output power measured shall not exceed the values specified in Table 6.2B.4.1.3.5-2.
Table 6.2B.4.1.3.5-2: PCMAX configured UE output power for UE not supporting DPS
	
	E-UTRA component carrier
	NR component carrier
	Total power measured over E-UTRA and NR component carriers

	Test ID 1a
	-10 dBm ± (7+TT)
	-10 dBm ± (7+TT)
	Not measured

	Test ID 1b
	10 dBm ± (6+TT)
	10 dBm ± (6+TT)
	Not measured

	Test ID 1c
	15 dBm ± (5+TT)
	15 dBm ± (5+TT)
	Not measured

	Test ID 1d
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10] for PC3 UE
	N/A
	Not measured

	
	Maximum output power with reduction as defined in Table 6.2.3_1.5-1 of TS 36.521-1 [10] for PC2 UE
	
	

	Test ID 2a
	-10dBm ± (7+TT)
	N/A
	Not measured

	Test ID 2b
	10dBm ± (6+TT)
	N/A
	Not measured

	Test ID 2c
	15dBm ± (5+TT)
	N/A
	Not measured

	Test ID 3a
	N/A
	-10dBm ± (7+TT)
	Not measured

	Test ID 3b
	N/A
	10dBm ± (6+TT)
	Not measured

	Test ID 3c
	N/A
	15dBm ± (5+TT)
	Not measured

	NOTE 1:	In addition NOTE 2 in Table 6.2.2-1 in TS 36.101 [5] and/or NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] shall apply to the tolerances.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table  6.2B.4.1.3.5-3 and Table 6.2B.4.1.3.5-4.



Table 6.2B.4.1.3.5-3: Test Tolerance for UE maximum output power (Separate measurements over E-UTRA and NR CCs)
	Uplink TX
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6GHz

	E-UTRA
	BW ≤ 20MHz
	0.7 dB
	1.0 dB
	1.3 dB

	NR
	BW ≤ 40MHz
	0.7 dB
	1.0 dB
	1.0 dB

	
	40MHz < BW ≤ 100MHz
	1.0 dB
	1.0 dB
	1.0 dB



Table 6.2B.4.1.3.5-4: Test Tolerance for UE maximum output power (Combined measurements of E-UTRA and NR CCs)
	TT for overall output power

	
	
	
	NR

	
	
	
	BW ≤ 20MHz
	20 MHz < BW ≤ 40MHz
	40MHz < BW ≤ 100MHz

	
	
	
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz

	E-UTRA
	BW ≤ 20MHz
	f ≤ 3.0GHz 
	0.7 dB
	1.0 dB
	1.0 dB
	0.7 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB

	
	
	3.0GHz < f ≤ 4.2GHz
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB



For the UE which supports inter-band EN-DC configuration, ΔTIB,c in 6.2B.4.2 applies where unless otherwise stated, the same ΔTIB,c is applicable to NR band(s) part for DC configurations which have the same NR operating band combination. Unless otherwise stated, ΔTIB,c is set to zero.
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6.2B.4.1.3_1.5	Test requirement
For UE supporting DPS, the output power measured shall not exceed the values specified in Table 6.2B.4.1.3_1.5-1.
Table 6.2B.4.1.3_1.5-1: PCMAX configured UE output power for UE supporting DPS
	
	E-UTRA CG
	NR CG
	Total power measured over all E-UTRA and NR component carriers

	Test ID 1a
	Not measured
	Not measured
	-10 dBm ± (7+TT)

	Test ID 1b
	Not measured
	Not measured
	15 dBm ± (6+TT)

	Test ID 1c
	Not measured
	Not measured
	17 dBm ± (5+TT)

	Test ID 1d
	Not measured
	Not measured
	20 dBm + (4+TT)/ - (6+TT)

	Test ID 1e
	Not measured
	Not measured
	21 dBm + (3+TT)/ - (5+TT)

	Test ID 1f
	Not measured
	Not measured
	22 dBm + (2+TT)/ - (5+TT)

	Test ID 1g
	Not measured
	23 dBm + (2+TT) / 17 dBm – (5+TT)
	23 dBm + (2+TT) / 21.8 dBm - (5+TT)

	Test ID 1h
	Maximum output power with reduction as defined in Table 6.2.3A.1.5-1 of TS 36.521-1 [10] for PC3 UE
	N/A
	Maximum output power with reduction as defined in Table 6.2.3A.1.5-1 of TS 36.521-1 [10] for PC3 UE

	
	Maximum output power with reduction as defined in Table 6.2.3A.1_3.5-1 of TS 36.521-1 [10] for PC2 UE
	
	Maximum output power with reduction as defined in Table 6.2.3A.1_3.5-1 of TS 36.521-1 [10] for PC2 UE

	Test ID 2a
	-10 dBm ± (7+TT)
	N/A
	Not measured

	Test ID 2b
	10 dBm ± (6+TT)
	N/A
	Not measured

	Test ID 2c
	15 dBm ± (5+TT)
	N/A
	Not measured

	Test ID 3a
	N/A
	-10 dBm ± (7+TT)
	Not measured

	Test ID 3b
	N/A
	10 dBm ± (6+TT)
	Not measured

	Test ID 3c
	N/A
	15 dBm ± (5+TT)
	Not measured

	NOTE 1:	In addition NOTE 2 in Table 6.2.2-1 in TS 36.101 [5] and/or NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] shall apply to the tolerances.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2B.4.1.3_1.5-3 and Table  6.2B.4.1.3_1.5-4.



For UE not supporting DPS, the output power measured shall not exceed the values specified in Table 6.2B.4.1.3_1.5-2.
Table 6.2B.4.1.3_1.5-2: PCMAX configured UE output power for UE not supporting DPS
	
	E-UTRA CG
	NR CG
	Total power measured over all E-UTRA and NR component carriers

	Test ID 1a
	-10 dBm ± (7+TT)
	-10 dBm ± (7+TT)
	Not measured

	Test ID 1b
	10 dBm ± (6+TT)
	10 dBm ± (6+TT)
	Not measured

	Test ID 1c
	15 dBm ± (5+TT)
	15 dBm ± (5+TT)
	Not measured

	Test ID 1d
	Maximum output power with reduction as defined in Table 6.2.3A.1.5-1 of TS 36.521-1 [10] for PC3 UE
	N/A
	Not measured

	
	Maximum output power with reduction as defined in Table 6.2.3A.1_3.5-1 of TS 36.521-1 [10] for PC2 UE
	
	

	Test ID 2a
	-10 dBm ± (7+TT)
	N/A
	Not measured

	Test ID 2b
	10 dBm ± (6+TT)
	N/A
	Not measured

	Test ID 2c
	15 dBm ± (5+TT)
	N/A
	Not measured

	Test ID 3a
	N/A
	-10 dBm ± (7+TT)
	Not measured

	Test ID 3b
	N/A
	10 dBm ± (6+TT)
	Not measured

	Test ID 3c
	N/A
	15 dBm ± (5+TT)
	Not measured

	NOTE 1:	In addition NOTE 2 in Table 6.2.2A-1 in TS 36.101 [5] and/or NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] shall apply to the tolerances.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table  6.2B.4.1.3_1.5-3 and Table 6.2B.4.1.3_1.5-4.



Table 6.2B.4.1.3_1.5-3: Test Tolerance for UE maximum output power (Separate measurements over E-UTRA and NR CCs)
	Uplink TX
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6GHz

	E-UTRA
	BW ≤ 20MHz
	0.7 dB
	1.0 dB
	1.3 dB

	NR
	BW ≤ 40MHz
	0.7 dB
	1.0 dB
	1.0 dB

	
	40MHz < BW ≤ 100MHz
	1.0 dB
	1.0 dB
	1.0 dB



Table 6.2B.4.1.3_1.5-4: Test Tolerance for UE maximum output power (Combined measurements of E-UTRA and NR CCs)
	TT for overall output power

	
	
	
	NR

	
	
	
	BW ≤ 20MHz
	20 MHz < BW ≤ 40MHz
	40MHz < BW ≤ 100MHz

	
	
	
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz

	E-UTRA
	BW ≤ 20MHz
	f ≤ 3.0GHz 
	0.7 dB
	1.0 dB
	1.0 dB
	0.7 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB

	
	
	3.0GHz < f ≤ 4.2GHz
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB
	1.0 dB



For the UE which supports inter-band EN-DC configuration, ΔTIB,c in 6.2B.4.2 applies where unless otherwise stated, the same ΔTIB,c is applicable to NR band(s) part for DC configurations which have the same NR operating band combination. Unless otherwise stated, ΔTIB,c is set to zero.
<<End of change>>

