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[bookmark: _Toc21103346][bookmark: _Toc21103332][bookmark: _Toc21103315][bookmark: _Toc21103325][bookmark: _Toc21103327][bookmark: _Toc21103329]8.2.3.7.2b	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour E-UTRA and NR cells / Inter-band measurements / NE-DC
8.2.3.7.2b.1	Test Purpose (TP)
(1)
with { UE in RRC_CONNECTED state with NE-DC, and, MCG(s) (NR PDCP) and SCG and Inter-band measurements configured for event A4 with event based periodical reporting }
ensure that {
  when { Neighbour E-UTRA cell becomes better than absolute threshold }
    then { UE sends MeasurementReport message at regular intervals while entering condition for event A4 is satisfied }
            }

(2)
with { UE in RRC_CONNECTED state with NE-DC, and, MCG(s) (NR PDCP) and SCG and periodical measurement reporting triggered by event A4 ongoing }
ensure that {
  when { Neighbour E-UTRA cell becomes worse than absolute threshold }
    then { UE stops sending MeasurementReport message }
            }
(3)
with { UE in RRC_CONNECTED state with NE-DC, and, MCG(s) (NR PDCP) and SCG and measurements configured for event A4 including reportAddNeighMeas with event based periodical reporting }
ensure that {
  when { Neighbour NR cell becomes better than absolute threshold }
    then { UE sends MeasurementReport at regular intervals while entering condition for event A4 is satisfied, and includes measurement result for the PSCELL. }
            }
8.2.3.7.2b.2	Conformance requirements
Same as test case 8.2.3.7.2a
8.2.3.7.2b.3	Test description
8.2.3.7.2b.3.1	Pre-test conditions
Same as test case 8.2.3.7.2a with the following differences:
-	Cells configuration: NR Cell 10 replaces NR Cell 3; EUTRA Cell 10 replaces EUTRA Cell 3.
8.2.3.7.2b.3.2	Test procedure sequence
Same as test case 8.2.3.7.2a with the following differences:
-	Cells configuration: NR Cell 10 replaces NR Cell 3; EUTRA Cell 10 replaces EUTRA Cell 3.
8.2.3.7.2b.3.3	Specific message contents
Same as test case 8.2.3.7.2a with the following differences:
-	Cells configuration: NR Cell 10 replaces NR Cell 3; EUTRA Cell 10 replaces EUTRA Cell 3.


