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Table 4.1-4a: Applicability of Protocol conformance Mobility and Session management test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	9
	Mobility management
	
	
	

	9.1
	5GS mobility management
	
	
	

	9.1.1
	Primary authentication and key agreement
	
	
	

	9.1.1.1
	EAP based primary authentication and key agreement / EAP-AKA' related procedures
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.1.2
	EAP based primary authentication and key agreement / Reject
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.1.3
	EAP based primary authentication and key agreement / EAP message transport / Abnormal
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.1.4
	5G AKA based primary authentication and key agreement / 5G-AKA related procedures
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.1.5
	5G AKA based primary authentication and key agreement / Reject
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.1.6
	5G AKA based primary authentication and key agreement / Abnormal
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.2
	Security mode control
	
	
	

	9.1.2.1
	NAS security mode command
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.2.2
	Protection of initial NAS signalling messages
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.2.3
	Integrity protection / Correct functionality of 5G NAS integrity algorithm / SNOW3G
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.2.4
	Integrity protection / Correct functionality of 5G NAS integrity algorithm / AES
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.2.5
	Integrity protection / Correct functionality of 5G NAS integrity algorithm / ZUC
	Rel-15
	C84
	UEs supporting 5G Core and ZUC algorithm

	9.1.2.6
	Ciphering and deciphering / Correct functionality of 5G NAS encryption algorithm / SNOW3G
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.2.7
	Ciphering and deciphering / Correct functionality of 5G NAS encryption algorithm / AES
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.2.8
	Ciphering and deciphering / Correct functionality of 5G NAS encryption algorithm / ZUC
	Rel-15
	C84
	UEs supporting 5G Core and ZUC algorithm

	9.1.3
	Identification
	
	
	

	9.1.3.1
	Identification procedure
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.4
	Generic UE configuration update
	
	
	

	9.1.4.1
	Generic UE configuration update / New 5G-GUTI, NITZ, registration requested, network slicing indication, new allowed NSSAI / Acknowledgement from the UE
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5
	Registration
	
	
	

	9.1.5.1
	Initial registration
	
	
	

	9.1.5.1.1
	Initial registration / Success / 5G-GUTI reallocation, last visited TAI
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.2
	Initial registration / 5GS services / Equivalent PLMN list handling
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.3
	Initial registration / 5GS services / NSSAI handling
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.3a
	Initial registration / 5GS services / NSSAI handling / NSSAI storage
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.4
	Initial registration / 5GS services / MICO mode / TAI list handling
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.5
	Initial registration / Abnormal / Failure after 5 attempts
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.6
	Initial registration / Rejected / Illegal UE
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.7
	Void
	
	
	

	9.1.5.1.8
	Initial registration / Rejected / Serving network not authorized
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.9
	Initial registration / Abnormal / Change of cell into a new tracking area
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.10
	Initial registration / Rejected / PLMN not allowed
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.11
	Initial registration / Rejected / Tracking area not allowed
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.12
	Initial registration / Rejected / Roaming not allowed in this tracking area
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.13
	Initial registration / Rejected / No suitable cells in tracking area
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.14
	Initial registration / Rejected / Congestion / Abnormal cases / T3346
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.15
	Initial registration / Success / Extended and spare fields in CAG information list
	Rel-15 only
	C21
	UEs supporting 5G Core
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[bookmark: OLE_LINK1][bookmark: OLE_LINK2]Table 4.1-5a: Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	11
	Multi-layer and Services
	
	
	

	11.1
	5GS / EPS Fallback
	
	
	

	11.1.1
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.1a
	MO MMTEL enhanced voice service call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C173
	UEs supporting 5G Core and E-UTRA and NG.114 v2.0

	11.1.2
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.3
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.3a
	MO MMTEL enhanced voice service call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
	Rel-15
	C173
	UEs supporting 5G Core and E-UTRA and NG.114 v2.0

	11.1.4
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode with N26 interface / E-UTRAN cell selection using cell status barred / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.5
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode without N26 interface / E-UTRAN cell selection using cell status reservation / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.6
	MT MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback

	11.1.7
	Emergency call setup from NR RRC_IDLE / Emergency Services Fallback to EPS with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C47
	UEs supporting 5G Core and E-UTRA and EPS IMS emergency call (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and Emergency Services Fallback in NR connected to 5GCN

	11.1.8
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / voiceFallbackIndication
	Rel-16
	C95
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback and voiceFallbackIndication

	11.1.9
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / voiceFallbackIndication
	Rel-16
	C95
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback and voiceFallbackIndication

	11.2
	5G-SRVCC
	
	
	

	11.2.1
	5G-SRVCC from NG-RAN to 3GPP UTRAN
	Rel-16
	C127
	UEs supporting 5G Core and UTRA and NR to UTRA-FDD CELL_DCH CS handover

	11.3
	Unified Access Control (UAC)
	
	
	

	11.3.1
	UAC / Access Identity 0 / 0% access probability / MTSI MO speech call / SMSoIP
	Rel-15
	C78
	UEs supporting 5G Core and Initiating session and MTSI speech and SMS over IP

	11.3.1a
	UAC / Access Identity 0 / 0% access probability / Uplink User user data transfer / RRC_INACTIVE
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	11.3.2
	UAC / Access Identity 0 / 0% access probability / Paging for MT Accessaccess / Emergency Callcall
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.3.3
	UAC / Access Identity 0 / AC8 / RRC_INACTIVE / RNA Updateupdate / RRC Resumeresume
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	11.3.4
	UAC / Access Identity 0 / Registration procedure for mobility and periodic registration update / BarringPerPLMNBarring per PLMN / Implicit AC Barring barring Listlist
	Rel-15
	C21
	UEs supporting 5G Core

	11.3.5
	UAC / Access Identity 1 / New cell not in the country of its HPLMN/EHPLMN 0% access probability / MPS indicator / HPLMN/0%/100% accessibility AC5 / MMTEL-Video call
	Rel-15
	C79
	UEs supporting 5G Core and Initiating session and MTSI video

	11.3.6
	UAC / Access Identity 2 / New cell not in the country of its HPLMN/EHPLMN 0% access probability / MCS indicator / HPLMN/0%/100% accessibility AC7 / RRC_INACTIVE
	Rel-15
	C21
	UEs supporting 5G Core

	11.3.7
	UAC / Access Identity 11..15 / High Priority priority Access access / HPLMN/0% accessibility AC2 /Emergency call
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	11.3.8
	UAC / Access Identity 0 / NR RRC_IDLE / Cell re-selection while T390 is running
	Rel-15
	C21
	UEs supporting 5G Core

	11.3.9
	UAC / Access Identity 0 / ODAC / PLMN / RPLMN / not EPLMN
	Rel-15
	C21
	UEs supporting 5G Core



