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{Start of changes}
7.6.1.2	NR SA FR2 event-triggered reporting without gap in DRX
Editor's Note: This test case is complete for the following configurations:
· Test frequency f ≤ 40.8 GHz
· UE PC3
This test case is incomplete for Test frequency f > 40.8 GHz
This test case is incomplete for UE power class other than PC3.
[bookmark: _Toc44323941][bookmark: _Toc52990134][bookmark: _Toc60823333][bookmark: _Toc60825255][bookmark: _Toc69306156][bookmark: _Toc69309872][bookmark: OLE_LINK54]<Unchanged Sections Skipped>
7.6.1.2.5	Test requirement
Table 7.6.1.2.4.1-3, Table 7.6.1.2.5-1 and Table 7.6.1.2.5-2 define the primary level settings including test tolerances for NR event triggered reporting in synchronous cells when DRX is used test. 
Table 7.6.1.2.5-1: NR Cell specific test parameters for NR SA FR2 event-triggered reporting without gap in DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1, 2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1, 2
	66
	66

	Initial BWP configuration
	
	1, 2
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1, 2
	SSB
	SSB

	PDSCH RMC configuration
	
	1
	SR.3. 2  TDD 
	N/A

	
	
	2
	SR.3.3 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.3.1 TDD
	CR.3.1 TDD 

	
	
	2
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.3.1 TDD
	CCR.3.1 TDD 

	
	
	2
	CCR.3.7 TDD
	CCR.3.7 TDD

	TRS configuration
	
	1, 2
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI states
	
	1, 2
	TCI.state.2
	N/A

	PDSCH/PDCCH subcarrier spacing
	kHz
	1, 2
	120
	120

	OCNG Patterns
	
	1, 2
	OP.1
	OP.1

	SSB
	
	1
	SSB.3 FR2
	SSB.3 FR2

	
	
	2
	SSB.4 FR2
	SSB.4 FR2

	Propagation Condition
	
	1, 2
	AWGN



Table 7.6.1.2.5-2: NR OTA Cell specific test parameters for NR SA FR2 event-triggered reporting without gap in DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1, 2
	Setup 1 defined in A.9

	Beam assumptionNote 4
	
	1,2
	Rough

	[image: ] BB Note 5
	dB
	1, 2
	3.514+TT
	-1.60-1.46+TT
	-Infinity
	-1.60-1.46+TT

	[image: ] Note 2
	dBm/15 KHz
	1, 2
	-98+TT-101.5 Note 6

	[image: ] Note 2
	dBm/SCS
	1
	-89+TT-92.5

	
	
	2
	-86+TT-89.5

	SSB_RPSS-RSRP
	dBm/SCS
	1
	-85+TT-88.47
	-88.47-85+TT
	-Infinity
	-88.47-85+TT

	
	
	2
	-82+TT-85.47
	-85.47-82+TT
	-Infinity
	-85.47-82+TT

	[image: ]
	dB
	1, 2
	4+TT
	4+TT
	-Infinity
	4+TT

	[image: ]
	dBm/95.04MHz
	1
	-54.53+TT-58.03
	-52.18+TT-55.68
	-54.53+TT-58.03
	-52.18+TT-55.68

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in TS 38.133 [6] clause B.2.1.3, and does not limit UE implementation or test system implementation.
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.
Note 6:	Including test tolerance given in Annex F.1.3.2



<Unchanged Sections Skipped>
7.6.1.4	NR SA FR2 event-triggered reporting with gap in DRX
Editor's Note: This test case is complete for the following configurations:
· Test frequency f ≤ 40.8 GHz
· UE PC3
This test case is incomplete for Test frequency f > 40.8 GHz
This test case is incomplete for UE power class other than PC3.
<Unchanged Sections Skipped>
7.6.1.4.5	Test requirement
Table 7.6.1.4.4.1-3 , Table 7.6.1.4.5-1 and Table 7.6.1.4.5-2 define the primary level settings including test tolerances for NR SA FR1 event-triggered reporting with gap in DRX test.
Table 7.6.1.4.5-1: NR Cell specific test parameters for NR SA FR2 event-triggered reporting with gap in DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1, 2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1, 2
	66
	66

	Initial BWP configuration
	
	1, 2
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1, 2
	CSI-RS
	SSB

	PDSCH RMC configuration
	
	1
	SR.3.2 TDD 
	N/A

	
	
	2
	SR.3.3 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.3.1 TDD
	CR.3.1 TDD 

	
	
	2
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.3.1 TDD
	CCR.3.1 TDD 

	
	
	2
	CCR.3.7 TDD
	CCR.3.7 TDD

	TRS configuration
	
	1, 2
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	1, 2
	TCI.State.2
	N/A

	OCNG Patterns
	
	1, 2
	OP.1
	OP.1

	SSB
	
	1
	SSB.3 FR2
	SSB.3 FR2

	
	
	2
	SSB.4 FR2
	SSB.4 FR2

	Propagation Condition
	
	1, 2
	AWGN



Table 7.6.1.4.5-2: NR OTA Cell specific test parameters for NR SA FR2 event-triggered reporting with gap in DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1, 2
	Setup 1 defined in A.3.15.1

	Beam AssumptionNote 4
	
	1,2
	Rough

	[image: ] BB Note 5
	dB
	1, 2
	3.514+TT
	-1.60-1.46+TT
	-Infinity
	-1.60-1.46+TT

	[image: ] Note 2
	dBm/15 KHz
	1, 2
	-98+TT-101.5Note 6

	[image: ] Note 2
	dBm/SCS
	1
	-89+TT-92.5

	
	
	2
	-86+TT-89.5

	SSB_RPSS-RSRP
	dBm/SCS
	1
	-88.47-85+TT
	-88.47-85+TT
	-Infinity
	-88.47-85+TT

	
	
	2
	-85.47-82+TT
	-85.47-82+TT
	-Infinity
	-85.47-82+TT

	[image: ]
	dB
	1, 2
	4+TT
	4+TT
	-Infinity
	4+TT

	[image: ]
	dBm/95.04MHz
	1
	-58.03-54.53+TT
	-55.68-52.18+TT
	-58.03-54.53+TT
	-55.68-52.18+TT

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in TS 38.133 [6] clause B.2.1.3, and does not limit UE implementation or test system implementation
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.
Note 6:	Including test tolerance given in Annex F.1.3.2



{End of changes}
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