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[Start of change]
[bookmark: _Toc21353731][bookmark: _Toc27749348]4.6.1	Contents of RRC messages
[Skip unchanged text]
–	UEInformationRequest
Table 4.6.1-32A: UEInformationRequest
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationRequest-r16 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	[bookmark: OLE_LINK1]    ueInformationRequest-r16 SEQUENCE {
	
	
	

	      idleModeMeasurementReq-r16
	Not present
	
	

	
	true
	
	IDLE

	      logMeasReportReq-r16
	Not present
	
	

	
	true
	
	LOG

	      connEstFailReportReq-r16
	trueNot present
	
	

	
	true
	
	FAIL

	      ra-ReportReq-r16
	Not present
	
	

	
	true
	
	RA

	      rlf-ReportReq-r16
	Not present
	
	

	
	true
	
	RLF

	      mobilityHistoryReportReq-r16
	Not present
	
	

	
	true
	
	HISTORY

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	IDLE
	Idle/inactive measurement information reporting

	LOG
	Logged measurement information reporting

	FAIL
	Connection failure information reporting

	RA
	Random access procedure information reporting

	RLF
	Radio link failure information reporting

	HISTORY
	Mobility history information reporting



–	UEInformationResponse
Table 4.6.1-32B: UEInformationResponse
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r16 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueInformationResponse-r16 SEQUENCE {
	
	
	

	      measResultIdleEUTRA-r16
	Not checked
	
	

	      measResultIdleNR-r16
	Not checked
	
	

	      logMeasReport-r16
	Not checked
	
	

	      connEstFailReport-r16
	Not checked
	
	

	      ra-ReportList-r16
	Not checked
	
	

	      rlf-Report-r16
	Not checked
	
	

	      mobilityHistoryReport-r16
	Not checked
	
	

	      lateNonCriticalExtension 
	Not checkedpresent
	
	

	      nonCriticalExtension
	Not checkedpresent
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Skip unchanged text]
4.6.5	Other information elements
[Skip unchanged text]
–	UE-MeasurementsAvailable-r16
Table 4.6.5-15: UE-MeasurementsAvailable-r16
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	UE-MeasurementsAvailable-r16 ::= SEQUENCE {
	
	
	

	FFS..logMeasAvailable-r16
	Not checked
	
	

	
	true
	
	LOG

	..logMeasAvailableBT-r16
	Not checked
	
	

	
	true
	
	BT

	..logMeasAvailableWLAN-r16
	Not checked
	
	

	
	true
	
	WLAN

	..connEstFailInfoAvailable-r16
	Not checked
	
	

	
	true
	
	CEF

	..rlf-InfoAvailable-r16
	Not checked
	
	

	
	true
	
	RLF

	}
	
	
	



	Condition
	Explanation

	LOG
	Logged measurement information reporting

	BT
	Bluetooth measurement information reporting

	WLAN
	WLAN measurement information reporting

	CEF
	Connection failure information reporting

	RLF
	Radio link failure information reporting



[End of change]
